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SECTION 1: HEALTH, SAFETY AND WELFARE STATEMENT 
 

1. It is The Company policy that its operations shall be conducted in such a way as to ensure, so far as 
is reasonably practicable, the health, safety and welfare of all its employees. The company will also 
ensure that any of its activities will not adversely affect the health and safety of others, including the 
general public, children, contractors, subcontractors, etc. 

 
2. The company requires high standards of safety, health and welfare to be achieved and constantly 

maintained at all its sites, workshop and offices. There is also the need to have a strong commitment 
to the protection of the environment and to minimise waste. Therefore, the companyôs Environmental 
Policy Statement is set out in this policy document to support this commitment. 

 
3. The safety policy will be regularly reviewed and monitored in order to meet current legal requirements. 

All new legislation, codes of practice, etc. will be considered as necessary, and all significant changes 
will be made to the policy to ensure it continues to reflect working practices. 

 
4. This policy and all revisions of it will be brought to the attention of all employees by the Safety Director 

in compliance with the company procedures. 
 

5. The company will ensure compliance with the requirements of the policy by maintaining a thorough 
monitoring programme. If the company feels any part of the policy is not effective, appropriate steps 
will be taken to rectify the problem. 

 
6. All matters concerning health and safety will be implemented only after full consultation with 

employees. The employees have the right to nominate safety representatives, under the Safety 
Representatives and Safety Committee Regulations 1997, and request the organisation of a safety 
committee. The company recognises there is a requirement to consult with employees under 
provisions of The Construction (Design and Management) Regulations 2015 and the Health and 
Safety (Consultation with Employees) Regulations1996 and The Management of Health and 
Safety at Work Regulations 1999 and will therefore encourages full employee participation in all 
matters relating to health and safety. Employees will be afforded every opportunity to discuss health 
and safety issues with a senior management representative, or with the visiting safety adviser should 
the employee choose to do so. 

 
7. The company will ensure that all relevant safety and health training will be undertaken and that all the 

necessary information required to do a job safely will be forwarded to the appropriate parties. The 
safety director and directors will also ensure that sufficient resources are available to meet all 
reasonable health and safety requirements. 

 
8. It is the function of management to provide all the necessary requirements in order to carry out work 

in a safe manner. However, no safety policy can function properly without the support and co-operation 
of all its employees. Therefore, the company reminds its employees that they have a legal duty not 
only to work in a safe manner, but also to co-operate in efforts to create safe and healthy working 
conditions. 
 

9. The company has introduced a hazard reporting programme, 'Don't Walk By', everyone in Southbay 
is encouraged to report for immediate action anything they consider to be unsafe. 

 
10. Stuart Heather has been appointed as health and safety manager to the company, although Northern 

Counties Safety Group Limited will remain as an external consultant, and will advise and assist in 
implementing procedures to meet statutory obligations and the objectives set out in this policy. 

 
 
 
 Signed ..................................................................  Date  ....10/04/2019................................ 
 Director Responsible for Safety, Health and Welfare. 
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SECTION 2: ENVIRONMENTAL POLICY STATEMENT 

 
It is in the interest of the company to have a planned approach towards prevention and reduction of waste and 
pollution, leading to a long-term reduction of costs, as prevention and reduction are more desirable and 
economical than damage repair after the event. 
 
The company will control their activities to avoid causing unnecessary and unacceptable risks or adverse 
effects on the environment, in line with the requirements of the Health and Safety at Work etc. Act 1974 
(HASWA), the Control of Substances Hazardous to Health Regulations (COSHH) and the Environmental 
Protection Act (EPA90) as far as is reasonably practicable. 
 
Responsibility for the environment is ranked equally with that for the health and safety of employees, the 
general public and others. Environmental awareness and individual responsibility will be developed amongst 
employees at all levels with full and effective consultation being encouraged. The company will continue to 
develop and improve standards by making use of available technology and developments, together with a 
waste reduction, recovery and recycling approach. Plant, vehicles and equipment will be maintained and 
operated to provide the maximum environmental protection as far as practicable. 
 
Local community interests will be taken into account and positive communication with the community entered 
into where appropriate. Clients, employees, the general public and all other persons who may be affected will 
be made aware of any the company activity which may affect the environment. Natural habitats and wildlife 
will be respected and where appropriate within the control of the company, maintenance, restoration or creation 
of habitats will be encouraged. 
 
Environmental Action 
 
Objectives outlined in the Environmental Policy will be monitored to ensure they are being met wherever 
reasonably practicable. 
 

1. Management - at all levels will take individual responsibility to ensure that environmental issues are 
considered when making decisions or when planning or controlling work. 

 
2. Work Force - all employees must understand their individual responsibilities for acting in accordance 

with the individual the company environmental policy and the safety policy. 
 

3. Waste Reduction - all employees must give careful consideration to the elimination and reduction of 
waste at every stage of the construction operation. Where re-use or recycling of material is an 
economical advantage, this will be carried out. 

 
4. Complaints - the companies will continue to develop a system for handling complaints from individuals 

and organisations etc. and make every effort to provide an efficient and friendly route for 
communication.  

 
5. Development - individual within the company management will supervise the implementation and 

further development of the corporate environmental policy. 
 
 
 
 

Signed:éééééé éééééééééééé..    Date:éé10/04/2019éééééééééé. 
Director responsible for Environmental Policy 
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Policy Objectives 
 

To achieve the policy objectives, environmental management methods of working will ensure: 
 

 ̧ The selection of contractors that can demonstrate responsible and effective environmental standards. 
 

 ̧ That environmental issues are anticipated and appropriate action taken  
 

 ̧ The provision of safe systems of work to prevent accidental releases and spillages including 
discharges into air, watercourses or land, but that also address emergencies should the 
implementation of the systems of work fail to meet environmental objectives 
 

 ̧ Those products are used in a manner that protects the environment. 
 

 ̧ The conservation of resources by re-using or the use of re-cycled materials wherever economically 
possible. 
 

 ̧ Monitoring compliance with all licence conditions. 
 

 ̧ The appropriate checking and application of emergency procedures. 
 

 ̧ The ongoing checking and monitoring with an aim to continuous improvement. 
 

 ̧ All managers and supervisors are accountable for environmental performance on their sites. 
 

 ̧ All employees have a responsibility to follow the environmental policy and report hazards to their 
immediate supervisor.  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

HS&W Document 

EHQMS 

 

Document Ref: HSW_POL 2019  Page 7 of 135 

 

SECTION 3: EQUAL OPPORTUNITIES & DIVERSITY POLICY STATEMENT 
 

The company is an equal opportunity employer. The aim of the company policy is to ensure that no job 
applicant or employee receives less favourable treatment on the grounds of disability, age, religion, sexual 
orientation, colour, race, nationality or ethnic origins, or is disadvantaged by conditions or requirements that 
are not essential for carrying out the job. 
 

To ensure such direct or indirect discrimination is not occurring, recruitment and other employment decisions 
will be regularly monitored in conjunction with records of ethnic job applicants and existing employees. 
 
As the construction industry operates its employment opportunities more on recommendation the diversity 
policy will be communicated to the senior managers responsible for recruitment.  
 

Selection criteria and procedures will be reviewed regularly to ensure they are not adversely or unjustifiably 
affecting the opportunities of persons from a particular group, and that all candidates are considered solely on 
the basis of their relevant merits and abilities during recruitment and promotion, such as CSCS cards, trade 
qualifications and management abilities. 
 

All employees will be afforded an equal opportunity and be encouraged to progress within the company. 
Attention will be given to possible corrective measures necessary to overcome any under representation, i.e. 
alterations required under the Equality Act 2010 
 

All employees have a personal responsibility towards implementation of this policy. The company also 
recognises the specific duty on management, supervisors etc. involved in recruitment and administration. 
 

Any employee believing, they have been unfairly treated in any sense is entitled to raise the issue through the 
companyôs grievance procedure. 
 

SECTION 4: SMOKING POLICY 
 

The company smoking policy has been developed to protect all employees and visitors from exposure to 
secondhand smoke and to assist compliance with the Health Act 2006. 
 

Exposure to secondhand smoke increases the risk of lung cancer, heart disease and other serious illnesses. 
Ventilation or separating smokers and non-smokers within the same airspace does not completely stop 
potentially dangerous exposure. 
 

POLICY 
 

It is the policy of the company that all our workplaces are smoke free, and all employees have a right to work 
in a smoke free environment.  
 

The policy came into effect on 1 July 2007. Smoking is prohibited in all enclosed and substantially enclosed 
premises in the workplace. This includes company vehicles.  
 

This policy applies to all employees, consultants, contractors, customers or members and visitors. 
 

IMPLEMENTATION 
 

Overall responsibility for policy implementation and review rests with the safety director 
 

However, all staff are obliged to adhere to, and support the implementation of the policy. The safety director 
shall inform all existing employees, consultants and contractors of the policy and their role in the 
implementation and monitoring of the policy.  
 

They will also give all new personnel a copy of the policy on recruitment/induction. 
Appropriate óno-smokingô signs will be clearly displayed at the entrances to and within the premises, and in all 
smoke free vehicles. 
 
NON-COMPLIANCE  
 
Disciplinary procedures will be followed if a member of staff does not comply with this policy. 
 
Those who do not comply with the smoke free law may also be liable to a fixed penalty fine and possible 
criminal prosecution. 
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SECTION 5: NEW AND EXPECTANT MOTHERS POLICY 
 

The company is committed to the implementation of the Management at Work Regulation 1999 in relation to 
work related risks to women in our employment of childbearing age.   
The risk assessment will cover risks specific to new and expectant mothers.   
Employees will be given information on the results of the risk assessment and any protective measures 
required.  When an employee notifies (normally in writing) that she is pregnant, has given birth in the last 6 
months or is breastfeeding the following procedure will be followed: 
 

¶ Temporarily adjust her working conditions and/or her working hours and her work station as 
advised from her G.P. or mid-wife. 

¶ Offer her suitable or alternative work; or if this is not feasible, as advised from her G.P. 

¶ If no alternative work can be found, suspend her from work (giving her paid leave) for as long 
as necessary to protect her and the childôs health and safety, as advised from her G.P. 

 

Risks to be assessed will include: 
 

¶ Manual handling and increased risk of postural problems when pregnant or limitations of ability 
when the woman has had a Caesarean section. 

¶ Risk of heat stress, dehydration or fatigue from extreme hot or cold. 

¶ Fatigue from prolong standing or work involving much physical effort which can lead to 
problems with the development of the baby. 

¶ Raised blood pressure due to stress. 

¶ Morning sickness arising from early shift work or associated with nauseating smells. 
 

This assessment will be reviewed as necessary as the pregnant employeesô circumstances change 
and informed of any precautionary measures. 
 

Precautions will (as a result of the risk assessment) include: 
 

¶ Ensuring the woman has light duties not requiring excessive physical exertion. 

¶ Ensure they have access to refreshments and can take regular short breaks.   

¶ Ensure adequate seating is available. 

¶ Ensure flexible roistering and work allocation. 
 

Cooperation is required from the new and expectant mother in the implementation of this policy and 
information should be provided to the company as it becomes available. 
 

SECTION 6: TRAINING AND INFORMATION 
 

Sufficient and appropriate training is the key to the efficient operation of the company. The company does not 
see health and safety training as an activity undertaken just to meet the minimum requirements of health and 
safety law. Neither does it see health and safety training as a 'bolt-on' extra to skill or professional training, but 
as an integrated part of general skill training, for the correct undertaking of any work activity. 
 

The company has therefore set out its aims to training as follows: 
 

a) Training that is both suitable and sufficient and cost effective. 
The cost of training and the degree of risk to be countered by the training will be taken into account 
when deciding if the training is justified. 

 

b) Training will be prioritised to ensure that training, information and instruction for high-risk 
activities and emergency procedures is undertaken before general skill training. 

 

The company objective is to ensure that all employees can carry out their duties with the least chance of harm 
occurring either to themselves or to others; or causing damage to property. 
 

c) The more information, instruction and training received by the employee, the greater their level 
of competence and therefore the greater the opportunity to act as supervisors of their own work.  

 

Training provided: 

¶ Project Managers & Site Managers 
Construction Skills Site Safety plus SMSTS 

¶ Risk Assessment 

¶ Work at Height Regulations 

¶ The Construction (Design & Management) Regulations 2015 
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¶ Foremen   
Construction Skills Site Safety plus SSSTS  

¶ Risk Assessment 

¶ The Construction (Design & Management) Regulations 2015 

¶ Operatives & Employees 
CSCS Safety Awareness 

 Site Induction Briefings 
Tool Box Briefings 

¶ Labourers     
 General Safety Awareness 
 Site Induction Briefings 
 Tool Box Talk Briefings 

¶ Plant Operators 
 Itemised Plant Training 

Safety Awareness 
Site Induction Briefings 
Tool Box Talk Briefings 

 
Additional training will also be provided throughout the company covering the following areas: 

¶ First Aid 

¶ Asbestos Awareness 

¶ Scaffold Inspection 

¶ Abrasive Wheels 

¶ Confined Space 

¶ Cable Avoidance Tools 

¶ Life Jacket Training 

¶ RYA Powerboat  
 
The company maintains detailed records of all training and regular reviews of training needs are undertaken, 
from which a training plan is developed. 
 
All personnel attending site, including visitors, must report to the site manager, or his deputy, and are made 
aware of the site-specific rules for that project. The site manager will ensure all persons undergo formal 
induction training, and will maintain accurate records. The extent of the induction training provided (workers & 
visitors) will be at the discretion of the site manager. 
 
All contractors and their employees have access to the company Safety Policy and the company Procedures 
Manual, which contain details of relevant health and safety matters. These documents are held on site, 
together with the project Construction Phase Plan.  
 
Reasonable enquiries are made of contractorsô and their employeesô level of training, to ensure appropriate 
general safety awareness and site-specific awareness training has been undertaken. The company will instruct 
the contractor to organise such training, or organise the training on behalf of the contractor as necessary, 
where awareness or training is deemed to be lacking. 
 
The contracts manager and site manager will ensure the construction phase Construction Phase Plan for 
individual sites is adequately maintained and available for access. Any areas of risk identified in the plan will 
be made known to all relevant personnel.  
 
Specific risks, which may affect others, including contractors and subcontractors, will be informed in writing to 
all persons concerned. 
 
SECTION 7: CHAIN OF RESPONSIBILITY 
 

1. Safety Director is responsible for the safety policy being implemented, amended or updated as 
required. The Directors and Project Managers (PM) will assist the Safety Director in this task and will 
ensure that the appropriate health and safety documentation is available for all relevant departments 
and personnel and that these procedures are implemented at the appropriate sites and premises. 

 
2. The office manager is responsible for office safety. 
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3. The contracts managers are responsible for ensuring the implementation of the safety policy on all 
projects. 

 
4. The site managers and foremen are responsible for ensuring all aspects of the safety policy are 

implemented and are complied with on individual sites. 
 

5. Stuart Heather is responsible for providing health and safety advice to all sites and offices. Northern 
Counties Safety Group Limited (NCSG) will also provide consultation. The terms of appointment are 
to be read in conjunction with H&S duties and responsibilities outlined in this policy. 

 
6. All employees are responsible for ensuring that all aspects of the safety policy are complied with when 

undertaking work tasks on behalf of the company. 
 

7. Employees are expected to involve themselves in safety matters and report any unsafe equipment or 
dangerous situations to their supervisors. 

 
8. All functional management and specialist staff (including design, buyers, advisers, etc.) will be actively 

encouraged to provide all essential safety support to the mainline management team. Particular regard 
will be given to the introduction of better, safer systems of work for the benefit of all employees. 

 
9. Anyone who may be affected by operations undertaken by the company will be kept fully informed and 

the requisite liaison between the parties will be effectively maintained. e.g. contractors will be advised 
at site level, through pre-start meetings and induction, on the company's safety policy and safety 
procedures. Contractors will be informed that they must work to equal or better standards to those laid 
down in the safety policy. Failure to do so may result in them being removed from site and may 
disqualify that contractor from tendering for future work with the company. The directors and contracts 
manager, via the monitoring process, are to ensure there is the required liaison between all parties 
and that it is effectively maintained. 

 
10. All employees are issued with a copy of the company safety policy statement and an extract of the 

duties and responsibilities applicable to them, as will all new starters with the company. All employees 
will be informed of any changes or updates to the safety policy.  

 
11. Monitoring compliance with the safety policy is the responsibility of all staff, employees and the safety 
director (see also ñMonitoring and Reviewò and ñSafety Assistanceò) 

 
12. No safety policy can work without the full co-operation of all the employees of the company and the 

co-operation of all those working on behalf of the company. The safety policy cannot be forced onto 
employees without those employees having the right to forward criticism, comments, etc. about the 
safety policy. 

 
 In order to achieve a safety policy that can work in practice with the full approval of everyone 

concerned, the company regards employer/employee consultation and co-operation as 
essential. 

 
 To ensure an effective consultation process, site management will at the first opportunity (site 

inductions) encourage all personnel to offer their positive opinions on how the management 
of health, safety, welfare and the environment can be improved. 

 
 Employeeôs comments and opinions on health and safety can be passed on to the Site Manager 

or Contracts Manager directly, or via the H&S Manager where the employee wishes to remain 
anonymous  
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SECTION 8: ORGANISATION CHART 
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SECTION 9: MONITORING AND REVIEW 

 
The company will ensure that an effective management structure is in place to affect appropriate control over 
its activities and to make sure these controls are sufficient to meet its needs. The controls include policy 
making, planning and policy implementation. It is also necessary to monitor and review the work activities and 
procedures to enable the company to maintain standards and manage risks to the best possible extent. To 
this end the company will, together with the NCSG, carry out regular monitoring of its sites and other activities, 
measuring its performance against known standards and accepted best practices. 
 
Close monitoring of all work places and work practices will be undertaken to identify any unsafe practices or 
anything not complying with the company policy. Any person found not complying, or in breach of health and 
safety requirements, will be warned and disciplined according to the company disciplinary procedure. All 
failings will be rectified immediately.  
 
The site manager or foreman is responsible for the day-to-day control of safety on site and is given full backing 
from the company regarding any actions he feels necessary to enforce site safety. 
 
The safety director and contracts managers will also undertake visits to sites. The frequency of these visits will 
be dependent upon other commitments, the nature and complexity of the project etc. During any site visit, 
identified problems or failings are highlighted, discussed and appropriate action taken. 
 
Following site safety inspections, Northern Counties Safety Group safety advisers will report back their findings 
via the NCSG report form, with two copies being given to the site manager and a third copy to the safety 
director. The site manager is required to complete the "feedback" section of the report, indicating what action 
has, or will be taken to correct any weaknesses in compliance with the policy or procedures. This completed 
feedback copy will then be returned to the safety director. 
 
The company will carry out an annual review of its safety performance to determine areas of weakness and 
actions required. Northern Counties Safety Group will be called upon to participate in the review and provide 
input on the companyôs safety performance. The findings of the reviews, including changes to policy or the 
company rules, will be disseminated to all relevant employees. 
 
The company may also review the performance of the safety group and suggest ways the services provided 
by the group can be improved. 

 
SECTION 10: COMMUNICATION AND CONSULTATION 
 
All matters concerning health and safety will be implemented only after full consultation with employees. The 
employees have the right to nominate safety representatives, under the Safety Representatives and Safety 
Committee Regulations 1977, and request the organisation of a safety committee. The company recognises 
there is a requirement to consult with employees under provisions of The Construction (Design and 
Management) Regulations 2015 and the Health and Safety (Consultation with Employees) 
Regulations1996 and The Management of Health and Safety at Work Regulations 1999 and will therefore 
encourages full employee participation in all matters relating to health and safety. Employees will be afforded 
every opportunity to discuss health and safety issues with a senior management representative, or with the 
visiting safety adviser should the employee choose to do so. 
 
Consultation and communication will be carried out using the following, where appropriate: 
 

¶ Initial induction for new employees. 

¶ Health and Safety Committee meetings where a committee has been formed. 

¶ Via elected Employee Health and Safety Representatives, where they have been elected. 

¶ Site Toolbox talks and Site ïspecific safety inductions. 

¶ Memos and posters on notice boards. 

¶ Safety bulletins circulated via site notice boards. 
 
The Company operates an ñopen doorò policy and all employees are encouraged to report and discuss any 
health and safety concerns they may have with their immediate line Manager or directly to a Director. 
 
Where employees do not have English as their first language, the Company will employ the services of a 
translator, should the need arise. 
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SECTION 11: SAFETY ASSISTANCE 
 

Management of Health and Safety at Work Regulations (Reg 7) 
 

This is to confirm that the Northern Counties Safety Group Limited have been appointed as safety advisers 
for the purpose of the above requirements for the company, while they are members of the safety group. 
 

The company will ensure that NCSG are informed of the location, start date, duration and nature of the work, 
which they feel would benefit from the NCSG input, or which are in excess of the period stated for regulatory 
notification. This notification will usually be in the form approved by the Health and Safety Executive for 
contracts in excess of those specified under The Construction (Design and Management) Regulations 
2015 or by the Northern Counties Safety Group Contract Notification Form for contracts of less than those 
stated in the above regulations. 
 

The company will utilise whatever notification procedure is applicable at the time. 
 
SECTION 12: TEMPORARY WORKS DESIGN 
 

The company will ensure all temporary design work (false work, scaffold, façade retention etc.) will be 
undertaken ensuring that the designer is adequately resourced and suitably qualified to undertake the scale 
of the design in compliance with The Construction (Design and Management) Regulations 2015. 
 

Temporary works design will either be undertaken via the company in house designer or alternatively 
contracted out to an external designer (Scaff Tech, Alwyn Richards Design etc.) 
 

¶ All designers must identify hazards inherent in their designs. 

¶ All designers must state a suitable foundation to be provided. 

¶ All designers must consider stability, even during partly erected or dismantled structures. 

¶ All designers must consider dead load and live load 

¶ All designers must consider lateral, horizontal stability and resistance to weather (wind, snow loading 
etc.) 

¶ Where ties to the main structure are necessary, tie loads must be specified and pull tests undertaken 
as required by TG4. (Minimum of 5%) 

¶ All designers must consider any resultant risks during the erection, modification and dismantle. 

¶ Understand how to eliminate the hazards, or reduce the risks. 

¶ Provide information on all hazards that remain and state what resources are required to undertake the 
project safely. 

¶ All false work will be undertaken in compliance with (BS5975) BS EN 128 12 and scaffolding in 
compliance with TG20:13 BS EN 128-11 

¶ Working drawings will be provided by the engineer, which will be checked by the site Temporary works 
co-ordinator. 

¶ A detailed risk assessment / method statement must be provided by the erection contractor which 
must include safe working at height and prevention of falls (SG4) 

¶ All materials used in the construction of the temporary works must be checked for quality prior to use. 

¶ A handover / dismantle certificate (permission to load and strike) must be provided by erectors. 

¶ All temporary works must be part of a prior to use inspection system by a competent person. 

 
SECTION 13: MAINTENANCE PROCEDURE 
 

The company accept that maintenance of work equipment and on the premises, can expose those carrying 
out the work to a number of different hazards. Due to the varied number of tasks that come under the wide 
umbrella of maintenance, ranging from repairing and replacing broken items to cleaning and painting, 
therefore, the company shall ensure that a thorough assessment of the work is carried out, prior to the work 
commencing. 
 

Due to the nature of the work, which may include electrical testing, forklift maintenance, roof access etc. it is 
often necessary to remove the safeguarding to gain access to the parts requiring attention or access areas not 
normally used, the company shall control hazards by positive isolation, notification of work, signage etc. 
 

In addition, the maintenance workers may be required to carry out work in places where it is not certain what 
the hazards will be. A failed or broken down piece of machinery may not have failed safely, and there is the 
possibility of stored pressure or energy. The company shall ensure that only trained and competent personnel 
(including contractors) conduct maintenance tasks and these workers will have a raised awareness of the 
inherent hazards. 
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To reduce the risk of injury whilst maintenance work is being carried out, the company will carry out a thorough 
risk assessment to enable suitable control measures to be put in place. Referring to, and adhering to, 
manufacturers information, including maintenance and setting instructions, will be part of the overall control 
strategy, as should the use of trained, competent maintenance workers. 
 

The companiesô prevention measures included in the risk assessment: 
 

¶ Suitable means access. 

¶ Physical isolation of the equipment. 

¶ Portable and mobile lighting (suitable lighting) 

¶ Ventilation including local exhaust ventilation. 

¶ Use of suitable tools (possibly substituting electrically powered tool with pneumatic tools in certain 
environments). 

¶ Not carrying out work in situ (removing items to be worked on to a more suitable location). 

¶ Blocking or shoring-up moving parts to prevent unexpected movement. This shall also include positive 
isolations. 

¶ Providing suitable protective equipment to reduce the effects of hazardous substances, sharp objects, 
hot surfaces, etc. although the use of PPE shall, where practicable, be used as a last resort. 

 

The list is not exhaustive as each job will present its own health and safety issues. The company will take a 
logical, systematic approach to the situation, that an acceptable degree of risk reduction can be achieved. 
 

Maintenance Strategies  
 

The company accept it is a legal requirement to provide safe plant and equipment under the Health and Safety 
at Work Act and the Provision and Use of Work Equipment Regulations. The company will use the following 
strategies for ensuring well maintained equipment and premises. 
 

Emergency/Breakdown Maintenance 
When equipment failure does not have a major effect on production or safety and may be tolerated until repair, 
then the positive decision to use this as an option can be valid.  
 

Opportunistic Maintenance 
Where the work is planned to occur at a time that becomes available, normally when something else fails.  
 

Working Adjustments 
Occur regularly in the workplace where equipment is still in operation but potential failures have been identified. 
 

Servicing and Inspection 
Servicing and/or inspectionô is the basic active strategy to minimise potential breakdown. Its purpose is to look 
for potential failures and take remedial action before failure occurs.  
 

Planned Preventive Maintenance 
The basis of routine maintenance is that equipment is inspected and vulnerable parts are replaced at regular 
intervals or after a certain number of hours of use.  
 

Inspection / Test 
 

Managers must ensure that any equipment provided is fit for purpose and where necessary have an inspection 
/ test certificate. It is the managerôs responsibility to ensure, prior to the re-test date, the supplier is contacted 
and a re-test is arranged  
 

Regular office maintenance includes: 
 

¶ Equipment PAT testing. 

¶ Electrical installation checks 

¶ Replacement of light bulbs. 

¶ Inspections of external lighting. 

¶ Cleaning of external drainage 

¶ Window cleaning 

¶ Fire extinguishers 

¶ Access equipment 

¶ Computer servers 

¶ Smoke alarms 
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SECTION 14: GENERAL SAFETY ARRANGEMENTS 
 

The company is involved in several activities, a number of which are on a day-to-day basis.  
 

A comprehensive list of common and special hazards involved with all aspects of work is included in the 
company Procedures Manual. 
 

Each site manager holds the company Procedures Manuals, containing the arrangements and instructions for 
carrying out work safely on site. A complete document (Policy Statement, Responsibilities and the company 
Procedures Manual) is also available for reference, upon request, at the company's head office. 
 

1. To assist in complying with these arrangements, all management and supervisors are to note that the 
company expects the minimum standards set out in the company procedures manuals to be achieved. 

 

2. In order to ensure safe systems of work on site, special attention must be given at the planning stage 
regarding any safety considerations that might arise on that particular contract. Precautions required 
to address unusual considerations will be included in the contract Construction Phase Plan, and 
adequate resources will be available to meet the requirements of the plan and policy objectives. 

 

3. In the case of there having to be an emergency evacuation of a site or premises, an assembly point 
will be organised by the site manager prior to the start of the work. All persons under the control of the 
company will be informed about the location of the assembly point. All personnel will meet at this point 
and will remain there until such time as a thorough check has been completed to ensure that no one 
is missing. All personnel will then be advised of further procedures before being allowed to leave the 
assembly point. 

 

4. It is essential that a high level of housekeeping be maintained on all sites and at all premises. There 
is a duty on everybody to ensure that all areas are kept tidy, unneeded equipment locked up or 
returned to the stores, waste removed, etc. Connected with this is the requirement to maintain safe 
access to, and egress from, the site or premises. There must be adequate safe walkways and these 
must not be obstructed with materials, rubbish, etc. Any emergency exits must be clearly marked and 
kept free from obstruction.  

 

5. Employees must not operate any plant, machinery or equipment unless he or she has either been fully 
trained on the working of the machine etc. or deemed to be competent by experience, which can be 
demonstrated; is fully conversant with all safety requirements and has reached the required statutory 
age. 

 

6. The company, in conjunction with Northern Counties Safety Group, and other training providers, will 
ensure that all employees are fully trained as required and are made aware of all the requirements 
with regard to health and safety matters. 

 

7. Safety inspections of sites and premises will be undertaken by a number of persons: 
 

a) The safety director, directors and contracts managers will carry out visits to sites and premises. They 
will report their findings directly to the person responsible for the site or premises. 

b) Managers carrying out health and safety inspections will regularly report their findings to their 
immediate Director; 

c) Managers will immediately inform their line Director of situations that may require an óinputô from the 
Director to help resolve disputes or unsafe situations 

d) Site managers and foremen will undertake regular safety inspections. The safety inspection will form 
a vital part of any site or premises inspection. 

e) Regular visits will be undertaken by the Southbay Health & Safety Manager and safety advisers of the 
Northern Counties Safety Group Limited. These advisers will leave written reports of their findings with 
the site or premises supervisors and a copy will be sent to the safety director. The company, via the 
contracts manager and site managers will ensure that any findings on these reports will be dealt with 
quickly and effectively. 

 
The Southbay Health & Safety Manager/Northern Counties Safety Group Ltd. may suspend work 
operations, without reference to directors or managers, where there is serious or imminent danger to 
personnel, public or property.  
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SECTION B 

Individual Responsibilities 
 
 
 
 
 
 
 
 
 
 
 
 
    

  



 

HS&W Document 

EHQMS 

 

Document Ref: HSW_POL 2019  Page 17 of 135 

 

SECTION 1: SAFETY DIRECTOR AND DIRECTORS 

 
Main Duties and Responsibilities 

 
1. To formulate the company safety policy and organise all revisions to it.  

 
2. To ensure that the contents of the policy are circulated as appropriate to all employees. 

 
3. To arrange for sufficient funds and resources to meet the requirements of the policy. 

 
4. To ensure that all levels of staff receive appropriate and adequate training, and each employee has 

the opportunity to contribute to discussions on health and safety  
 

5. To ensure health and safety issues are co-ordinated between the company and all contractors, 
including subcontractors, working on site to ensure safe working, in accordance with the Construction 
Phase Plan for the project. 

 
6. To ensure all employees discharge their duties and responsibilities satisfactorily and to take the 

necessary action if any employee fails in his or her duty. 
 

7. To encourage all employees to work in a safe manner and at all times to set a good personal example. 
 

8. To ensure the risk of injury and damage to the health of all persons affected by the companyôs 
operations, the prevention of fire, waste and damage to all property and plant is minimised by arranging 
procedures for risk assessments and by effective management of health and safety. 

 
9. To provide and ensure preventative maintenance of plant, equipment and places of work that are safe 

when in use. 
 

10. To arrange for procedures to be implemented for the carrying out of risk assessments and the 
formulations of safe working procedures; recording of these assessments and procedures and ensure 
that employees are made aware of them and to take whatever steps may be necessary to comply with 
them, including bringing the requirements of the Construction Phase Plan to the notice of employees.  

 
11. To ensure the provision in tenders, and other preparatory procedures, for adequate safe working 

methods, welfare facilities, storage of materials and hazardous substances, waste disposal, co-
ordination and co-operation between employers and safe access, etc.; and ensure adequate response 
to identified hazards contained in the Construction Phase Plan. 

 
12. To ensure that procedures are implemented that assures employees' exposure to harmful substances 

is reduced or eliminated in line with the Control of Substances Hazardous to Health Regulations 
(COSHH) 2002 

 
13. To monitor the effectiveness of this policy at all levels and bring into effect changes which are 

considered necessary. 
 

14. To understand the main principles of the company safety policy and appreciate the duties and 
responsibilities given to each grade. 
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SECTION 2: HEALTH & SAFETY MANAGER  
 
Main responsibilities to the company 

  
1. To provide all specialist health and safety advice on all aspects of the company activities. 
 
2. To provide regular visits to all notified sites and premises belonging to, or worked on, by the company. 
 
3. To formally advise the company of all new legislation and any changes to current legislation and offer 

advice and assistance on the implementation of the same. 
 
4. To advise and assist the directors in keeping the health, safety and welfare policy under review; and to 

advice on changes that may be required to the policy as appropriate or necessary. 
 
5. To take control, where necessary, of any internal investigation into an accident or incident, prepare a report 

on the accident or incident and advice and assist the contracts manager and site managers in any 
remedial action required following recommendations to prevent a recurrence. 

 
6. To liaise with the enforcing authority, client and client's representative on matters of health and safety. 
 
7. To recommend and monitor safety training requirements and to arrange, upon request, such training. 
 
8. The identification of hazards and risks during site visits. Advise and assist in the preparation of risk 

assessments and the development of preventative and protective measures to combat the risks 
 
9. Monitor the development and implementation of Construction Phase Plans to ensure the company comply 

with the Construction (Design and Management) Regulations 2015 
 
10. Prepare reports of the company health and safety performance and make available such reports for 

management review. 
 
11. Liaise with the directors and safety director on all matters concerning health, safety and welfare.   
 
12. Suspend work operations of the company and/or that of contractors and subcontractors, where there is 

imminent risk of injury to personnel; or risk of damage to property, which has the potential to cause harm 
or incur an economic loss to the company or insurers. 
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SECTION 3: PROJECT MANAGERS 
 
Responsible to the safety director for implementing the company safety policy on designated sites 
and co-ordinating related health and safety matters. Main duties and responsibilities: 
 

1. To be aware of, and observe, the requirements of the company safety policy, the construction phase 
Construction Phase Plan, the Health and Safety at Work etc. Act 1974, construction regulations, 
other statutory requirements, Approved Codes of Practice, Guidance Notes and safety procedures 
appropriate to the operations under their control, seeking guidance and assistance from the directors 
and safety personnel as necessary. 

 
2. To ensure site managers understand their duties and responsibilities under the company policy and 

to take all steps to ensure that these are carried out. 
 

3. To determine at the planning stage (seeking advice from NCSG safety advisers where necessary) 
 

a) The most appropriate order and method of working. 
b) Allocation of responsibilities (including that of contractors and subcontractors) 
c) Consideration of all existing and potential hazards, including fire hazards, and methods 

deemed necessary to overcome any such hazards. 
d) Facilities for welfare and sanitation. 
e) Check over work method statements and safety precautions before work commences. 
f) The development (where appropriate) of the construction phase health and Construction 

Phase Plan; and ensure this development is instigated. 
g) Ensure risk and COSHH assessments are carried out as required, and to monitor the 

application and effectiveness of the assessments and their control measures. 
 

4. Carry out regular site inspections of operations under your control with particular reference to safety 
procedures, ensuring that statutory registers and records etc. are being completed accurately. 
Arrange for any remedial or improvement work to be carried out without delay. Pay particular attention 
to any comments made by the companyôs appointed safety advisers and to see that action has been, 
or will be, taken to correct any failings or shortcomings. 

 
5. To set a good personal example at all times. 

 
6. To ensure that once work has commenced, it is carried out as planned, following the Construction 

Phase Plan where appropriate and complying with the requirements of the Health and Safety at 
Work etc. Act 1974 and other statutory requirements.  

 
7. To ensure the construction phase Construction Phase Plan is updated and managed as required by 

the Construction (Design & Management) Regulations, during the construction phase of a project; 
and that all relevant information is issued to the directors.  

 
8. To arrange for procedures to be implemented for the carrying out of specific risk assessments and 

the formulations of safe working procedures required by the COSHH Regulations and the 
Management of Health and Safety at Work Regulations. Arrange for recording of these 
assessments and procedures and ensure that employees are made aware of them and take whatever 
steps may be necessary to comply with them. Ensure the requirements of the Construction Phase 
Plan are brought to the notice of employees. Assist the site managers in the preparation and 
implementation of assessments and safe working procedures. 

 
9. To co-operate with the company in identifying training needs of individuals under their   immediate 

control and, as necessary, ensure the individuals are given the opportunity to undertake training. 
 

10. To monitor the work activities against the policy standards and construction phase Construction 
Phase Plan and bring into effect any changes necessary that are within your immediate control. To 
bring to the attention of the companyôs directors, any failure to comply with policy standards that 
require the director's action. Implement and maintain arrangements with contractors and other 
employers to ensure that they and their employees observe adequate safety procedures and statutory 
regulations and to review any confusion concerning areas of responsibility. Liaise with clients or their 
representatives to ensure the safety of any person affected by the works.  
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11. To report ALL accidents involving injury to persons or damage to property and other dangerous 
occurrences and "near misses" to the directors and Northern Counties Safety Group Ltd. as soon as 
possible after the occurrence. Assist the safety group in establishing the cause of ALL such incidents 
and thereafter ensure steps are taken to prevent recurrence and ensure employees and others are 
instructed accordingly. 

 
12. To ensure that all levels of staff receive appropriate and adequate information and instruction and 

each employee has the opportunity to contribute to discussions on health and safety.  
 

13. To ensure health and safety issues are co-ordinated between the company and all contractors, 
including subcontractors, to ensure safe working in accordance with the Construction Phase Plan for 
the project. 

 
14. To ensure all employees discharge their duties and responsibilities satisfactorily and to take the 

necessary action if any employee fails in his or her duty. 
 

15. Implement and maintain arrangements with contractors and other employers to ensure that they and 
their employees observe adequate safety procedures and statutory regulations and to review any 
confusion concerning areas of responsibility.  
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SECTION 4: DESIGNERS 
 
Responsible to the safety director for implementing the company safety policy and THE 
CONSTRUCTION (DESIGN AND MANAGEMENT) REGULATIONS 2015 requirements on designing. 
 
The companiesô designers are in a unique position to reduce the risks that arise during construction work, and 
have a key role to play in The Construction (Design & Management) Regulations 2015.  Designs develop from 
initial concepts through to a detailed specification, often involving different teams and people at various stages.  
At each stage, designers from all disciplines can make a significant contribution by identifying and eliminating 
hazards, and reducing likely risks from hazards where elimination is not possible. 
 
The companiesô designers can fundamentally affect the health and safety of construction work.  These 
decisions influence later design choices, and considerable work may be required if it is necessary to unravel 
earlier decisions.  It is therefore vital the companiesô designers address health and safety from the very start. 
 
The companiesô designerôs responsibilities extend beyond the construction phase of a project.  They also need 
to consider the health and safety of those who will maintain repair, clean, refurbish and eventually remove or 
demolish all or part of a structure as well as the health and safety of users of the workplaces.   
 
Buildability considerations and ensuring that the structure can be easily maintained and repaired will be part 
of their normal work within the company. 
 
Failure to address these issues adequately at the design stage will usually increase running costs, because 
clients will then be faced with more costly solutions when repairs and maintenance become necessary. 
 
Where significant risks remain when they have done what they can, designers will provide information with the 
designs to ensure that the Principle Designer, other designers and contractors are aware of these risks and 
can take account of them. 
 
The company designers also have duties under other legislation, including those parts of the Management of 
Health and Safety at Work Regulations 1999 which require risk assessment.   
 
Main duties and responsibilities: 
 

a) make sure that they are competent and adequately resourced to address the health and safety issues 
likely to be involved in the design; 

b) check that clients are aware of their duties; 
c) When carrying out design work, avoid foreseeable risks to those involved in the construction and future 

use of the structure, and in doing so, they should eliminate hazards (so far as is reasonably practicable, 
taking account of other design considerations) and reduce risk associated with those hazards which 
remain; 

d) Provide adequate information about any significant risks associated with the design; 
e) Co-ordinate their work with that of others in order to improve the way in which the risks are managed 

and controlled. 
 
The company designers need to consider the hazards and risks to those who: 

 
a) carry out construction work during demolition; 
b) clean any window or transparent or translucent wall, ceiling or roof in or on a structure or maintain the 

permanent fixtures and fittings; 
c) use a structure designed as a place of work; 
d) May be affected by such work, for example customers or the general public. 

 
COMPANY EXPECTATIONS FOR THE PREPARARTION OF DESIGNS 
 
The company will ensure the designers consider elimination of hazards (things with a potential to cause harm) 
from their designs so far as is reasonably practicable, taking account of other design considerations.  Examples 
would be to design out things like fragile roofing materials or products; eliminating roof lights from areas where 
roof access is needed; positioning plant which needs regular maintenance at ground level so there is no need 
for work at height or providing permanent safe access for work at height.  Eliminating hazards removed the 
associated risk, and is therefore the best option and should always be the first choice. 
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The company accept it is not always reasonably practicable to eliminate hazards. And where this is the case 
consideration will be given on incorporating design solutions which reduce the overall risk to an acceptable 
level.  This can be done by reducing the: 
 

a) likelihood of harm (injury or adverse health effects); 
b) potential severity of the harm; 
c) number of people exposed to the harm; and 
d) Frequency or duration of the exposure to harm. 

 
The amount of effort put to eliminating hazards and reducing risks will depend on the degree of risk.  The 
company accept there is little point spending lots of money, time and trouble on low risk issues.  There is also 
little to be gained by detailed comparison of construction techniques that present similar risks. The focus will 
be on issues that are known to have potential to cause significant harm, and where there are known solutions 
that reduce the risks to everyone exposed. 
 
The companiesô designers will also take into account of other relevant health and safety requirements when 
carrying out design work.  Where the structure will be used as a workplace, (for example factories, offices, 
schools, hospitals) they need to take account of the provisions of the Workplace (Health and Safety and 
Welfare) Regulations 1992 which relate to the design of, or materials used in the structure. 
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SECTION 5: SITE MANAGERS AND FOREMEN 

 
Responsible to the contracts manager under the company health, safety and welfare policy. Main 
duties and responsibilities: 
 

1. To establish and organise operations under their control to ensure that work is carried out in a safe 
manner and to acceptable standards with minimum risk to all persons, property, equipment and 
materials. 

 
2. To be aware of, and observe, the requirements of the company safety policy, the Construction Phase 

Plan, the Health and Safety at Work Act, Construction (Design and Management) Regulations, other 
statutory requirements, Approved Codes of Practice, Guidance Notes and safety procedures 
appropriate to the operations under their control, seeking guidance and assistance from senior 
management and safety advisers as necessary. 

 
3. Implement the company risk assessment procedure using the assessments in the Construction Phase 

Plan. Carry out additional site-specific risk assessments as necessary, and formulate safe working 
procedures required by the COSHH Regulations and the Management of Health and Safety at 
Work Regulations.  Record these assessments and procedures and ensure that employees are 
made aware of them and take whatever steps may be necessary to comply with them. Ensure the 
requirements of the Construction Phase Plan are brought to the notice of employees.  

 
4. Carry out regular inspections, or as required by regulations, of operations under their control with 

particular reference to safety procedures. Keep records of each inspection as necessary, ensuring 
that statutory registers and records, etc. are completed accurately. Arrange for any remedial or 
improvement work to be carried out without delay. 

 
5. To ensure that at places of work under their control, employees, contractors and others authorised to 

be at that place, or in connection with it, receive adequate working instructions, in particular to ensure 
arrangements for safe working, the prevention of accidents and risk avoidance or reduction and the 
requirements of the Construction Phase Plan, are carried out. 

 
6. Implement and maintain arrangements with contractors and other employers to ensure that they and 

their employees observe adequate safety procedures and statutory regulations and to review any 
confusion concerning areas of responsibility. Liaise with clients or their representatives to ensure the 
safety of any person affected by the works.  

 
7. Plan and maintain safe access to and around places of work, including safe access for emergency 

response vehicles and personnel. Establish and maintain a system of security to prevent, so far as is 
reasonably practicable, entry to the workplace by unauthorised persons, damage, theft and injury, 
including periods when the workplace is unattended. Ensure the emergency evacuation procedure 
from buildings and/or site is made known to all employees and others working on behalf of the 
company. Identify or designate the location of emergency assembly points and ensure these locations 
are made known to all personnel. 

 

8. To arrange for fixed and mobile plant and equipment to be positioned safely and that all machinery 
etc. including power and hand tools, are maintained in good condition and only operated by persons 
competent to do so. To ensure plant and equipment is suitable for the work being carried out, check 
documents against the order requirements.  

 
9. To ensure that protective clothing and equipment is available and issued where appropriate and that 

such clothing and equipment is used and maintained in a proper manner and as required by statutory 
regulations. Ensure that adequate records are maintained for the issue and return of such equipment, 
using issue registers or other appropriate record system as appropriate. 

 
10. To ensure that arrangements for first-aid, as required by the Health and Safety (First Aid) 

Regulations, are available and that the location of equipment is known by all personnel; and that such 
equipment and provisions are kept as complete as possible. To ensure that proper care is taken of 
casualties and to establish a procedure to be followed in the event of serious injury including the means 
of obtaining medical and ambulance services. Comply with the requirements of the policy for the 
reporting and recording of accidents or incidents. 
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11. Report ALL accidents involving injury to persons or damage to property and other dangerous 
occurrences and "near misses", to the contracts manager as soon as possible after the occurrence. 
Assist in establishing the cause of ALL such incidents and thereafter carry out improvements to 
prevent recurrence and instruct employees and others accordingly.  

 
12. Establish a site procedure to enable consultation with the workforce to receive safety queries raised 

by employees and others under your control, and to respond in the most appropriate way to meet the 
policy objectives. 

 
13. Make reasonable enquiries to determine that appropriate and adequate training of contractor and 

subcontractor employees is undertaken; and the subcontractor disseminates relevant information on 
risks to their employees. 

 
14. Accompany the H. M. Factory Inspectors on site visits where possible and act upon their reasonable 

recommendations. Report all such visits to the contracts manager noting any observations made, as 
soon as possible after the visit. In the event of a prohibition or improvement notice being imposed or 
any indication that legal proceedings are to be initiated, the directors and the Northern Counties Safety 
Group must be advised without delay. 

 
15. Co-operate with the companyôs appointed safety advisers and accompany them on site visits and act 

upon their reasonable recommendations. 
 

16. Encourage the observance of safety procedures by personal example and ensure that arrangements 
for the health and safety of persons and property are carried out, including the implementation of 
disciplinary procedures as necessary. 

 
17. Conduct personnel and visitor health and safety induction training and ensure contractors' 

personnel, are aware of the requirements of this policy, the Construction Phase Plan, and the 
requirements for safe working. Ensure all necessary contractor information (risk & COSHH 
assessments, safety method statements etc.) are provided before work starts. 

 
18. Comply with the companyôs policy on COSHH and noise and ensure all employees have access to 

the appropriate information for healthy working and know how the information is to be used. 
 

19. Implement changes to working practices, where necessary, to ensure safe working and maintenance 
of standards. 

 
20. Maintain in a proper state all reference documents issued by the company to assist in compliance 

with this policy. 
 

21. Ensure that adequate firefighting equipment is available and that appropriate fire precautions have 
been taken. 

 
22. Ensure all welfare arrangements are provided and maintained in accordance with the Construction 

(Design and Management) Regulations 2015 and the requirements of the safety policy. 
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SECTION 6: OFFICE SUPERVISOR 
 
Main Responsibilities: 
 

1. Ensuring that all employees within the company offices effectively implement the company safety, 
health and welfare policy. 

 
2. To ensure that the office welfare facilities are kept up to the required standards. 

 
3. To ensure that arrangements for first-aid, as required by the Health and Safety (First Aid) 

Regulations, are in place and that the location of equipment is known to employees. To ensure that 
such equipment and provisions are kept as complete as possible and establish a procedure to be 
followed in the event of serious injury including the means of obtaining medical and ambulance 
services. 

 
4. To ensure firefighting equipment is in place and in good working order. The fire and emergency 

procedure is made known to all employees and the procedures are tested on a regular basis. 
 

5. To ensure that the building is adequately lit and in a safe state of repair. 
 

6. To ensure office-based employees are aware of the correct kinetic or manual handling techniques, 
where applicable. 

 
7. To ensure good housekeeping is maintained in all areas and that all fire escapes and emergency 

evacuation routes are kept clear at all times. 
 

8. Report ALL accidents involving injury to persons or damage to property and other dangerous 
occurrences and "near misses", to the safety director and Northern Counties Safety Group as soon 
as possible after the occurrence. Assist in establishing the cause of ALL such incidents and thereafter 
carry out improvements to prevent recurrence and instruct employees and others accordingly.  

 
9. Ensure that assessments of workstations are reviewed as necessary. Implement the controls agreed 

to ensure employees using the workstation are not put at risk. 
 

10. Ensure safe access to and around places of work is maintained so that personnel can move freely 
without hindrance.    
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SECTION 7: OFFICE BASED EMPLOYEES 
 
Main Responsibilities: 
 

1. Develop a personal concern for the safety, health and welfare of themselves and others and to co-
operate with other persons in the provisions of safe working conditions and the observance of safe 
working procedures, the Health and Safety at Work etc. Act 1974, other applicable legislation and 
this policy. 

 
2. Make themselves familiar with the Fire Action Plan procedures, escape routes, appropriate assembly 

points and the location and use of fire extinguishers. 
 

3. Ensure they comply with the companyôs no smoking policy within the offices. 
 

4. Ensure office furniture, cables, boxes or other items do not obstruct access routes, corridors and 
escape doors. 

 
5. Use filing and storage equipment correctly and avoid overloading of work surfaces, trays, etc. 

 
6. Practice good housekeeping, clearing away waste into proper receptacles.  

 
7. To avoid possible damage, use only electrical equipment after being instructed in their proper use by 

another competent employee. Ensure all electrical appliances are switched off and plugs removed 
when not required, left unattended and on leaving the offices. 

 
8. Seek assistance when lifting heavy or awkward sized items, or when items are beyond your own 

personal ability. Ensure that you are aware of the correct methods of lifting. 
 

9. Report ALL accidents involving injury to persons or damage to property and other dangerous 
occurrences and "near misses", to the office supervisor as soon as possible after the occurrence. Use 
first aid provisions correctly and ensure the safety co-ordinator is informed of any first aid 
replenishment requirements 

 
10. If you are a workstation user, use it as instructed to ensure you are not put at risk of injury or ill health. 

 
11. Arrange for the issue of health and safety information to all contractors and other interested parties, 

prior to the award of orders. 
 

12. Introduce arrangements for the receipt of health and safety information from contractors and 
subcontractors in adequate time prior to the commencement of the works. 

 
13. Ensure the relevant health and safety information is passed to the contracts manager and site 

management as necessary. 
 

14. Ensure risk assessments and safety method statements, submitted by contractors and subcontractors 
are passed to the contract managers for vetting. 
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SECTION 8: PLANT OPERATORS 
 
Main responsibilities are to: 
 

1. Inspect their machine and equipment daily and maintain records, report all defects to site manager. 
 

2. Check the weight of any load to be lifted, taking into account the weight of any lifting gear required, 
and never exceed safe working loads. 

 
3. Ensure that any load is properly secured before attempting to lift or move and that you have an 

unobstructed view. 
 

4. Always drive smoothly and steadily and watch for obstructions. 
 

5. Ensure that when a slinger/signaller is involved in the operation you can see the slinger/signaller 
clearly at all times and that he/she understands and gives you clear and proper signals. 

 
6. Report any failings in systems of work to the site manager. 

 
7. Co-operate with the company in meeting the policy objectives, and the Construction Phase Plan as 

appropriate to the work circumstances. 
 

8. Carry out the duties of a plant operator following the training you received. 
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SECTION 9: SITE OPERATIVES & EMPLOYEES 
 

Directly responsible to the site manager site operatives and employees must: 
 

1. Develop a personal concern for safety for themselves and for others and to co-operate with others in 
the provision of safe working conditions and the observance of the requirements of the Construction 
Phase Plan, safe working procedures, the Health and Safety at Work etc. Act 1974 and this policy. 

 
2. Use the correct tools and equipment for the job; keep them in good working condition and use such 

equipment carefully and in accordance with any working instructions or training received. 
 
3. Use and take care of safety equipment and protective clothing supplied, e.g. safety helmets, gloves, eye 

and ear protection etc., provided by statutory regulations, conditions of employment or other instructions. 
Report any defect or loss of the equipment or clothing to the site manager. 

 
4. Avoid improvising which entails unnecessary risk and observe all specific warnings and instructions 

regarding the use of equipment or materials. 
 
5. Not proceed with work when a hazardous situation is foreseen or created which may involve injury to 

you or other persons or damage to property and equipment. Report to the site manager any defects in 
plant or equipment and hazardous situations that you believe may present danger. 

 
6. Report ALL accidents, dangerous occurrences and near misses to the site manager. 
 
7. Ensure that reference is made to the companyôs COSHH procedures and initial assessments prior to 

using any material or substance or carrying out any operation which falls within the scope of COSHH 
and which may cause harm or ill-health. Refer to the site manager any substance or material not 
included in the COSHH data file. 

 
8. Bring to the attention of the site manager any deficiencies in personal ability, e.g. untrained to operate 

plant and equipment, not competent to erect, dismantle or alter scaffolding, or untrained to carry out 
workplace inspections, etc. 

 
9. Not engage in "horseplay" or other practical jokes that may lead to injury or an escalation of practical 

joking by other employees. 
 
10. Carry out work activities in compliance with risk assessments; safety method statements; Construction 

Phase Plan requirements, including site rules. Failure to carry out their duties and responsibilities in 
compliance with this policy may result in the companyôs disciplinary procedures being invoked. 

 
11. Not consume alcohol or take drugs, which may affect the performance of the employee whilst at work. 

(see the company policy on drug and alcohol abuse/misuse) 
 
12. Refrain from misusing or abusing welfare facilities. 
 
13. Take an active part in promoting the company safety policy and safe systems of work. 
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SECTION 10: ALL EMPLOYEES 

  
 All employees are encouraged to take an active part in promoting the company safety policy and safe 

systems of work and to discuss health and safety issues with the company and its representatives, including 
the visiting health and safety adviser. 

 
 Employees are reminded that they have a duty under Sections 7 and 8 of the Health and Safety at Work 

etc. Act 1974 to take reasonable care of their own safety and the safety of others who may be affected by 
their actions or omissions. Employees must co-operate with the company in its arrangements to perform or 
comply with statutory safety obligations, which includes adhering to the Construction Phase Plan 
requirements and the company safety, health and welfare policy. 

 
 Failure to observe the provisions of this policy, Construction Phase Plan, appropriate regulations 

and Codes of Practice etc. may lead to action being taken under the companyôs disciplinary 
procedure. 
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SECTION C 

Procedures Manual 
 
 
 

 
 
This document contains the companyôs comprehensive information relating to the common and special 
hazards involved with all aspects of the company operations.  
 
These arrangements for carrying out work safely are held on site by each site manager and a complete 
document (Policy Statement, Responsibilities and the company Procedures Manual) is available for reference, 
upon request, at the company's head office. 
 
All personnel attending the company sites, including visitors and contractors, must report to the site manager, 
or his deputy, and be made aware of the site-specific rules for that project. The site manager will ensure all 
persons undergo formal induction training.  
 
All contractors, subcontractors and their employees have access to the company Safety Policy and the 
company Procedures Manual, which contain details of relevant health and safety matters.  
 
These documents are held on site together with the project Construction Phase Plan. 
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Company Procedures 

Section 1 

Construction (Design & Management) Regulations. 

¶ Principle Designer. 

¶ Principal Contractor. 

¶ Contractor 

Section 2 
Induction Procedure. 

¶ Site Safety Induction. 

Section 3 

Contractors & Subcontractors. 

¶ The Health & Safety at Work Act 1974 & Safety Policies. 

¶ Criteria to be met by contractors. 

¶ Selection Procedure for contractors. 

¶ Information (to and from) contractors. 

¶ Procurement of Health & Safety Information from Suppliers. 

¶ Communication & Management Meetings 

Section 4 Information on Site. 

Section 5 

Scaffolding, Access and Working Places. 

¶ Scaffolding. 

¶ Basic Checklist for Scaffold Inspection 

¶ Trestles 

¶ Ladders & Step ladders. 

¶ Short Duration Work 

¶ Inspections 

¶ Scaffold Access 

¶ Extension Ladders 

¶ Carrying Ladders 

¶ General Access 

¶ Prefabricated Aluminium Alloy Towers 

Section 6 
Working at Height. 
Fall Arrest and Suspension Systems / Rescue 

Section 7 

Accident & Incident Reporting & Investigation Procedures. 

¶ Accident Reporting - Construction Sites. 

¶ Accident Reporting - Offices. 

¶ Accident Reporting - Visitors & Contractors. 

¶ Accident Reporting - Members of the Public. 

¶ The Accident Book. 

¶ Accident & Incident Investigation Procedure. 

Section 8 

Health and Welfare. 

¶ Health & Welfare (Construction Sites) 

¶ General 

¶ Washing Facilities 

¶ Sanitary Conveniences 

¶ Drinking Water 

¶ Site Accommodation 

¶ Storing & Changing Clothes. 

¶ First Aid (Construction Sites & Offices) 

¶ First Aid Containers. 

¶ Additional First Aid Material & Equipment. 



 

HS&W Document 

EHQMS 

 

Document Ref: HSW_POL 2019  Page 32 of 135 

 

 

Section 9 

Visitors and Public Safety. 

¶ Information & communication. 

¶ Supervision. 

¶ Induction. 

¶ Personal Protective Equipment. 

Section 10 

The Control of Substances Hazardous to Health Regulations 

¶ Purchasing Personnel. 

¶ Contracts Manager. 

¶ Site Managers. 

¶ Health & Safety Manager / Northern Counties Safety Group 

¶ Local Site Purchases. 
Cleaning & Maintenance Staff. 

Section 11 Control of Asbestos. 

Section 12 Control of Lead. 

Section 13 

Noise. 

¶ Practical Solutions to Reducing Noise & Exposure. 

¶ Noise Information. 

Section 14 

Fire Precautions. 

¶ Fire Precautions - Construction Sites. 

¶ Pre-Start Fire Prevention Plan. 

¶ On Site Fire Prevention Plan 

¶ Fire Extinguishers 

¶ Fire Action & Signs 

Section 15 
Safe use of L.P.G. 

¶ The Carriage by Road of LPG. 

Section 16 

Electrical Safety 

¶ Permanent Installations & Portable Electrical Apparatus.  

¶ Damaged & Defective Electrical Equipment. 

¶ Temporary Site Installations. 

¶ Damaged & Defective Electrical Equipment. 

Section 17 Overhead Electric Cables. 

Section 18 Underground Services. 

Section 19 

Personal Protective Equipment & Clothing. 

¶ Head Protection. 

¶ Eye Protection. 

¶ Hearing Protection. 

¶ Hand Protection. 

¶ Respiratory Protection. 

¶ Footwear. 

¶ Wet Weather Clothing. 

¶ Issue & Recording. 

¶ Harness and Lanyards 

Section 20 

Risk Assessments and Safety Method Statements. 

¶ Risk Assessment. 

¶ Safety Method Statements. 
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Section 21 

Manual Handling. 

¶ Risk Assessment. 

¶ Criteria to be considered. 

¶ Lifting Practice. 

Section 22 Management and Control of Waste. 

Section 23 Alcohol and Drug Abuse/Misuse. 

Section 24 Young Persons. 

Section 25 Disabled Persons. 

Section 26 

Transport, Vehicles, Plant and Equipment. 

¶ General 

¶ Company Vehicles 

¶ Forklift Trucks 

¶ Safe Use of Skips 

¶ Traffic Routes 

¶ Abrasive Wheels 

¶ Lifting Equipment 

¶ Accessories for Lifting Load 

¶ Hoists 

¶ Cartridge Operated Tools 

¶ MEWP 

Section 27 Vibration 

Section 28 Excavation Safety 

Section 29 Demolition 

Section 30 Leptospirosis & Bacterial Infection. 

Section 31 Work in Confined Spaces. 

Section 32 Working on or Near Water 

Section 33 Stress Management 

Section 34 Driving Policy 

Section 35 Edge Protection Policy 

Section 36 Display Screen Equipment Policy 

Section 37 Working Alone 

Section 38 Security 

Section 39 EMF Policy 

Section 40 Temporary Works Policy 
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SECTION 1: THE CONSTRUCTION (DESIGN AND MANAGEMENT) REGULATIONS 2015 
 

These regulations place legal obligations on everyone involved in the construction process including clients, 
consultants, contractors and subcontractors to provide for health and safety throughout all stages of the 
construction project. 
 
The company recognises that it may be required to act as the Principle Designer and/or Principal 
Contractor. In accepting these positions, the company will ensure the requirements of the regulations are 
satisfied, so far as reasonably practicable. 
 
The degree of input by the company to comply with the CDM Regulations will be proportionate to the 
complexity and difficulty of the project, and the degree of risk identified. 
 
Individuals within the company may be assigned specific duties and responsibilities in support of the 
regulations, and these can be referred to under "Duties and Responsibilities" in the appropriate section of this 
policy, and throughout the other sections of the policy. In order to carry out these new functions, training of 
individuals will be required. The company will arrange training to ensure individuals supporting the functions 
are competent to perform the duties placed upon them. 
 

Principle Designer 

 

In cases where the company is acting as Principle Designer, under these regulations for a project, the 
company will: 
 
Å Plan, manage and co-ordinate the pre-construction phase to ensure that the project is carried out 

without H & S risks. (Design Meetings and Principles of Prevention) 
Å Estimate the period of time required to complete the various work stages. 
Å Assist the client in the provision of pre-construction information. 
Å So far as it is within the principal designerôs control, provide pre-construction information, promptly 

and in a convenient form, to every designer and contractor appointed, or being considered for 
appointment, to the project. 

Å The principal designer must liaise with the principal contractor for the duration of the principal 
designerôs appointment and share with the principal contractor information relevant to the planning, 
management and monitoring of the construction phase and the co-ordination of health and safety 
matters during the construction phase. 

Å Principal Designer must prepare the H & S File containing relevant information about the project. 
Å If the principal designerôs appointment concludes before the end of the project, the principal designer 

must pass the health and safety file to the principal contractor. 
 
Principal Contractor 
 

The duty holders shall ensure arrangements for compliance with the Construction Phase Plan are in place, so 
far as is reasonably practicable. 
 
In such cases when the company is acting as Principal Contractor, the company will take over and develop 
the Construction Phase Plan and co-ordinate the activities of all contractors so that they comply with the plan 
and all other relevant legislation. 
 
The company's main duties will be to: 
 

¶ Develop and implement the Construction Phase Plan.  

¶ Arrange for competent contractors with adequate resources. 

¶ Co-ordinate the activities of all contractors and subcontractors. 

¶ Ensure co-operation between all contractors. 

¶ Obtain the main findings of contractors' and subcontractorsô risk assessments and details of their 
intentions of carrying out any potentially high-risk operations. 

¶ Ensure all contractors and subcontractors are furnished with information regarding risks on site. 

¶ Ensure that workers and contractors comply with all site rules set out in the Construction Phase 
Plan. 

¶ Ensure that all workers on site have been provided with adequate health and safety training. 

¶ Take all reasonable steps to ensure no unauthorised persons are allowed onto site or into any 
premises or part of premises where construction work is being carried out. 
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¶ As necessary ensure that all workers are properly informed and consulted with regards the health 
and safety matters. 

¶ Monitor health and safety performances. 

¶ Display the required notification of the project 

¶ Provide all necessary information to the Principle Designer for the health and safety file. 
 
It will be a condition of any order that the company, as principal contractor, receive full co-operation from any 
contractor and subcontractor in complying with these regulations. 
 
All necessary information relating to the health and safety of all subcontractors' employees and any other 
employees, who may be affected, must be conveyed to the company as principal contractor. All information 
and instruction given by the company concerning health and safety matters must be immediately complied 
with. 
 
Contractor 
 
In such cases when the company are appointed as a nominated contractor or a specialist 
subcontractor, the company's main duties will be to: 
 
Å Ensure the Client is aware of their duties. 
Å The construction work is properly planned, managed and monitored. (Method statements and risk 

assessments). 
Å Develop a construction phase plan on single contractor sites. 
Å Where there is more than one contractor, comply with the Principal Contractor. 
Å Only employ people with the necessary skills, knowledge, training and experience. 
Å Provide appropriate Supervision. The level of supervision provided will depend on the risks to health 

and safety involved, and the skills, knowledge, training and experience of the workers concerned. 
Å For projects involving only one contractor, contractors are required to provide welfare facilities which 

meet the minimum requirements set out in Schedule 2. This duty only extends to the provision of 
welfare facilities for the contractorôs own employees who are working on a construction site or 
anyone else working under their control 

Å For projects involving only one contractor, the contractor must do whatever is proportionate to 
prevent unauthorised access before starting work on the site. 

 
SECTION 2: INDUCTION PROCEDURE 

 
The Health and Safety at Work etc. Act 1974, The Management of Health and Safety at Work 
Regulations and The Construction (Design and Management) Regulations 2015 require the company to 
provide information, instruction, training and supervision to all employees. 
 
Induction training is intended to ensure employees and others, including those with experience in the 
industry are properly inducted on matters of health, safety and welfare and that this induction is conducted 
on a formal basis. 
 
When the employee or contractor arrives at his place of work for the first time the person in charge of the 
place of work must ensure they are informed and instructed on all aspects detailed in the induction form 
before being given any work task. 
 
Any previous safety training undertaken i.e. cartridge tools, forklifts, abrasive wheels, etc. should be recorded 
along with the induction form.  
 
The form is to be signed and dated by both the person carrying out induction and the new employee, or 
contractor. The form must be retained on site with the Construction Phase Plan until the end of the project, 
when it is to be returned to the office along with the Construction Phase Plan. 

Site Safety Rules to include the following topics: 
1. Safety helmets, hi vis clothing, LEP and protective safety footwear and are to be worn at all times. 
 Refusal to co-operate with this policy could result in you being instructed to leave site. The level of eye 

protection needed will be identified from a risk assessment depending on the work task. 
 
2. Other specified PPE must be worn. 
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 Eye protection goggles must to be worn when grinding, using Stihl or other ócut-offô saws, cartridge tools 
or pneumatic systems such as concrete breakers etc. 

 Respiratory protection must be worn for dust, fumes and gases that cannot be controlled by mechanical 
means or ódust suppressionô kits. Hearing protection to be worn in noisy locations or when operating noisy 
equipment. Gloves & other protective clothing to be worn as and when required or when identified by risk 
assessment. Fall arrest harnesses must be worn where there is a risk of falling from height that cannot be 
controlled by the fitting of fixed edge protection. 

 
3. Comply with your Risk Assessments, Safety Method Statements, COSHH Assessments & Permits 

of Work (where issued). 
 Co-operate with site supervisors at all times. 
 
4. Work safely and consider the effect of your actions on others. 
 
5. First aid arrangements 
 
6. Report all accidents & obtain first aid. Report near misses and unsafe working immediately to the 

site supervisor 
 The smallest cut can become infected, and infection can result in septicaemia. Unreported near misses 

cannot be acted upon by the employer and may lead to repeated incidents that may result in injury or 
death. 

 
7. Contractors must use the Welfare Facilities as identified.  
 No food or drink to be consumed in the worksite. Consuming food other than in the welfare facilities 

encourages vermin and increases the risk of illness & disease. 

8. Make sure you only use properly erected and fit for purpose scaffolding & access equipment. 
 Use tied ladders when accessing excavations or high shutters. Only certificated scaffolders are permitted 

to erect, alter or adapt scaffolds.  Do not use incomplete scaffolds. 
 
9. Obey all Warning Signs, e.g. No Smoking, No Entry, etc. 
 Do not cross barriers or go into restricted areas. 
 
10. Plant must only be operated by properly trained, certificated and authorised operators. 
 Plant must only be used for its intended use. Report any faults, including electrical, e.g. damaged cables. 

Power tools must be 110V or battery operated. 

11. Keep all exits, including emergency exits/routes clear. 
 
12. Smoking is not allowed in enclosed areas on site, in any cabin, building or facility. 

  Smoking will only be permitted in the agreed area(s). 

13. Alcohol & Illegal Drugs are not permitted on site. 
 Anyone found in possession of or under the influence of non-prescription drugs, or alcohol will be 

removed from site. 
 

14. Keep your workplace & welfare facilities tidy. 
 Please use bins and skips provided. Any misuse of facilities will result in your employer paying towards 

any maintenance costs; and may result in you being removed from site. 
 

15. Do not leave holes or openings unprotected. 
 

16. Any breaches of the safety rules will result in disciplinary action, and could lead to your removal 
from site. 
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ADDITIONAL INDUCTION INFORMATION 
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Safety Policy 
The company safety, health and welfare policy is available for any employee to view at any reasonable time 
during working hours. 
 
Personnel wishing to view the policy document should make the request direct to the site supervisor. 
 
Safety Policy Key Points 
 

¶ Work operations are to be conducted in way that ensures the safety, health and welfare of employees 
and other people who may be affected by the way you carry out your work tasks  

¶ High standards of safety, health and welfare are expected to be achieved and maintained. Successful 
compliance with safety, health and welfare improves the companiesô opportunities for winning or 
negotiating additional work, as well as protecting personnel from the risks of injury or ill-health 

¶ Significant changes to the policy document and company procedures will be explained to all employees 
at the earliest opportunity. 

¶ The company via the management structure will consult with employees, and non-employees working on 
site, on issues that may affect the safety, health and welfare of the people on site. Suggestions from the 
workforce on how to improve safety and health will be encouraged and welcomed. 

¶ The company has arranged for independent health and safety compliance monitoring to be undertaken 
on projects. This monitoring is in addition to the compliance monitoring carried out by supervisors, 
managers and directors. Personnel found not to be in compliance with company procedures may face 
disciplinary action. 

¶ The company has a strong commitment to the provision of training, including health and safety training. 
Sufficient resources will be made available to ensure essential safety training is planned and 
implemented 

¶ Employees are expected to co-operate with the employer by working safely and reporting defects in 
procedures and ability to their immediate supervisor. 

 
SECTION 3: CONTRACTORS AND SUBCONTRACTORS 

 
The Health and Safety at Work Act 1974 (HASWA) 
 

Health and Safety Policy - HASWA section 2 (3) 
 
Where a contractor employs five or more employees, there is a duty placed upon that contractor as the 
employer, to prepare, revise and distribute among its employees, a written safety policy. The policy must 
contain details of the general statement of intent regarding the health and safety at work of the employees, the 
organisation (responsibilities) and the arrangements in place to ensure the policy is carried out at places of 
work. 
 
The company Health, Safety and Welfare Policy 
 
The safety policy of the company is designed to ensure a high standard of health, safety and welfare is 
maintained in all places of work and in all its undertakings. Therefore, the company require all contractors 
and subcontractors to conduct their operations in the same spirit. 
 
Contractors must ensure the company policy and all specific rules etc. are made known to, and understood 
by, their own employees engaged on the company sites. Each contractor must carry out the work in strict 
accordance with all applicable site rules, legislation, Codes of Practice, etc. and must take all necessary health 
and safety precautions to protect the works, personnel and property, and any other person or persons who 
may be affected by their undertaking. 
 
Labour only subcontractors and the self-employed used by a contractor (appointed under a subcontract 
agreement) must be treated as employees of the appointed contractor with regards to all health, safety and 
welfare requirements. 
 
A full copy of the company safety policy and the company procedures are maintained in the company office 
and on each site, and are available for inspection at any reasonable time. 

 
Where the company uses contractors, they are expected: 
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1. To comply with the provisions of this policy, and their own policy where one is available, and to comply 
with the conditions of the site Construction Phase Plan developed under the requirements of The 
Construction (Design and Management) Regulations 2015; and rules made under the plan. 

 
2. To ensure that operatives under their control are competent to carry out the tasks asked of them, and 

to ensure appropriate health and safety training is provided. 
 
3. To ensure that operatives under their control do not alter/modify or otherwise interfere with any plant, 

scaffold or materials which is not under their direct control unless authorised to do so by the contracts 
manager or site manager. 

 
4. To report accidents and incidents that caused or had the potential to cause injury or damage (whether 

such injury or damage was caused or not) to the site manager. Enter the details of all accidents into 
the site accident book BI 510. 

 
5. To arrange for adequate welfare and first aid facilities for their own employees, unless they have been 

provided by the company under the contract. Ensure such facilities are not misused or abused. 
 
6. To comply with any statutory provision applicable to their work activities. 
 
7. To keep all work places under their control clean and tidy and free from obvious hazards that may 

present danger to others. Arrange for the periodic cleaning (at least daily) of waste or excess materials 
as work progresses. 

 
8. To provide and ensure the use of all personal protective equipment and clothing identified as required 

under either COSHH or risk assessments. 
 
9. To make available for inspection certificates of training and completed risk assessments, COSHH 

assessments and safety method statements as necessary. 
 
10. To make themselves familiar with any guidance document issued by the company and carry out their 

work in compliance with best industry standards and practices. 
 
11. Co-operate with the company as principal contractor and follow any reasonable health and safety 

instruction issued. 
 
Selection Procedure for Contractors 

 
Contractors are assessed individually and selected for inclusion on a list of ñApproved Contractorsò by: 
 
1) History of satisfactory safety record (companies used by the company in the past) 
 
2) Satisfactory completion of pre-contract meetings and vetting of related health and safety 

 documentation  (companies  not previously used by the company) 
 
Contractors may be requested to return a copy of their company safety policy (where one is available) and 
sample copies of relevant risk assessments and safety method statements for works tendered for. Contractors 
may also be requested to attend pre-start meetings prior to commencing work for the company.  
 
On completion of each job, the contractorôs performance is assessed. The assessment takes into account all 
aspects of their work, including supervision, operative performance, planning etc.  
 
In order to be retained on the approved list of contractors, the contractor must achieve a satisfactory safety 
performance. If the contractor fails to meet the company requirements they will be taken off the approval list 
and not invited to tender for further work until the company are satisfied the identified problems have been 
adequately resolved. 

  
 
 
Information to and From Contractors Relating to Health and Safety Matters 
 

Tender Stage 
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All relevant environmental and site-specific risks arising from the works, known at pre-tender stage from the 
pre-contract Construction Phase Plan etc. will be sent to the contractor with the enquiry. 

 
Contract Stage 

 
The company, as principal contractor, will take over and develop the construction phase Construction Phase 
Plan. The contract will be analysed by assessment of the risks, with safety method statements being developed 
as necessary. These assessments and statements will be filed along with the Construction Phase Plan for use 
by the site team on a day-to-day basis. 
 
Successful contractors will be required to provide relevant information and attend pre-contract meetings. All 
relevant information will be assessed and passed on to all interested parties, including other contractors and 
subcontractors, at the various pre-contract and progress meetings throughout the project. Meetings will be 
held weekly, fortnightly or monthly depending on the nature, complexity and duration of the contract.  
 
The contracts manager or site manager will issue specific instructions (in writing) concerning health and safety 
matters to the contractor concerned. 
  
Procurement of Health and Safety Information from Suppliers 

 

Materials and substances used on a regular basis have had COSHH assessments carried out and are 
maintained in the Construction Phase Plan on site. The contracts manager and site managers will identify the 
need for a new COSHH assessment. 
 
When dealing with new products, plant, equipment and suppliers, or old products with a specification change, 
the following procedure should be followed: 
 
1. An enquiry letter will specify the health and safety information, which is required in the event of an 

order (e.g. vibration or noise levels, updated product or substance information etc.) 
 

2. Health and safety information will be requested at order stage for preparation of the COSHH or other 
assessment. The information received is passed to the contracts manager and site managers who will 
carry out the assessment and distribute the relevant information, as necessary. 

 

3. If the requested information is not received within a reasonable time, reminders are sent, which 
continue until the information is received. If problems persist, the supplier is informed and the product 
removed from the approved list.  

  
Communication and Management Meetings 
 

Contractors 
 

All health and safety information concerning a project and relating to contractors, together with the overall co-
ordination of activities and safety matters will be dealt with at the pre-contract meetings and the regular 
meetings held throughout the contract. 
 

Any specific requirements or instructions will be dealt with in writing. 
 

Project Team 
 

Project site meetings will be held at regular intervals at which safety issues will be discussed and recorded in 
the site minutes, with any action required being noted. 
 

Planning Supervision 
 

The company will draw up a check list of information required during the course of the project, including 
information required for the health and safety file, and any design matter which remains at contract 
commencement. The schedule, proposed by the company will indicate the dates by which the information is 
required. 
 

Work Force 
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General induction training is undertaken by all personnel, and is carried out by the site managers. The induction 
will include site rules, hazards, restrictions, shared arrangements etc. 
 
A general notice will be displayed informing the work force of the site rules. A notice will also be displayed 
requesting any person with ideas on how safety on site could be improved, should indicate the idea to his 
immediate supervisor or the site manager. 
 
Co-operation between Contractors 

 
As mentioned previously, the above matters will be discussed at the pre-contract and site meetings, with failure 
to meet safety standards resulting in disciplinary measures, if necessary, and recorded in writing. 
 
Disregard of site safety rules will be dealt with as a breach of contract. 
 
SECTION 4: INFORMATION ON SITE 
 
Prior to commencing on site, the contracts manager and site manager will assess the risks and requirements 
associated with the project, including the requirements for access and egress, fire precautions, security, 
storage, waste disposal and welfare. 
 
When necessary under the requirements of the Construction (Design & Management) Regulations 2015, 
the local office of the Health and Safety Executive (HSE) will be informed of the project via the Revised Form 
F10. The Form F10 will be included in the Construction Phase Plan and a copy prominently displayed on site. 
 
Other appropriate notices and documentation are retained or displayed as necessary around site. These 
notices include a sign at the site entrance instructing all new personnel, visitors etc. to report to the site 
manager for induction training. 
 
1. The company Health, Safety and Welfare Policy & the company Procedures Manual. 
 
2. Health and Safety Law Poster. 
 
3. Employerôs Liability Insurance Certificate. 
 
4. BI510 Accident Report Book. 
 
5. Records of Inspection (Scaffold and Excavation Inspection Report Forms)  
 
6. Electric Shock & Resuscitation Poster. 
 
7. Fire & Emergency Procedure. 
 
8. First Aid Notice & Hospital Advice Notice. 
 
9. Site Rules. 
 
10. Risk Assessment Forms. ) 
   (Written and blank forms) 
11. COSHH Assessment Forms. ) 
 
12. PPE Notices. 
 
13. Site Safety Hazards and warning notices. 
 
14. Electrical Testing Notice. 
 
15. Notices encouraging operatives to raise safety issues with the Site Manager. 
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SECTION 5: SCAFFOLDING, ACCESS AND WORKING PLACES 
  
Scaffolding in compliance with The Work at Height Regs 2005. 
 
Site managers are responsible for ensuring that all scaffolding units, access equipment and working places 
are complete and are in compliance with the regulations governing their use. It must be recognised that roof 
edge, and leading-edge protection scaffold is covered by the regulations and should therefore be inspected as 
any other scaffold, with the results entered onto the inspection report form. 
 
Hand over certificates must be requested from scaffolding contractors after completion of a pre-hand over 
inspection. The scaffold and certificate should only be accepted when the site manager is satisfied the 
scaffolding is completed to the order requirements and complies with regulations and appropriate standards. 
This certificate will be retained on site with other relevant documentation. 
 
Formal statutory inspections must be carried out weekly; following alterations; or after inclement weather, 
which may affect the scaffold. The results of all such inspections must be entered onto the inspection report 
form. Where the scaffold has been substantially added to or altered, the site manager should re-inspect the 
scaffold prior to reuse, to confirm its suitability. Again, the results of the re-inspection should be entered onto 
the inspection report form. The actual information that must be entered onto the report form can be found in 
the schedule of the Work at Height Regulations 2005. (Contact NCSG for further details if necessary) The 
inspections will be carried out by a trained scaffold inspector, either provided by the company or the scaffold 
contractor.   
 
It is recognised that additional monitoring by Northern Counties Safety Group safety advisers will be necessary 
in order to ensure scaffolds are meeting the requirements of the policy objectives and that site managers are 
complying with their duties and responsibilities under the policy. Site managers should take note of any 
remedial action required, highlighted by the Northern Counties Safety Group advisers, and act immediately to 
bring the working place back up to minimum standards. In some cases, this may mean that the scaffolding 
contractor is contacted and requested to visit site to undertake remedial work in order to bring the scaffolding 
up to standard. 
 
Site managers should not view this monitoring by NCSG as a reason for not carrying out their own inspections 
and appropriate corrective action. The company will provide any training considered necessary which will 
enable the site manager to competently inspect scaffolds and working places. 
 
The responsibility for maintaining scaffolding and working platforms in a safe condition is that of the user and 
not the erector or owner where the scaffolding is hired. It is the duty of the site management staff to ensure 
that proper maintenance of the scaffolding is undertaken, even when in use by contractors or subcontractors. 
However, where the user is the contractor or subcontractor, costs of maintaining the scaffold may be to their 
account if wilful neglect can be established. 
 
Scaffolders working for, or on behalf of the company must only erect, alter and dismantle scaffolding 
in strict accordance with the procedures set out in the National Access and Scaffolding Confederation 
(NASC) guidance note SG04 Site management must ensure scaffolders are fully acquainted with the 
system of work to be adopted prior to them commencing work. 
 
Tube and Fitting Scaffold Specification 
 
Introduction 
 

The aim of this specification is to provide: 
a. A minimum standard approach for all scaffold companies to follow when working on site, undertaking 

tube and fitting scaffold activities. 
b. Information for NCSG members to improve their understanding regarding scaffolding activities. 
c. Clear information with regard to the responsibilities of the scaffold company and the user. 

 

This specification has been produced: 
i. With reference to the following legislation, guidance and safe working practices: 
ii. Work at Height Regulations 2005 and associated HSE guidance 
iii. Construction, Design and Management Regulations (CDM 2015) 
iv. TG20-13  
v. BSEN12811-1 
vi. NASC Guidance Note SG04:10 
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Definitions 
 

Scaffold 
Company 

Any company employed either by NCSG members or contractors providing 
scaffolding on NCSG memberôs sites. 

User Any person/company using a tube and fitting scaffold who has engaged a scaffold 
company to provide a tube and fitting scaffold to allow access for work activities 

 

Scaffold Company Responsibilities 
 

Any scaffold company employed to undertake work on any NCSG memberôs site should be a member of the 
National Access and Scaffold Confederation (NASC) or working towards compliance and membership. 
 

All scaffolders must, at all times work in accordance with: 
a. The safe working practices detailed in TG20:13 and BSEN12811-1 
b. NASC guidance note SG4:10 
c. Construction, Design & Management Regulations (CDM 2015) 
d. Work at Height Regulations 2005 
e. Or any document or guidance that supersedes current best practice. 

 

All scaffolders as a minimum must adhere to NCSG Rules and Standards, any specific instructions contained 
within this specification. 
 

The erection, modifying, or dismantling of scaffolding must only be carried out by competent scaffold erectors 
holding the appropriate certificates and qualifications including, but not limited to, CISRS / NASC accreditation. 
 

The scaffold company shall inform the user as to whether a formal documented design for the scaffold and 
any supporting structures is required.  
 

All persons engaged in scaffold work on any NCSG members site must: 
a. Have had the requirements detailed in the documents/statutory requirements contained in this 

document explained to them and fully understand their requirements. 
b. Have received a site induction and produced a site-specific scaffold plan. 
c. Wear appropriate PPE. Minimum, head protection, safety boots, gloves, high vis. 
d. Hold an appropriate Construction Industry Scaffolders Registration Scheme (CISRS) card for the 

type of work being carried out, and have the card with them or have access to the card (immediately 
available). 

e. Wear appropriate fall protection equipment (harness) when working at height. 
 

Any scaffold company employed to erect scaffolds on any NCSG memberôs site shall have a Nominated 
Person in Charge, who will take sole responsibility for directing any scaffolding operation and making sure that 
persons engaged in the surveying of location, planning, erection, modification and dismantling processes have 
the required competence to undertake the work.  
 

The scaffolding supervisor should be a certified CISRS scaffolder and scaffold inspector 
 

Any trainee/apprentice working for the scaffold company must be adequately supervised whilst undertaking 
work on NCSG memberôs sites. 
 

Prior to the erection of any scaffold on a site agreement must be reached between the scaffold company and 
the respective user to: 

a. Ensure that this type of equipment is the most suitable for the task. 
b. Ensure that the safe working load of the scaffold required to be carried by the scaffold has been 

specified, based upon information provided by the scaffold user as described in Section 5, 
Paragraph 5.5. 

c. Ensure that any loads are safely distributed on the scaffold. 
d. Ensure that ground conditions are assessed to demonstrate that they can support the scaffold 

structure during its use. 
e. Determine whether 3rd party protection may be required throughout the duration of work taking place. 

(see HSG151 for guidance on public protection) 
f. Determine what additional protection may be required to prevent damage to buildings or injury to its 

occupants whilst installing, modifying or removing any scaffold. This should take into account the 
normal times of building occupancy. Considerations should be given to access/egress areas, 
windows or any other area that may be vulnerable to damage. 
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It is the scaffold companyôs responsibility to ensure that the ground is capable of supporting the scaffold or its 
foundations by gathering sufficient information to undertake a safe design. This could include, amongst other 
things, examination of statutory undertakerôs drawings, a site inspection to ascertain the presence of 
chambers, manholes, pipelines etc, the topography of the ground and its bearing capacity. Any scaffold 
requiring a formal written design must have a site inspection prior to the design being undertaken. 
 

The scaffold company must undertake a suitable site-specific risk assessment and method statement 
(scaffold plan) for the required work. The method statement should include: 

a. Name of scaffold supervisor and/or the nominated responsible person for managing the work 
b. Name of person responsible for managing the site 
c. Who is to use the scaffold and for what purpose 
d. Programme and sequence of works to ensure a systematic and logical approach 
e. Delivery and storage arrangements for materials 
f. How materials/tools/equipment will be transported to the working area (gin wheel etc) 
g. Where to start the scaffold erection and display of ñincomplete noticesò 
h. Proposed working hours for scaffold erection and dismantling 
i. Local factors such as overhead cables, roadways, work close to water, enclosed areas/confined 

spaces/zoned areas  
j. 3rd party protection 
k. Fall protection to include SG4:10 and Scaffolders Safe Zone (advanced guardrails, scaff-step, 

running line, inertia reel etc.) 
l. How the scaffold will be stabilised, types and number of ties used 
m. Ground preparation 
n. If scaffold needs to be sheeted, who is responsible for design and CAD drawing. 
o. Waste removal if applicable 
p. Inclement weather provision 
q. Emergency procedures/rescue plan 
r. Scaffolders welfare arrangements if applicable 
s. Arrangements for handing over the scaffold for use 
t. Pre-start briefing, so that the plan is communicated to all operatives 
u. Dismantling plan as per the Work at Height Regulations 2005 

 

The scaffold company cannot undertake work on site until authorisation to work has been received (this may 
be given directly to the scaffold company or, if working as a sub-contractor through the main contractors 
authorisation).  
 

Handover certificates are to be provided by the scaffold company prior to the use of the scaffold. These may 
be controlled by the scaffold company or other competent 3rd party if engaged to do so. All completed scaffolds 
must be entered onto a scaffold register and display a visible ñScafftagò as evidence that the scaffold has been 
inspected and is safe to use. The scaffold register may be retained by the scaffold company or other competent 
3rd party if engaged to do so. 
 

The tag must be signed by a competent person from the scaffold company who was not involved in the original 
erection of the scaffold, and displayed at the lower access point of the scaffold. 
 

A competent person from the scaffold company or other competent 3rd party will be engaged to re-inspect the 
scaffold, update and sign the scaffold register, and date the ñScafftagò to ensure the scaffold is safe to use.  
 

If modification work to the scaffold is required, it will be the scaffold companyôs responsibility to undertake the 
modifications following from discussions with the user and to ensure the scaffold can be modified safely. This 
may be subject to a further risk assessment and amendment of the method statement. 
 

Scaffold User Responsibilities 
 

Any potential user who requires scaffolding work to be undertaken can only appoint a scaffold company that 
is a member of the National Access and Scaffold Confederation (NASC) or working towards membership to 
undertake work on site. 
 

The user must be familiar with this Scaffold Specification and follow its instructions. 
Where the user is a contractor or sub-contractor, they must supply a risk assessment and method statement 
for the work taking place. 
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The user must provide the information with regard to the use of the scaffold to the scaffold company, including 
how tools/materials/equipment will be transported to the working area. This will determine the type of access 
requirements, loadings and lifting arrangements needed for the scaffold. 
 

The user will provide such information to the scaffold company in order to enable it to determine what 3rd party 
protection will be required, and the type of protection needed to prevent injury to individuals and/or the scaffold 
structure, and implement the appropriate requirements. 
 

It is the userôs responsibility to ensure the scaffold remains ñfit for purposeò. This can be achieved either by 
contracting in the services of a competent 3rd party to undertake the required inspections/completion of reports 
(this may be the scaffold company or another competent 3rd party), or having competent persons ñin-houseò to 
undertake the work. 
 

When accessing the scaffold, the user must maintain 3 points of contact at all times. (Definition of 3 points of 
contact: 2 hands are free for holding the stiles of a ladder).  
 

Materials/equipment/tools must not be manually carried when ascending or descending a ladder on any 
scaffold on site.  
Methods that should be considered for carrying tools/materials include: 

a. Tool belt 
b. Simple rope pulley system 
c. Hoist 
d. Gin wheel 
e. Placing of tools/equipment on intermediate platforms before ascending a ladder where a risk 

assessment has deemed this to be safe to do so. 
f. Passing tools/equipment to a colleague prior to ascending/descending a ladder where a risk 

assessment has deemed this to be safe to do so. 
 

Specific Requirements  
 

All scaffolds that are erected on sites shall be built to the General Purpose or heavy-duty scaffold requirements 
unless deemed otherwise for the work being undertaken, where a specific scaffold design would be required. 
 

Independent scaffolds will in general have a maximum height of 14m. (Unless design or Compliance Sheet) if 
in doubt please discuss with NCSG or refer to TG20:13 
 

Independent scaffolds with sheeting will in general have a maximum height of 10m. (Unless design or 
Compliance Sheet) if in doubt please discuss with NCSG or refer to TG20:13 
 

Any scaffold being erected above the heights as listed above will require a design check by the scaffolding 
contractorôs design process prior to submission for compliance. Also discuss requirements with NCSG and 
see scaffold design list. 
 

Note: The above height dimensions are the maximum for normal weather conditions. In exposed areas, the 
designer of the scaffold may reduce the height. 
 

Standards 
The required width for a general purpose-built scaffold will be a minimum of 1200mm (5 board width), unless 
specified otherwise for the required work. 
 

Ledgers  
a. Joints in ledgers should be sleeve couplers only.  
b. The maximum lift height between ledgers shall be 2.1m.  The only exception to this height shall be at 

the ground where a pavement lift height of up to 2.7m is acceptable. 
 

Scaffold Ties 
a. It is a requirement that all scaffolds are tied in an appropriate manner and at the minimum 

recommended intervals: 
i. Every 2 bays in length and every 2 lift in height (maximum of 4.0m vertically) 

b. All ties shall be secured to the inside and outside standards of the scaffold where practicable, and all 
connections shall be made with suitable load-bearing couplers.  

c. Scaffolds must not be tied to any existing site pedestrian guardrails/handrails, or any non load 
bearing structures. 

d. The minimum tie capacity shall be 6.1kN unless otherwise stated for the work required. 
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e. The type and number of ties to be installed must be specified in the scaffold method statement prior 
to any installation. 

i. Through ties; Box ties; Lip Ties; Raker Ties; Anchor Ties 
ii. Reveal type ties should not be used unless there is no alternative, and then only 

with the agreed permission NCSG members management. 
f. Where castïin or drilled ñAnchorò type ties are used then the loadings on these ties must be checked 
by ñpull testsò being carried out by the scaffold company. Pull out certificate to supply to the site 
manager. 

g. NOTE: M16 drop in anchors (sometimes referred to as Hilti bullets) must not be used in brickwork as 
expansion will result in bricks cracking and reduced load capacity. This anchor is for concrete only. 

h. 3 ties must be tested if there are up to 20 ties used. After this it will be 5% of the total amount of 
anchor ties used. (See TG4:11 NASC guidance or discuss with NCSG) 

i. The results of the pull tests must be submitted to NCSG Member Company prior to any work 
commencing on the scaffold, and test result tags attached to the tie. 

 

Boarded Platforms 
a. Generally, all scaffold platforms shall be a minimum of 5 boards in width. 
b. The scaffold platform shall be close boarded with no gaps in the scaffold boards which may create a 

hazard, never greater than 25mm 
c. Inside boards should have a gap of no more than 50mm to allow the standard to protrude through 

the platform. 
d. All scaffold boards on scaffold platforms measured at 2.1m or smaller shall be secured with 

approved scaffold board clips. If larger boards then, if there is a risk of wind removing boards 
(covered by scaffolders risk assessment) 

e. If the public are walking under the scaffold, then the base lift should be covered to ensure no gaps in 
the platform. This can be achieved by either over plying or by creating a sandwich barrier with sheeting 
and a second set of boards. 

 

Scaffold Access 
a. Where there is a need to transport tools/materials/equipment to the working area, then a risk 

assessment must be undertaken, giving consideration to manual handling requirements and the need 
to maintain 3 points of contact when accessing/egressing the scaffold. 

b. Access methods may need to incorporate a method of preventing unauthorised access outside of 
normal working hours, or when the access is not being used. 

c. A site risk assessment will be undertaken to determine actions required to make access safe out of 
normal working hours, both for NCSG member activities or by other scaffold users, which will be 
covered in their method statement. 

d. Access arrangements for scaffolds on all NCSG member sites in order of preference will be: 
i. Staircase tower 
ii. Separate ladder access tower with safety gates 
iii. Internal ladder arrangement ï Single lift internal ladders; followed by multi-lift 

internal ladders with safety gates/ trap doors. 
iv. External ladder arrangement with safety gate. Ladder no greater than 9m in length. 

 

3rd Party Protection 
Where protruding tubes and/or boards pose a significant risk to personnel, or may come into contact with 
moving vehicles/equipment, they should be cut back, with the tubes being cut squarely to remove/reduce the 
hazard.  
 

Consideration must be given to 3rd party access/egress around doors; walkways etc. with standards having 
adequate protection e.g. foam/use of hazard warning tape etc. 
As stated above, if the public are walking under the scaffold, then the base lift should be covered to ensure no 
gaps in the platform. This can be achieved by either over plying or by creating a sandwich barrier with sheeting 
and a second set of scaffold boards. 
 

Scaffold Design 
 

Unless a scaffold is a basic configuration described in NASC Technical Guidance TG20:13 for tube and fitting 
scaffold, the scaffold should be designed by calculation, by a competent person, to ensure it will have adequate 
strength and stability. 
 

Handover certificates should refer to relevant drawings, permitted working platform loadings and any specific 
restrictions on use.   
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Scaffold structures that need to be designed: 
a. Access Scaffolding with more than the 2 working lifts allowed in TG20:13 
b. Buttressed free standing scaffold 
c. Loading Bays (or Compliance Sheet) 
d. Cantilevered scaffolds  
e. Truss-out Scaffolds  
f. Access Birdcages (or Compliance Sheet) 
g. Façade retention  
h. Dead Shore 
i. Flying Shore 
j. Raking Shore  
k. Support scaffolds  
l. Mobile and static towers outside base/height limitations  
m. Free standing scaffolds outside base/height Limitations  
n. Temporary ramps and elevated roadways  
o. Staircases and fire escapes (or Compliance Sheet) 
p. Spectator Terraces and Seating Stands           
q. Bridge / Beamed scaffolds (or Compliance Sheet) 
r. Towers requiring guys or ground anchors  
s. Offshore scaffolds outside Offshore Contractors Association (OCA) handbook  
t. Pedestrian footbridges or walkways  
u. Slung and Suspended scaffolds  
v. Protection fans, Nets and Pavement Frames (or Compliance Sheet) 
w. Marine scaffolds  
x. Boiler scaffolds  
y. Power line crossings  
z. Lifting gantries and towers  
aa. Steeple scaffolds  
bb. System scaffolds outside users guide parameters  
cc. Sign board supports  
dd. Sealing end structures  
ee. Temporary Storage on Site  
ff. Masts, Lighting Towers and Transmission Towers  
gg. Advertising hoardings/banners 
hh. Any scaffold structure subject to:  

i. Vibration  
ii. High Loading  
iii. Long term duration (2 years)  
iv. High risk areas  
v. Loading from passenger/goods hoists   

 

Edge Protection 
 

Edge protection systems (scaffolding & proprietary) are selected primarily on the gradient of the surface for 
which they provide protection.   
  
Under the standard BS EN13374 they are categorised as follows: 
 

Class A: 
Provides protection to a flat surface and slopes up to 10°.  It provides resistance to static loads and is based 
on the requirements to support a person leaning against, walking beside and possibly stumbling against the 
edge protection. 
 

Class B: 
Provides protection to flat surfaces and slopes from 10° to 30° and even steeper slopes with short slope 
lengths.  It provides resistance to both static and low dynamic loads and is based upon the requirements to 
support a person leaning against, walking besides, possibly stumbling against and sliding down a slope 
towards the edge protection.  
 

Class C: 
Provides protection to steeply sloping surfaces generally up to 45° and up to 60° for 5m slopes.  It provides 
resistance to high dynamic loads only and is based on the requirements to contain a person sliding down a 
steeply sloping surface. 
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General points: 
The principal guardrail shall be at least 1m measured perpendicular from the working surface and must not 
deflect greater than 55mm when a 30kg force is applied. 
 

The intermediate guardrail shall be so dimensioned that a sphere of 470mm diameter will not pass through. 
 

If a toeboard is fitted the upper edge shall be at least 150mm from the working surface.  
 

Class B edge protection is same as above, however the intermediate guardrail shall be dimensioned that a 
sphere of 250mm shall not pass through.  
 

Basic Checklist for Scaffold Inspection (Tubes & Fitting) TG20 
 

Description Inspection Action 

Foundations Walk round the scaffold and check for: 
subsidence of the ground, 
cavities underneath sole plates,  
Dislocation and off centred base plates. 

Rectify with adjustable base 
plates. 
Fill voids with concrete. 
Report defect to scaffolders. 

Standards Stand back in front of each standard and 
check for: 
Are standards plumb? 
Standard spacing as per TG20 Table 1 
page 21 
Check for any signs of buckling or 
deformity 

 
 
Stop using scaffold in the affected 
section until made good. 

Horizontal lacing Check that the ledgers are on load bearing 
couplers and transoms are at 1.2m c/c. 
Standards must be effectively braced in 
both directions (Ledger bracing alternate 
standards and Façade brace every 6th 
Bay) 
If scaffold is higher than 8m high. Plan 
bracing should be placed one braced 
panel every 12 bays horizontally and 4 lifts 
vertically. 

 
 
Request scaffolders to replace any 
missing bracing. 

Diagonal bracing Ledger bracing to alternative pairs of 
standards may be fixed either to ledgers or 
directly to standards. Facade bracing to be 
fixed to all standards that the brace pass 
through and extended from the ground 
level to the top lift. 

 
Request scaffolders to replace any 
missing bracing. 

(a) Standards 
(b) Ledgers 
(c) Transoms 
(d) Diagonal bracing 
(e) Scaffold ties 

Make sure that the members (standards, 
ledgers, transoms and diagonal bracing) 
are not supporting any other loading, 
vertical or horizontal, coming from the 
external structures like cranes, hoists, 
loading towers, rubbish chutes, etc.  These 
structures should be designed as 
independent load carriers with separate 
ties to the building. 

 
 
A design will be required on most 
scaffolds when loading is above 
600kg in a bay, based on 
standards spaced at 1.8m c/c. 

(a) Loading bays and 
fans 

(b) Weather protection 

When (a) and (b) are incorporated in the 
scaffold the detailed relevant drawings 
should be available from the scaffold 
contractor for checking purposes in 
compliance with TG20 

Ensure design and calculations 
are on site. Ensure the drawing 
has been implemented and any 
discrepancies are referred back to 
design engineer. 

Ladders Every ladder must stand on a firm and 
even base and be supported only by the 
stiles. The ladder must be secured to 
prevent accidental displacement. 
The ladder should project at least 1.05 
mtrs above the landing platform with safety 
gate at landings 
Inspect all rungs for soundness. 

 
Request scaffolders to modify 
ladder access point if not 
compliant. 
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Basic Checklist for Scaffold Inspection (Tubes & Fitting) 
 

Description Inspection Action 

Scaffold frame Make sure the vertical and horizontal joints 
in tubes are staggered. Sleeve coupler to 
be used on ledgers 
Not more than one lift can be erected 
above the scaffold ties. 

Scaffolders to splice joints if joint 
pin is used as opposed to a sleeve 
coupler. 

Mixed construction of 
steel and alloy scaffold 

No mixing is permitted of steel and alloy 
scaffold components. All standards must 
be made either in steel or alloy. 
Unless as design has been provided and a 
calculation check undertaken on shear and 
bending moments. 

 
The final arrangement to be 
checked by a competent 
supervisor/inspector. 

Scaffold ties Check ties are spaced as per TG20 every 
2nd lift x 4metres centres horizontally 
Each tie must be fixed using right angle 
couplers. 
Anchor ties require 5% pull testing and pull 
test cert must be produced by competent 
person TG04 
Horizontal spacing must not exceed 4 
metres unless designed. 

 
 
Scaffolder to replace any missing 
tie and request pull out cert on 
anchored ties. 

Decking 1. The working platform should be closely 
boarded, each board having a transom 
placed at 1.2m c/c 
2. Boards should be butted and they 
should over sail their last support by at 
least 50mm but not more than 150mm.  
Lapping is permissible if bevel pieces are 
provided to prevent tripping. 
3. Precautions should be taken to hold 
down decking in high winds. (board 
clamps)  
4. The space between the inside edge of 
the platform and the face of the building 
must be as small as possible. Where 
tradesman need inside boards removing 
consideration should be given to inside 
guardrails or use of full body harnesses. 

 
 
 
Do not use scaffold until (1), (2) 
and (4) are rectified. 
Decking must always be secured 
on scaffolds where the public have 
access. 
 
 
 
 

Guard rails and 
Toe boards 

(1) Double guard rails and toe boards 
should be fixed to the inside of the outer 
standards and remain in position before 
decking is removed. Inner side guard rails 
may be required where persons can fall. 
(2) Guard rails should be fitted at not less 
than 950mm above the decking. There 
must not be an unprotected gap of 470mm 
between the top guard rail and the top of 
the toe-board. 
(3) Toe boards should be at least 150mm 
high above the decking. 

The platform must not be used 
until conditions (1), (2) and (3) are 
complied with. 

Staircases and ladders 
 
 
 

System staircases will be accompanied 
with the erection and dismantle manual. 
System staircases will be erected in 
compliance with the manual and will be 
suitably tied using load bearing couplers 
See section 5.3 for ladder access 
 
STACKED MATERIAL NEEDS SPECIAL 
CONSIDERATION 

Scaff-Tags should be displayed on 
all access points to permit a check 
prior to access. 
The inspection must be 
undertaken in compliance with 
manual or 5.3 of this policy for 
ladders. 
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Trestles 
 
Telescopic steel frame trestles, to construct trestle scaffolds, must only be used under strictly controlled 
circumstances for light work of a short duration. 
 
The use of trestles will only be considered when alternative access is not readily available and a site-specific 
assessment of the risks has been undertaken in compliance with the Work at Height Regulations 2005. 
 
General Rules: 
 
The trestle working platform must be fully boarded (normally 4 boards) with scaffold boards of a consistent 
length and thickness. Damaged, warped or split boards must not be used and excessive overhanging of the 
end trestles must be avoided (no more than 4 times the board thickness) 
 
Spacing between trestle frames must be kept to a minimum and must not exceed 1.2m. 
 
Trestles must only be erected for internal works and must be sited on a sound, level base. 
 
Height adjustment should be set to prevent trestle frames being extended excessively. Where it is necessary 
to extend the frame however, only the manufacturerôs proprietary high tensile pins must be used, nails, screws 
and bolts are strictly prohibited as they may fail under the load. Extending the frame must be kept to an absolute 
minimum and in any case no more than 1.5 metre. 
 
On the trestle platform, a guardrail (top and mid-rail) and toe-board must be fitted to prevent falls.  
 
Suitable access to the working platform must be provided in the form of a tied stepladder. 
 

Platforms must not be overloaded with personnel, equipment or material. 
 

Damaged trestle frames must be removed from use immediately.  
 

Propping and steadying the frames by means of bricks, blocks and timber etc. is strictly prohibited under the 
company policy. 
 
Ladders and Stepladders 
 
Short duration work 
 
Many accidents within the construction industry occur as a result of falls from height, several when persons 
are climbing or descending ladders. Ladders and stepladders are best employed as a method of reaching a 
workplace and for short duration and light work. 
 
The measures that can be taken to prevent such accidents are basic and should not present a problem to the 
company employees. If ladders or stepladders are to be used ensure: 
 

¶ Work can be reached without stretching. 

¶ A ladder can be fixed to prevent slipping (by tying or proprietary device) 

¶ A good handhold is available. 

¶ Tools and operations requiring the use of two hands must not be carried out from a ladder 
unless a third point of contact can be secured (ladder belt) 

¶ The top of the ladder must not be repositioned by jumping while standing on rungs. 

¶ A ladder must be supported on both stiles and prevented from sagging or swaying. 

¶ Stepladder back plates must be checked for damage such as splitting. 

¶ Retaining cords must be checked to ensure they are secure, of equal length and free from 
knotting and damage. 

¶ Back plate screws and bolts must be checked for security. 

¶ The top step of a stepladder must not be worked from, unless it has been specifically designed 
for that purpose. 

¶ Stepladders should be set at right angles to the work, whenever possible. 
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Inspections 
 
Before use, ladders and stepladders must be inspected for defects such as: 
 

¶ Missing, lose or defective rungs or treads. 

¶ Rungs or treads relying for support solely on nails or similar fixings. 

¶ An insecure tie rod. 

¶ A defective stile or tie rod. 

¶ A defective rope or fitting. 

¶ Loose or missing bolts, fixings etc. securing a back plate. 

¶ Loose, cracked or defective back plate. 

¶ Any sign of warping. 

¶ Ladders and stepladders must not be painted in such a way that defects may be concealed. For 
protection, only clear varnish or wood preserve should be used. 

 
Each ladder and stepladder must carry its own identification mark or number and weekly inspections 
maintained. All defects and repairs must be noted and defective ladders or step ladders removed from 
service immediately. 
 
Scaffold Access 
 
Only ñClass 1: Industrial Heavy Dutyò ladders are to be used for scaffold access. 
 

¶ Access ladders will be long enough for the work, and in any case, will project at least one metre above 
the landing place or stepping off point. However, it will not be too long as to cause tipping at the upper 
end when the ladder is climbed. Ladder safety gates or trap doors will be placed at the ladder access 
point 

¶ When in use, all ladders will be adequately secured by tying around both stiles with the top of the 
ladder resting on a solid surface. Whenever possible, the access ladder will be secured parallel to the 
scaffold structure, with a safety swing gate to act as protection for the access opening. 

¶ Ladders will be adequately footed during climbing and descending until such time as the ladder is 
adequately tied or released when stripping. All ladders will be sited on good, level ground, capable of 
withstanding the expected load.  

¶ Ladders will be sited away from excavations and not be placed where they may become dislodged or 
struck. 

¶ Ladders will not be placed so that adjacent scaffold tubes can interfere with the footing of the person 
on the ladder. 

¶ Where ladders are used in a run measuring a vertical distance in excess of 9m, suitable landing 
platforms will be provided. 

¶ Ensure the ladder is correctly angled to minimise the risk of slipping outwards (rule of thumb - one out 
for every four up) 

¶ Only one person at a time should be on the ladder, and climbing the ladder while carrying tools and/or 
equipment is prohibited under company policy unless proprietary tool pouches or belts are utilised. 
Both hands will be kept free for holding onto the ladder (a three point contact will be maintained at all 
times). Tools and equipment will be hoisted if the person using the ladder cannot achieve a three-point 
contact. 

¶ The ladder will always be faced when climbing or descending. 

¶ When ladders are left in position after working hours, adequate precautions will be taken to prevent 
unauthorised access, e.g. warning signage or removal of base ladder. 

 
Ladders should only be used as a last resort if safer access cannot be provided, taking in to account: 

¶ the duration of the job 

¶ the risks to people using the ladder 

¶ the difficulty of the tasks 
 

Extension Ladders 

 
Extension ladders will be raised one section at a time and be slotted into position, with care being taken to 
ensure latching hooks are properly engaged. 
 
Conventional ladders will not be lashed, tied or spliced to create an extension ladder. 
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The recommended minimum overlap for extension ladders is shown in the table below: 
 

Closed Length Approximate Number of Rungs Overlap of Rungs 

Under 5 metres Under 18 2 

5 - 6 metres 18 - 23 3 

Over 6 metres Over 23 4 

 

Carrying ladders 
 

One person carrying the ladder against the shoulder vertically with one hand holding a lower rung and the 
other hand holding the stile can transport short ladders. 
 

Two persons will carry longer ladders horizontally; care will always be taken however, in negotiating corners 
and obstacles. 
 

Ladders will not be taken into the vicinity of overhead power lines. 
 

General access 

 

Appropriate access will be maintained around scaffold bases and ladders at all times. Good levels of 
housekeeping need to be sustained, to reduce trip hazards etc. into and around all work areas. 
 

Prefabricated Aluminium Alloy Towers 
 

Erection & Dismantling 
 

All mobile and fixed aluminium scaffold access towers MUST only be erected and dismantled by personnel 
who have received training to an industry national standard (e.g. PASMA). 
 

The type and the correct number of components will be checked prior to construction to ensure they are 
compatible and the correct configuration can be achieved. 
 

Ground conditions 
 

Generally, towers should only be erected on concrete, tarmac or similar surfaces. Where towers are to be used 
on soft or uneven ground, base plates should be used in place of castors and the base plates should be set 
on sole boards or similar to affect a firm, solid foundation. Outriggers or stabilisers will be installed in a similar 
manner. 
 

Outriggers & Stabilisers 
 

Outriggers or stabilisers can be used to increase the effective base area of a tower and to improve stability. 
 

Outriggers are designed for use with towers that are to be frequently moved and have the provision for 
adjustable legs and castors. Stabilisers are similar devices, which are to be used on towers that are moved 
less frequently and have self-aligning feet in place of castors. 
 

Manufacturerôs/supplierôs information will provide guidance on the safe heights to which towers can be erected 
and on the correct use of stabilisers and outriggers. 
 

Braces 
 

Diagonal and horizontal brace locking hook mechanisms will be correctly aligned. Horizontal locking hooks will 
have their aperture facing downwards and horizontal braces will be fitted with the locking hook aperture facing 
outwards or in accordance with the manufacturerôs instructions. Ensure all brace locking mechanisms have 
operated correctly and that all braces are securely fixed to the frame. 
 

Couplers 
 

Towers have tubes of larger dimension than those of standard scaffold tubes do, therefore; standard 
couplers are not suitable for coupling aluminium towers. Where steel and aluminium tubes are to be 
connected, (e.g. stabilising or tying) couplers accepting the different tube dimensions will be used.  
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Access 
 

Access to platforms will always be provided by the use of integral, vertical ladders, stair ladders, inclined 
ladders or stairways. Access will be installed in accordance with the manufacturer or supplierôs instructions. If 
materials are to be carried or frequent vertical movement is required, a stairway should be used. Access to 
fully decked platforms will be via the hatch, which will be capable of being secured in the closed position. Under 
no circumstances is climbing of the towerôs internal or external frame to be permitted unless the end frame 
incorporates a ladder section. 
 

Rest platforms will be fitted with double guardrails and toe boards if materials are to be stored. 
 

Platforms 
 

All platform units will be correctly positioned and located onto the horizontal frames. Where platforms have 
access hatches, they should be fitted with the hinge outboard with the ñwindlockò device engaged. Platforms 
will be installed every 4 metres. 
 

Guardrails & Toe boards 
 

All working platforms will be fitted with guardrails and toe boards and they will be fitted in accordance with 
the manufacturer/supplierôs instructions. 
 

¶ Top guardrail height  - 1000mm above platform level (+/- 50mm) 

¶ Minimum toe board height  - 150mm 

¶ There will not be an unprotected gap exceeding 470mm between any guardrail, toe board, 
barrier, or any similar means of protection. 
 

Wind & other Horizontal Loads 
 

Wind can exert horizontal loading on a tower, which can result in the tower overturning. During normal working 
conditions, the towerôs weight and the use of stabilisers and outriggers counteract the overturning. 
 

If wind speeds exceed 17mph work on the tower should cease, if the wind speed reaches 25mph the tower 
should be tied into a rigid structure. If the wind speed is likely to reach 40mph, the tower should be dismantled. 
 

The actions of operatives working on the tower can also have the effect of creating horizontal loading e.g. 
using hand tools such as drills. The drilling (pushing) action can create an opposite equal force on the tower. 
These forces should be avoided whenever possible and under no circumstances should exceed 20kg on a 
free-standing tower.  
 

Moving Towers 
 

Operatives Will Not: 
 

¶ Move towers with men or materials on the tower at any level. 

¶ Move towers by pulling them along from the platform. 

¶ Move towers with powered vehicles. 

¶ Move towers in windy conditions. 

¶ Move towers in the vicinity of overhead obstructions, particularly electric cables. 

¶ Lift materials or equipment outside the base area of the tower. 
 

Operatives Will: 
 

¶ Only move towers by applying manual force at the base of the tower. 

¶ Ensure holes, ducts, pits or gratings etc. are adequately covered and secured 

¶ Deploy outriggers rather than stabilisers if a tower is to be moved frequently. 

¶ Inspect each tower before use. 

¶ Ensure castors are locked. 
 

SECTION 6: WORKING AT HEIGHT 
 

The company accept that whenever possible, work at height must be avoided. Where this is not possible, the 
method of access and work equipment used should be selected according to the hierarchy set out in the Work 
at Height Regulations 2005. 
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A detailed risk assessment will be undertaken prior to undertaking any work at height to first establish if the 
work can be avoided, thereby eliminating the need to work at height. 
 

If work at height cannot be avoided then the company will ensure that all work at height is properly planned 
and organised through strict control measures, this will include ensuring only competent people are engaged 
in the work and that their competence can be proved via certification. 
 

The risk assessment procedure will include the selection of work equipment taking into account the working 
conditions, distance and consequences of a fall, and the duration and frequency of use. 
 

In relation to selection of equipment the emphasis will be on fall prevention measures (hierarchy of access), 
this will include guardrails and physical barriers.  
 

Fixed scaffolds and cherry pickers (with restraint harnesses) will take priority over fall arrest measures such 
as nets, air bags and finally harnesses. 
 

When work is to take place at height or on a roof where it is apparent or suspected that defects in its structural 
integrity are likely (fragile surfaces), crawling boards will be used. It is to be confirmed by the PM prior to the 
start of work that the roof structure can withstand the loads to be imposed upon it as a result of the work 
processes or any load limitations as the case may be. 
 

Ladders, crawling ladders or crawling boards will be provided where a person has to cross, pass or walk on 
any materials liable to fracture under his weight. These walkways should be at least 600mm wide and be fitted 
with guardrails and toe boards in order to comply with the Work at Height Regulations 2005 or any 
subsequent regulation governing working at height. 
 

All such equipment will be of good construction, suitable and sound material, of adequate strength and free 
from obvious defect. Equipment will be properly maintained and when in use be securely supported and, if 
necessary, secured against slipping. 
 

Where work takes place on flat, sloping or pitched roofs, adequate edge protection or fall prevention devices 
meeting the minimum requirements of the Work at Height Regulations, or any subsequent regulation 
governing working at height, will be in place. Roof work safety document HSG 33 will be used as reference. 
 

Materials and waste will not be thrown from height. It should be lowered to the ground using rope lines, or 
where provided waste chutes are to be used. 
 

Weather can seriously affect the safety of operatives carrying out work at height.  
 

To ensure the safety of employees the prevailing weather conditions will be taken into consideration by the 
site supervisor/senior employee and ensure that all loose materials, equipment, etc. are immediately removed 
from the roof or adequately secured during windy conditions. 
 

In brief a detailed, site-specific assessment of the risks relating to all work at height will be carried out prior to 
the commencement of the work. Assessment of the risks will include: 
 

¶ Details of fall prevention methods (Eliminate, Protect, Mitigate) 

¶ Preventative measures to protect persons below from falling materials 

¶ Identification of the suitable equipment to be used. 

¶ The competence and training of persons involved with the work 

¶ Responsibility for supervising and controlling the work 
 

Related sections of this policy to work at height include: 

¶ Scaffolding 

¶ Aluminium Towers 

¶ MEWPôs 

¶ Ladders and Steps 

¶ Fall Arrest and Suspension Systems 
 

Fall Arrest and Suspension Systems 
 

Safety Nets 
 
Safety nets are effectively employed by the company to reduce the distance of potential falls and to minimise 
their effects.  
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The company will produce a work at height risk assessment and will eliminate falls or use other fall prevention 
techniques were practicable. The company accept that safety nets offer collective and passive safety as they 
protect everyone working within their boundary without those workers having to act to be protected.  
 
Safety nets used by the company will be manufactured to the requirements of European Standard BS EN 
1263-1 and will be erected in accordance with BS EN 1263-2 and guidance given in BS 8411 by FASET (Fall 
Arrest Safety Equipment Training) riggers. 
 
To ensure that nets offer high energy absorption to minimise injury the company will always ensure they are 
fitted as close as possible to the underside of the working platform to minimise the distance and consequences 
of a fall. 
 
In the most roof work, it is possible to position such as net so that, even at the point of maximum sag, it is less 
than 2 m from the roof surface. In this position, the net is an effective guard ï this standard should be reached 
wherever possible.  
 
The company will ensure that only FASET (Fall Arrest Safety Equipment Training) riggers and that a detailed 
risk assessment / method statement is produced.  
 
If protection is required for those who have to work or pass below safety nets then the nets will be overlaid 
with appropriate fine-mesh debris. 
 
The company use safety nets to effectively: 

¶ minimise injury due to falls from leading edges, through liner panels or through temporarily fixed 
materials in new-build roofing; 

¶ To guard roof lights and fragile roof materials during cleaning, maintenance and replacing the roof. 
 
Upon completion of each section of net the contractor will produce a handover certificate to confirm the suitable 
of the nets. 
 
Design and technical details  

 
When rigging safety nets, it is important to maintain their energy-absorbing characteristics. Too many fixing 
points and the net will become more rigid and imposes larger loads on the user, the structure and the net itself. 
Too few fixing points and the net will sag and deflect too much under load. The manufacturerôs 
recommendations and BS EN 1263-1 will be followed on the number and spacing of fixing points and a check 
of the supporting structure will be made to ensure it is capable of resisting the expected anchorage loads. 
 
Anchorage points 
 
The company understand the importance of suitable net anchorage points. 
An individual anchor point capacity of 6 kN, applied at 45° to the horizontal, should be available with a 
combined capacity over an adjacent series of anchor points of 4 kN, 6 kN, and 4 kN. In general, purlins, 
sheeting rails and tube and fitting handrails will not meet these requirements, although evidence to 
demonstrate otherwise from a competent person may be appropriate.  
  
Adequate clearance must be allowed below the net for it to function properly and avoid the risk of the faller 
striking objects or the floor before being arrested. Limits are specified in BS EN 1263-2 and BS 8411. This is 
generally referred to as óclearance distanceô. 
 
The company accept installing safety nets in phases is not good practice and will only be done where there is 
no other alternative. Where it is done the safety, net must extend beyond the leading edge of the work by at 
least 3 m to allow for the likely horizontal trajectory of anyone falling from the edge (see Table 11). 
 
Table 11 Fall heights and catching widths 

 
       
 
 

 
 

Fall Height Catching width 

<1.0m >2.0m 

<3.0m >2.5m 

<6.0m >3.0m 
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Erection  
 

The risk to riggers erecting, moving and dismantling nets should be assessed and a safe system of work 
established. At all times, the following hierarchy will be followed: 
 

¶ Install remotely without working at height; 

¶ Use mobile elevating work platforms (MEWPs); 

¶ Use ladders for short-duration work upon completion of risk assessment; 
 

Roped Access 
 

Roped access techniques may be appropriate in some buildings. This is specialised work and will only be 
undertaken by those trained and competent to carry it out. Competency certificates through IRATA the 
Industrial Roped Access Trade Association will be required by the contractor undertaking the work. 
 

Rescue and Maintenance 
 

A rescue plan will be in place before rigging nets. The method statement for the work will include a rescue plan 
which must be workable and the necessary equipment will be available for use. 
 

Safety nets and attachment systems should be properly maintained by the netting contractor. Inspection 
records will form part of an audit trail from the manufacturer through to the last use. This information will be 
documented and be readily available for inspection. 
 

Documented weekly inspection of the nets will be undertaken when the nets are in situ by a competent person. 
At yearly intervals, a test chord will be detached from the nets and will be sent to the manufacturer to permit a 
tensile failure test, this test will be organised by the netting contractor.  
 

Other Soft-Landing Systems  
 

The company may on occasion use soft landing systems as opposed to safety nets. 
 

Soft landing systems are either air filled bags or large polypropylene bags filled with an energy absorbing 
material. 
 

The bags are linked together with plastic snap clips to completely fill the area over which protection is required. 
If air bags are used, then an air compressor will be used to maintain the air pressure. 
 

The company accept that soft landing systems do not prevent falls but they are effective in eliminating injuries 
in falls less than 2 metres. 
 

A method statement will be produced for safe installation and maintenance of the system. A handover 
certificate will be requested from the installing contractor. 
 

Harnesses and Lanyards 
 

If fall prevention measures (for example working platforms, guardrails etc) or collective fall arrest measures 
(safety nets or other soft-landing systems) are not practical and alternative system of work will be employed. 
The system may require the use of safety harnesses and lanyards, but the company accept this will be a last 
resort as they only protect the user if the equipment is used correctly. 
 

As mentioned previously fall restraint lanyards will be worn when working in a MEWP (mobile elevated work 
platform) however energy absorbing fall arrest lanyards will be used in most other situations. 
 

All operatives will receive training on the selection, fitting, adjustment, maintenance and use of a safety 
harness. 
 

An inspection scheme will be in place which will be in two parts. Firstly, the users must undertake visual 
inspections of the harness and lanyard before use. Secondly the harness and lanyard will be examined by a 
competent person at least once every 6 month and a record kept of the inspection. 
 

The harness and lanyard will also be thoroughly inspected following a fall or other circumstances in which the 
equipment has been deployed. 
 

The lanyards and harnesses will be clearly marked with European Standard, name and trade mark of the 
manufacturer, the serial number and the year in which the equipment was manufactured. 
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Rescue and Suspension Trauma 
 

The company accepts the need to make provision for rescue arrangements when working at height. This is a 
requirement of the Work at Height Regulations and to ensure the casualty is attended to and recovered 
quickly. 
 

The Work at Height Regulations requires the company to make specific provisions for emergency planning: 
 

Organisation and planning ï Regulation 4 
(1) Every employer shall ensure that work at height is properly planned 
(2) Planning of work includes planning for emergencies and rescue. 
 

In addition, the regulations require that all activities, including rescue, must be carried out by competent 
persons: 
Competence - Regulation 5 
Every employer shall ensure that no person engages in any activity, including planning, and supervision, in 
relation to work at height unless they are competent to do. 
 

Suspension trauma 
 

All users of personal fall protection systems, and others involved with work at a height, will be made aware of 
the following precautions that might need to be taken in the event of a casualty being in a suspended 
position. 
 

1.  The longer the casualty is suspended without moving, the greater the chances are of suspension 
trauma developing and the more serious it is likely to be. Therefore, an injured person hanging in a 
harness awaiting rescue should be removed from upright suspension as quickly as possible. The 
aim should be to do this within 10 minutes. This is particularly important for a casualty who is 
motionless. 

 

2.  A conscious casualty should be encouraged to exercise their legs gently, to stimulate circulation of 
the blood. 

 

3.  Regarding the position of the casualty: 

¶ If the casualty is unconscious then basic first aid must be followed (i.e. ABC Airway, breathing 
and circulation.)  

¶ during rescue, a position with the lower limbs slightly elevated may be preferable. 

¶ After rescue, position the casualty in an upright sitting position, with knees bent ï DO NOT allow 
them to lie flat. 

¶ Only move the casualty to a fully horizontal position at the advice of qualified medical personnel. 

¶ if suspension trauma is a possibility, alert medical agencies immediately and advise them of the 
issues, the casualty might need dialysis to protect the kidneys 

 

4. Following an accident, the casualty should be: 

¶ removed from the suspended position and cared for in a proper manner 

¶ Given medical assistance as quickly as possible. 
 

Users of personal fall protection equipment will be made aware of the issues surrounding suspension 
trauma. In addition, some staff will require training in rescue techniques or alternatively it may be necessary 
to create a specially trained rescue team on site to be available at short notice. 
 

The companyôs general procedure for casualty recovery. 
 

1. Assess the situation fully before commencing a rescue operation 
2. Request medical assistance 
3. Identify proper position from which to carry out the operation. 
4. Identify proper anchorage points 
5. Identify a point of safety to move the casualty to 
6. Make sure all involved are aware of the procedure to be carried out and their role within it 
7. Ensure personnel have been trained in rescue procedures are competent to carry out their role. 
8. Carry out the rescue steadily and in a controlled manner. 
9. Make sure communication is maintained at all times. 
10. Monitor the casualtyôs condition at all times and where possible provide the necessary first aid 
11. Conduct a review of the whole situation identifying areas of improvement for future. 
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SECTION 7: ACCIDENT & INCIDENT REPORTING & INVESTIGATION PROCEDURES  
 
Construction Sites 
 
Accident & Ill Health Reporting Procedure 
 
All accidents resulting in physical injury, however minor, will be recorded in the Accident Book BI510 or the 
Companyôs accident report form. 
 

Where a medical certificate or other written diagnosis has been received from a doctor in respect of an 
employee being absent from work and the diagnosed disease is one listed under Reporting of Injuries, 
Diseases and Dangerous Occurrences Regulations (RIDDOR 2013), then the disease is reportable and 
the appropriate F2508A will be completed and sent to the Health and Safety Executive via the HSE RIDDOR 
website (www.hse.gov.uk/riddor ).  
 

If the accident causes DEATH or SPECIFIED INJURY (the latter as defined by RIDDOR) the following 
procedures will be followed: 
 

i. The site supervisor/senior employee will telephone the PM giving all relevant details available at the 
time the call is made. 

 ii. The PM will contact by telephone, the local office of the Health and Safety Executive and Northern 
Counties Safety Group Ltd and report the incident. 

iii. In the case of death, amputation or serious fractures, the supervisor/senior employee will ensure that 
nothing is touched at the scene of the accident before the full investigation is undertaken. With other 
accidents causing injury, authority will be obtained from the PM before continuing to work at the site 
of the accident. 

 

If any employee is absent from work for more than seven days following an accident at work, (not counting the 
day of the accident, but including Saturday and Sunday), the site supervisor/senior employee will inform the 
PM so that appropriate report forms can be completed and sent to the enforcing authority. The company will 
forward the appropriate form F2508 for accidents to the Health and Safety Executive for any accident causing 
death, major injury, or an accident which results in an employee being absent from work for more than seven 
days. The report is to be sent to the HSE Incident Reporting Centre and a copy forwarded on to Northern 
Counties Safety Group Ltd. 
 

The company may ask NCSG to help with the investigation into ANY accident, dangerous occurrence or "near 
miss" and to provide a report explaining, if possible, precisely how the accident occurred and what precautions 
should be taken to prevent a recurrence. 
 

Any dangerous occurrences, as defined in RIDDOR, will be relayed to the PM who will ensure the 
appropriate F2508 is forwarded to the Health and Safety Executive.  
 

Accident Reporting Procedure - Visitors and Contractors 
 
Any non-employee, who is involved in an accident or near-miss incident whilst on Company premises, or sites 
controlled by the company, will report the incident immediately to the person in charge of the site or workplace. 
If the supervisor is not available, the visitor or contractor will obtain the assistance of another responsible 
person from the company to ensure that the company's procedures are adhered to. All employees are to be 
made aware of this requirement so that they can advise the injured person of the procedure, or deal with the 
incident themselves in the absence of the supervisor. 
 

All injuries will be reported in the accident book, however minor. Visitors and contractors who are unable to 
enter their own account into the book will arrange for another person to make an entry on their behalf. Visitors 
and contractors should also notify their own employer where applicable.  
 

All visitors and contractors will be made aware of the above requirements. 
 

Accident Reporting Procedure - Members of the Public 

 
If an injury occurs to a member of the public on Company sites, or workplaces under the control of the company, 
which results in their removal from the workplace or site for hospital treatment, then this is notifiable to the 
local enforcing authority immediately and a form F2508 (revised) will be sent within 15 days.  
 

http://www.hse.gov.uk/riddor
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Site supervisor/senior employees will ensure the details of the incident are reported to the PM so that the 
proper notification can be sent to the enforcing authority. 
 
The Accident Book 
 
All accidents resulting in personal injury will be recorded in the companyôs accident books or accident report 
form. These are located in the main office or in company vans where these are provided. Management will 
regularly review the accident book. This review will be in addition to an individual investigation of the 
circumstances surrounding each incident. 
 

All near misses will also be reported as soon as possible so that action can be taken to investigate the causes 
and to prevent recurrence. 
 

If an injury renders an employee unable to make an entry in the accident book, a witness or someone who is 
able to enter an account of the incident should complete the entry on behalf of the injured person. The 
employee's account will be entered as soon as possible after the event. Employees will ensure that they are 
aware of the location of the accident book. 
 

All accidents and near misses will be recorded, however minor. Unless the company is informed of 
these incidents, it will be unable to take remedial action. 
 

Accident and Incident Investigation Procedure 
 

A factual report, with objective conclusions and practical recommendations, can serve two purposes: 
1. For the company to re-assess risks in the light of the findings with the view to taking measures to prevent 

a recurrence of a similar accident or incident. 
 

2. For insurance company personnel to assess the likelihood of blame being allocated to a third party, with 
the view to further investigation of liability issues to facilitate the defence of liability claims. 

 

Therefore, any factual report will include sufficient details for senior management to decide whether or not 
further investigation by someone other than the health and safety team is justified. 
 

The company may utilise one or more levels of investigation depending upon the incident and its outcome. 
 

Investigation Levels 
 

Level 3: Managing Director / H&S Manager / Project Manager & NCSG 
 (a) Any incident to be RIDDOR reported to the enforcement authority. 
 (b) Any incident involving the death of, or personal injury to, anyone doing anything with, or in 

relation to, any work activity undertaken by the company. 
 (c) Any near miss incident, which could have led to the death of, or personal injury to, any person. 
 

Level 2: Managing Director / Project Manager & site supervisor/senior employee: 
  (a) Any incident within the supervisorsô area of responsibility involving the failure of any part of 

the premises; or of any plant, equipment, tool or substance used as a means of production 
(including any material, component or spare part) 

  (b) Any incident within the workplaces under the supervisorôs control involving damage to 
company property. 

  (c) Any incident which any employee, within the supervisorôs area of responsibility, believes 
could have led to the death of, or injury, to any person. 

  (d) Any incident, which any employee, within the supervisorôs area of responsibility, believes 
could have led to the failure of any company property, or to damage to any company or 
personal property. 

 
Level 1: Site supervisor/senior employee: 
 (a) Any incident requiring first-aid treatment or following an entry into the accident report book. 
 (b) Any incident reported to the supervisor by an employee under his or her supervision, which 

the employee believes indicates the presence of any danger to any company or personal 
property, or to any employee, contractor, visitor or neighbouring resident. 

 
N.B. IMPORTANT 
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The reporting of accidents will be done quickly and accurately. It is also important to learn from any mistakes 
that have been made. If any employee is unsure of any procedures, they WILL seek assistance from the 
company head office.      
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SECTION 8: HEALTH AND WELFARE 
 
Health & Welfare on Construction Sites 
 
General: 
 
The company recognises and accepts its responsibilities in relation to health and welfare requirements and in 
particular the requirement to raise standards of welfare facilities as a result of The Construction (Design and 
Management) Regulations 2015. 
 

Where the company are the controller of the site (principal contractor) there is a duty placed upon it to ensure 
that suitable and sufficient welfare facilities have been provided and made available for everyone to use, 
including contractors and subcontractors.  
 

On every site the company will provide, as far as is reasonably practicable, the following facilities, or 
arrange for the facilities to be provided: 
 

¶ Protection during inclement weather. 

¶ Storage of personal clothing where specialist working clothing is necessary. 

¶ Storage of protective clothing for specialist work activities. 

¶ Taking meals with seating accommodation and means for heating water. 

¶ Means of heating food e.g. gas ring, electric ring, and microwave oven. 

¶ Suitable and sufficient toilets. 

¶ Suitable and sufficient washing facilities, to include hot and cold, or warm water. The water to 
be running water wherever possible. 

 
Site supervisor/senior employees are responsible for making the daily arrangements for ensuring facilities 
meet the policy objectives. 
 
It is recognised that there is a requirement to ensure non-smokers are protected from the effects of 
tobacco smoke and site supervisor/senior employees will need to take action to ensure this can be 
achieved. Therefore:  
 

¶ No smoking is allowed in site washrooms, kitchens, mess cabins and collective accommodation 
units. 

 
Washing Facilities 
 
Adequate washing facilities will, so far as is reasonably practicable, be provided on every site, which will 
include: 
 

¶ Washbasins 

¶ Soap and towels or dryers 

¶ Hot and cold (or warm) water, which will be running water wherever practicable 
 

In the absence of such facilities the company will provide alternative means of enabling employees to clean 
their hands prior to taking food and after using toilet facilities. In most cases this will be 'dry' hand cleanser. 
 

Washing facilities will be near any mess room or toilet unit on site. They will be kept in a clean and 
serviceable condition. 
 

Where hot water is provided, steps will be taken to ensure hot water does not present a risk of scalding while 
washing the hands, forearms or face. The positioning of water heaters is essential to ensure that site personnel 
have immediate access to the unit at times of need, e.g. before and after using the toilet; before taking meals; 
after being splashed by products hazardous to health. 
 
Sanitary Conveniences 
 
The company will provide, or arrange, a suitable and sufficient number of toilet units. Each unit will be 
connected to the main sewage system as soon as possible. However, it may be necessary to use chemical or 
other toilets for a short duration until toilet units are connected or when a site is nearing completion or of short 
duration (less than 2 weeks).  
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Where it is not reasonably practicable to connect toilets to the main sewage system, recirculation toilets are 
an alternative means of providing suitable toilet facilities.  
 
Chemical type toilets can still be used for a short duration where it may not be reasonably practicable to provide 
connected or recirculation units. However, they will not be used for periods in excess of two weeks where it is 
practicable to use other types of toilet units. 
 
Every convenience will be kept in a clean and serviceable condition. The site supervisor/senior employee is 
responsible for ensuring that toilet units are cleaned on a daily basis. Where units are hired, arrangements will 
be made for regular servicing and cleaning. The site supervisor/senior employee is responsible for ensuring 
the servicing agreement with the supplier is followed through. 
  
Drinking Water 
 
Drinking water is provided at convenient points on every site and will be marked "drinking water" unless this 
is obvious. Where appropriate drinking cups will be provided. 
 
Site Accommodation 
 
When estimating mess rooms, offices and accommodation and the required facilities, account will be taken at 
the planning stage of the number of personnel likely to use the facilities at any one time, including 
subcontractors under a shared welfare agreement.  
 

Rest facilities will include: 
 

¶ Heated, sheltered accommodation for taking meal and rest breaks. 

¶ Sufficient tables and chairs. 

¶ Means to heat water. 

¶ Means to heat food (gas or electrical heating ring or microwave oven) 
 
Non-smokers will be able to use the facilities without suffering discomfort from tobacco smoke and site 
supervisor/senior employees need to make appropriate arrangements, such as providing separate areas for 
smokers (see 9.1 (i)).  
 
Plant, equipment and materials will not be stored or deposited in accommodation units. 
 
All facilities will be respected and will not be misused or abused. They are provided for the comfort of 
all personnel and one act of misuse could affect the comfort of others. Those found causing damage 
or misusing the facilities would be subject to disciplinary action. 
 
Storing and Changing Clothes 
 
Every site will have arrangements for ensuring: 
 

¶ Wet site clothing can be adequately dried. 

¶ Clothing not worn on site can be securely stored. 

¶ Protective clothing for site work can be stored without contaminating everyday clothing. 
 
Where heaters in drying rooms are being used, and where other site accommodation heating appliances are 
used, great care will be exercised to guard against the risk of fire by leaving clothing on, or too close to the 
heaters. 

 
First Aid - Construction Sites & Company Offices 
 
The company will make adequate assessments of the first aid requirements for each construction site and the 
head office. The assessment will assist the company in deciding the number of first aiders and the amount of 
first aid equipment required.  
 
The assessment will identify the number of trained first aiders required for each location and the number of 
appointed persons required in order to cover absences etc. 
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At every location, there will be at least one first aid container, which conforms to the requirements of the Health 
and Safety (First-Aid) Regulations kept readily available for every person employed there. 
 
Each container will be clearly identifiable, by a white cross on a green background, and its location made 
known to all persons. The supervisor/ senior employee will ensure the location of all first aid containers and all 
personnel know the names of the first-aiders or person in charge of the first aid container. 
 

Every container will be checked frequently and replenished as necessary to ensure that they are fully stocked. 
The first-aider, or appointed person (trained in emergency aid) will be given the responsibility of checking the 
contents on a weekly basis and for arranging the replenishment of the contents. 
 

A competent person will take charge of the container and take the essential steps necessary in the event of 
an accident. The competent person will be the person trained in First Aid, or the Appointed Person, trained in 
emergency aid. 

 
Contents of the First Aid Containers 
 
First Aid containers will hold a sufficient quantity of suitable first aid materials.  
 

Suggested Minimum Contents: 
 

1. One leaflet giving general guidance on first aid and details of the contents 
2. Twenty individually wrapped sterile adhesive dressings (assorted sizes)  
3. Two sterile eye pads, with attachments 
4. Six individually wrapped, sterile, un-medicated wound dressings (medium) 
5. Two individually wrapped, sterile, un-medicated wound dressings (large) 
6. Three individually wrapped, sterile, un-medicated wound dressings (extra-large) 
7. Six individually wrapped triangular bandages. 
8. Six safety pins 
7. Disposable, protective gloves 
8. Resuscitation Protection - User  
 
Additional First Aid Material and Equipment 
 
Where the first aid assessment identifies the need for additional materials or equipment, such as scissors, 
individually wrapped moist wipes, adhesive tape etc. these items may also be kept in the first aid container, or 
stored separately if necessary. The items will be kept readily available for use when required. 
 
Where mains tap water is not readily available for eye irrigation, sterile water or saline solution (0.9%) in sealed, 
disposable containers will be provided. Open or partially used solution will be discarded immediately and 
replaced with sealed, sterile units. Sealed units should not be used beyond their expiry date.  
 
Site supervisor/senior employees are responsible for arranging the provision of the eye irrigation units for 
construction sites as necessary. 
 
Under no circumstances will medication of any description be kept in any first aid container (including 
painkillers, antiseptic creams and lotions, disinfectants etc.) 
 
SECTION 9: VISITORS AND PUBLIC SAFETY 
 
The company recognises and accepts its obligations to safeguard visitors during work activities and to ensure 
the health and safety of the public who may be exposed to danger as a result of the work activity. 
 
The following arrangements have been developed to enable the company to effectively discharge its duties 
under the Health and Safety at Work etc. Act, and has assigned the site supervisor/senior employee the 
overall responsibility of implementation on construction sites. 
 
Information and Communication 

 
Any special arrangements required by visitors or public are to be ascertained, where practicable, before arrival 
to the office premises or site. This may include special access requirements, or language arrangements. Safety 
signs may need to be in a language easily understood by those who are targeted. Special needs of the visually 
impaired will also be considered.  
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Supervision 
 
Adequate supervision will be maintained while visitors are on the premises or site. This includes the safe 
handling, use and transportation of materials and substances that may present a danger to visitors. 
Supervision will be maintained to ensure they cannot stray into hazardous areas. 
 
Physical barriers may be required to prevent unauthorised access to hazardous areas, or to prevent members 
of the public being exposed to hazards. These barriers will be provided as appropriate. It will also be recognised 
that the standard of protection required to exclude or to protect children is expected to be much higher than 
that required for adults, even if the children are trespassers. Suitable risk assessments will be carried out and 
the precautions necessary to prevent public or visitor exposure to danger will be identified. The site 
supervisor/senior employee, or the person in charge of the premises or work area, will ensure the preventative 
and protective measures necessary to safeguard the public and visitors are implemented. 
 
Induction 

 
Visitors are to be given the appropriate safety induction to ensure their safety while on the premises or site. 
Where it is necessary for a visitor to enter a construction site, or other risk area, the induction will address the 
identified hazards and risks that the visitor is likely to be exposed to. The site supervisor/senior employee is to 
ensure induction is undertaken. 
 
Personal Protective Equipment 
 
Visitors will be required to use any personal protective equipment that is necessary to safeguard their health 
and safety. 
 
SECTION 10: CONTROL OF SUBSTANCES HAZARDOUS TO HEALTH REGULATIONS (COSHH) 
 
The company undertakes many operations, which involve the use of substances that may be hazardous to 
health. Therefore, these regulations are of particular relevance. 
 

The company will do all that it can reasonably do to comply with the above regulations. The arrangements 
will include: 
 

1. Making a written assessment of the risks to determine the action needed to meet the requirements of 
the regulations. 

2. Adequate control of exposure, which will be achieved by means other than the use of personal 
protective equipment (PPE) as far as, is reasonably practicable. 

3. Provision of approved respiratory protective equipment (RPE) when necessary. 
4. Provision of suitable protective clothing and equipment when necessary. 
5. Control measures to be properly used and maintained. 
6. Where necessary, outside bodies specialising in analytical and related monitoring services will be 

used. 
7. The provision of the necessary instruction, information and training. 
8. Monitoring and health surveillance procedures, where necessary, for protecting the health of 

workers. 
9. Provision of suitable approved hygiene facilities. 
10. Provision of practical means to prevent exposure of the public to hazardous substances. 
11. Contracting the services of other specialist companies or individuals as necessary, in order to 

comply with appropriate regulations, Approved Codes of Practice, Guidance Notes, European/British 
Standards, etc. 

 

The company will endeavour to provide sufficient information to employees and others who may be exposed 
to any risk generated by the use of substances or as a result of work activities. 
Up to date product information will be obtained from suppliers and this will be utilised to produce COSHH 
assessments, which will be made available to all employees. 
 

Purchasing Personnel 
 
The appropriate 'purchasing' personnel are responsible for obtaining all relevant information relating to the 
safety and health requirements of any product. This information is normally in the form of a Material or Product 
Safety Data Sheet, or Hazard Data Sheet. These information sheets are to be passed on to the PM, who will 
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then produce a COSHH assessment for use by the site supervisor/senior employee for substances and 
materials used on construction sites.  
 

Projects Manager 

 
To assess the information provided and to initiate and assist in the production of the COSHH assessments on 
the appropriate forms. 
 

Site supervisor/senior employees 
 
To implement, with assistance from the PM, the COSHH assessments and ensure the correct use on sites. 
To ensure all personnel understand the controls indicated on the assessments and that the correct work 
methods are being applied. 
To ensure any PPE being used is of the correct type and suitability and is being used correctly. 
 
SCEL H&S Manager / NCSG Ltd 

 
To advise on the suitability of the COSHH assessments when requested or during routine visits and to provide 
any specialist information 
To monitor the implementation of the controls identified in the assessments.   
To provide assistance on the selection of control measures to reduce the risk of exposure to hazardous 
products. 
 
Local Site Purchases (construction sites) 
 
It is the responsibility of the site supervisor/senior employees who make local purchases to obtain all the 
necessary safety and health information from the supplier, or check the COSHH assessment file to ensure 
sufficient information is available to enable the product to be used safely. 
 
Training 

 
All employees who are required to use hazardous materials or products will be given appropriate instruction 
and/or training to enable them to safely use the material or product. The supervisors will ensure that the person 
using the product have been given the necessary health and safety information. 
 

SECTION 11: THE CONTROL OF ASBESTOS REGULATIONS 2012 
 
The Control of Asbestos Regulations applies to any work in which asbestos is encountered, whether 
intentionally or not. 
 
It will be necessary to obtain written confirmation from clients that no asbestos contamination exists in the 
ground to be built on; in any building or plant to be refurbished; or any plant or building to be demolished, which 
may be disturbed or released by normal operations and which may release asbestos fibres in excess of 
permitted action levels. 
 
Clients and Principle Designers will be questioned on the existence of current, up to date, surveys, 
assessments and registers indicating the presence, or not, of asbestos, unless these details are clearly 
identified under the contract specification.   
 
All known and suspected sources will be clearly identified and dealt with in the Construction Phase 
Plan. When asbestos is present, or suspected the company will gather all relevant details with relation to the 
work, including surveys etc. and will ensure, where appropriate that any asbestos insulation or board removal 
work (not cement based products) is only carried out by a competent contractor, licensed by HSE in 
accordance with the regulations.  
 
Asbestos have been used in the past in the construction industry, much of which is still in place. The most 
common uses, and where employees are most likely to encounter asbestos, include: 
 
Á Sprayed asbestos and asbestos loose packing as firebreaks and in ceiling voids. 
Á Moulded or pre-formed sprayed coatings and lagging generally used for thermal insulation of pipes, 

boilers etc. 
Á Sprayed asbestos mixed with hydrated asbestos cement, generally used as fire protection in ducts, 

firebreaks, panels, partitions, soffit boards, ceiling panels and around structural steel work. 
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Á Insulation boards used for fire protection, thermal insulation, partitioning and ducts. 
Á Some ceiling tiles. 
Á Millboard, paper and paper products for insulation of electrical equipment, asbestos paper used for fire 

proof facing of wood fibreboard.  
Á Asbestos cement products compressed into flat or corrugated sheets. Corrugated sheets mainly used as 

roofing and wall cladding.  
Á Other asbestos cement products include gutters, rainwater pipes and water tanks. 
Á Various textured coatings, including in some artex. 
 
If asbestos has been identified and you are likely to come into contact with it, you will seek advice 
from the company management or NCSG before proceeding. If you uncover hidden material or dust 
you suspect may contain asbestos, you will stop work immediately and seek advice and further 
instructions. You should treat any suspect material or dust, not identified in an asbestos register or 
survey, as though it contains asbestos, until proved otherwise by sampling and analysis. 
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SECTION 12: THE CONTROL OF LEAD AT WORK REGULATIONS 2002 
 
The aims of these regulations are to: 
 
1. Protect the health of persons at work by preventing, or where this is not reasonably practicable, 

adequately controlling their exposure to lead. 
 
2. Monitor the amount of lead employees absorb so that individuals, whose work involves significant 

exposure, can be taken off such work before their health is affected. 
 
The company will therefore, as necessary, carry out an assessment to determine the exposure risk to 
employees, and introduce appropriate controls to prevent exposure, in excess of the Occupational Exposure 
Limit (0.10 mg/m3 for lead in atmosphere) If it is not reasonably practicable to prevent exposure, appropriate 
controls will be introduced to reduce the exposure. As far as possible, control will be secured by means other 
than PPE. 
 
The assessment will identify: 
 
Á Significant hazards, which may pose serious risks to health if not properly controlled. 
Á Existing control measures already in place and the extent to which they control the risks. 
Á Persons affected or likely to be affected and the source of exposure e.g. (inhalation, ingestion, 

absorption) 
Á Where appropriate the types of respiratory protective equipment (RPE) PPE and clothing to be used. 
Á Significant exposure requiring air monitoring and medical surveillance. 
 
Where significant exposure is likely, an appointed doctor (from the EMAS approved list) will be required to 
determine whether or not an employee should be under surveillance. Health records will be retained for forty 
years and assessments will be retained for a period of five years. 
 
Where RPE and PPE are issued as a means of protecting against exposure, employees are expected to make 
full and proper use of all equipment provided and any other control measures established by the company. 
 
Employees will not eat, drink or smoke in any area they have reason to believe is, or liable to be, contaminated. 
 
Employees will be furnished with appropriate information, instruction and training relevant to their work 
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SECTION 13: NOISE AT WORK REGULATIONS 2005 
 

Wherever necessary the requirements of the above regulations will be fully complied with.  A brief summary of 
the regulations is listed below. In addition, the company has available for issues to each site a list of typical 
noise readings from common pieces of construction equipment and tools. This list is to be used by supervisors 
to determine the level (if any) of noise control required, including the provision of hearing protection. 
 

Action required where LEP,d is likely to be:- 

(see note 1 below) 

below 
80dB(A) 

80dB(A)  
Lower 
Exposure 
Action 
Level 

85dB(A) 
Upper 
Exposure 
Action 
Level 

EMPLOYER'S DUTIES 
General Duty to Reduce Risk 
Risk of hearing damage to be reduced to the lowest level reasonably practicable  

 
 

  * 

                                                   
*                     

     (2)                                   
*     

Assessment of Noise Exposure 
Noise assessments to be made by a Competent Person.  
Record of assessments to be kept until a new one is made  

                             
*                
*        

                         
*                  
*             

Noise Reduction 
Reduce exposure to noise as far as is reasonably practicable by means other than ear protectors  

                               
* 

Provision of Information to Workers 
Provide adequate information, instruction and training about risks to hearing, what employees 
should do to minimise risk, how they can obtain ear protectors if they are exposed between 80 
and 85 dB(A), and their obligations under the Regulations  
Mark ear protection zones with notices, so far as reasonably practicable.  

                     
* 

                                                 
*                                                   
* 

Ear Protectors 
Ensure so far as is practicable that protectors are: - 
- provided to employees who ask for them  
- provided to all exposed  
- maintained and repaired  
- used by all exposed  
Ensure so far as is reasonably practicable that all who go into a marked ear protection zone use 
ear protectors  

                                                   
*        

                                                                    
*                  
*                  
*                  
*                    

(3) 

Maintenance and Use of Equipment 
Ensure so far as is practicable that: - 
-  all equipment provided under the Regulations is used, except for the ear protectors           
provided between 80 and 85 dB(A).  
-  ensure all equipment is maintained, 

                                                  
*        
 
* 

                                                
*                              
* 

EMPLOYEES DUTIES 
Use of Equipment  
So far as is practicable: - 
- use ear protectors  
- use any other protective equipment  
- report any defects discovered to his/her employer  

                                                                      
           *                    

*         

                                                                                         
*                  

*            * 

MACHINE MAKERS' AND SUPPLIERS' DUTIES 
 
Provision of Information 
Provide information on the noise likely to be generated  

                                                              
* 

                                                                                  
* 

         
NOTES: 
  
(1) The dB(A) action levels are values of daily personal exposure to noise (LEP,d). 
(2)  All the actions indicated at 85 dB(A) are also required where the peak sound pressure is at or above 200Pa (140 dB re 20uPa). 
(3)  This requirement applies to all who enter the zones, even if they do not stay long enough to receive an exposure of 85 dB(A) LEP,d. 
 

Practical solutions to reducing noise and exposure 
 

¶ Operate plant and equipment with engine covers closed. 

¶ Specify quieter plant when hiring or buying, and ask for noise information to be sent with the item. 

¶ Stop vibration of plant covers and guards 

¶ Repair leaking airlines.  

¶ Position generators, compressors etc. away from open doorways and from against solid walls so that 
noise is not transmitted into the building or reflected back into the work area. If possible the plant should 
be positioned so that a noise barrier, such as a wall, fence, earth mound etc., is between it and the place 
of work. 

¶ Reduce the number of employees at risk over exposure by preplanning. Put other employees to work 
away from the noisy task area until it is complete. 

¶ Use block splitters instead of powered disc cutters whenever possible. 

¶ Where disc cutters have to be used, ensure cutting is done outside, away from other workers, and if 
possible, within or behind acoustic type enclosures, e.g. rock wool lined plywood. 
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¶ Place static plant as far away as possible from the majority of the work force. If it is 20 metres away, it 
will be less noisy to the ear than if it was only 10 metres away. More importantly, the noise levels will 
have been reduced in intensity by a considerable amount.  
 

Only when it is not reasonably practicable to engineer the noise reduction, is the provision of hearing 
protection to be considered. 
 

Employees, contractors and the self-employed should be instructed that the company noise reduction 
measures will be taken seriously and that they have a part to play in ensuring the success of that policy. 
 

Noise information 

 

ITEM OF PLANT/EQUIPMENT USED LEQ MAX SPL DISTANCE 
FROM 
SOURCE TO 
90dB(A) 

DISTANCE FROM 
SOURCE TO  
85 dB(A) 

9" Angle Grinder c/w Diamond Blade Cutting Black 
Pasture Sandstone 

 105.8 109.7 3 metres 6 metres 

9" Angle Grinder c/w Diamond Blade Cutting 
Newbigging Sandstone. 

105.7 109.8 3 metres 6 metres 

9" Makita Grinder Stone Disc Cutting Concrete  98.6 101.8 2 metres 5 metres 

9" Makita Grinder Metal Disc Cutting 0.5" 
Reinforcement 

103.4 106.6 3 metres 5 metres 

4" Hitachi Grinder c/w Diamond Blade Cutting 
Newbigging Sandstone 

100.6 105.1 2 metres 3 metres 

4" Hitachi Grinder c/w Diamond Blade Cutting Black 
Pasture Sandstone 

104.2 107.2 3 metres 4 metres 

4" Makita Grinder Stone Disc Grinding Concrete 90.2 96 1 metre 3 metres 

4" Makita Grinder Metal Disc Cutting 0.5" 
Reinforcement Bar 

96.8 100.3 1 metre 3 metres 

Stihl Saw TS350 c/w Metal Blade Cutting 0.5 
Reinforcement Bars. 

103.6 106 7 metres 9 metres 

Stihl Saw TS350 c/w Stone Blade Cutting 
Reinforcement. 

104.8 107.1 
116 at 

m/c 

7 metres 10 metres 

Stihl Saw TS350 c/w Diamond Blade Cutting 
Concrete. 

105.4 106.6 6 metres 8 metres 

Stihl Saw c/w Stone Blade Cutting Kerb 96.4 102.6 3 metres 5 metres 

2KVA Generator 88.4 91.8 2 metres 3 metres 

4KVA Generator 95.3 96.4 2 metres 4 metres 
 

Most types of hearing protection will provide suitable protection for any individual exposed to these noise 
levels: e.g. "JSP" INVINCIBLE HELMET MOUNTED EARMUFF, "EAR" FOAM EARPLUG, "BILSOM" SOFT 
EARPLUG. 
 

SECTION 14: FIRE PRECAUTIONS 
 

The Regulatory Reform (Fire Safety) Order 2005 requires the company to carry out a fire risk assessment, 
take reasonable steps to minimise the risk of life from fire and ensure that people can escape safely in the 
event of a fire occurring. 
 

Pre-start fire prevention plan 
 

Prior to the commencement of the work, the site supervisor/senior employee will examine the project to 
assess the degree of fire risk. A Fire Prevention Plan will then be developed as necessary, which will include 
the following where appropriate: 
 

¶ Responsibilities and organisation regarding fire safety. 

¶ Site specific precautions, fire detection methods and warning alarms required. 

¶ Hot work requirements, including the issue of 'Hot Work' permits. 

¶ Smoking restrictions. 

¶ Site accommodation, construction and location. 

¶ Evacuation plan and procedures for summoning the emergency services. 
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¶ Establishing escape routes and assembly points. 

¶ Identifying the type, number and location of firefighting equipment. 

¶ Access for emergency services and facilities. 

¶ Testing of the emergency procedures, including fire drills. 

¶ Security measures to reduce the risk of arson. 

¶ Material storage, waste storage and removal. 

¶ Training (Induction)  
 

On-site fire prevention plan 
 

During the progress of the works, the site supervisor/senior employee, assisted by the PM, will ensure the 
fire prevention plan is adhered to.  
 

The supervisor/senior employee will: 
 

1. Where necessary, ensure the 'Hot Work Permit' system is operated correctly. 
2. Maintain a daily record of all site personnel and visitors so that in the event of a fire, the number of 

persons at the assembly point can be verified. 
3. Carry out weekly checks of all escape routes, firefighting equipment, fire detection devices and 

alarms. Records of the checks will be maintained. 
4. Liaise with the fire brigade, when required. 
5. Liaise with security personnel, where employed. 
6. Regularly monitor the works to ensure changing site conditions do not render the Fire Prevention 

Plan unworkable, and instigate all necessary revisions and updates as necessary. 
7. During an emergency, or on hearing the alarm, ensure the site is safely evacuated and all personnel 

report to the assembly point. 
8. Ensure the procedures and standards set out in the Fire Prevention Plan are clearly 

 understood by all site personnel, visitors' etc. by carrying out thorough induction training. 
9. At all times promote a ñfire safe, working environmentò. 
 

 Areas of specific risk will include: 
 

¶ Offices and site accommodation units. 

¶ Electrical supply points, tools and equipment. 

¶ Fuel storage areas. 

¶ LPG storage and use areas. 

¶ Timber storage. 

¶ Waste storage and disposal areas. 

¶ Bitumen boilers. 

¶ Hot air tools in use. 
 

Fire extinguishers 
 

Part of the site set up procedure and Fire Prevention Plan will be to ensure an adequate number of suitable 
fire extinguishers will be readily available at all times. Fire extinguishers will be selected to ensure they meet 
the requirements of the specific risks to be encountered. 
 

Types of extinguishers: 
  
 Water Types  Suitable for use on Wood, Paper and Textile fires. Not to be used on 

electrical equipment or where the water could come into contact with 
electrical equipment. 

 
 Foam Types  Suitable for use on flammable liquids: Oil, Grease, Paint, etc. Not be used 

on electrical fires. 
 
 Dry Powder  Suitable for use on live electrical apparatus or flammable liquids, including 

burning bitumen. 
 
 Carbon Dioxide Suitable for use on live electrical apparatus 
 



 

HS&W Document 

EHQMS 

 

Document Ref: HSW_POL 2019  Page 75 of 135 

 

 

Fire extinguishers or appliances will be checked weekly for serviceability. All hot work (including use of LPG, 
flame torches, and hot bitumen) will always be protected with fire extinguishers. Additional visual checks for 
signs of fire will made at the end of each operation, and at least one hour after hot work has been completed. 
 

Fire action and signs 
 
Each site supervisor/senior employee is required to assess the requirements for fire action notices, emergency 
exit notices and other general safety signage. All notices and signs will comply with the Health and Safety 
(Safety Signs and Signals) Regulations. 
 
Site supervisor/senior employees will arrange for the testing of the arrangements in place for 
emergency evacuation. The supervisors/senior employee will need to consider the risks to personnel 
from the work environment when deciding the appropriate time in the contract period for testing the 
arrangements. 
 
Fire Precautions (Offices) 
 
1. Rubbish and other combustible waste must be cleared from offices and rest areas daily. The company 

secretary is responsible for making the necessary arrangements for daily cleaning of the facilities. 
2. Electric points must not be overloaded with numerous items of electrical equipment. Appliances and 

equipment should be turned off when not in use. 
3. Smoking is only allowed in designated areas, outside the building. Matches, ash and cigarette ends 

must be placed in the proper receptacles. 
4. Any substance or material that may be a fire hazard must be stored and disposed of correctly, including 

oily and solvent-soaked rags, cleaning fluids, photocopier ink etc. 
5. Employees must only use the equipment and appliances they have been adequately trained, and are 

authorised, to use. 
6. All personnel must be aware of, and co-operate with, fire drills and other evacuation planning and 

follow the company procedures on the discovery of a fire. 
7. The correct type of fire extinguishers must be immediately available and ready for use at all times. 
8. Fire extinguishers or appliances must be checked regularly and the office supervisor must ensure the 

upkeep of the annual planned maintenance scheme. 
9. All fire doors, escape routes etc. must be clearly marked and kept free from obstruction at all times. 
10. The company secretary is responsible for ensuring the fire risk assessment is carried out by a 

competent person and reviewed on a regular basis. They must also ensure that all fire and emergency 
precautions are maintained and tested, as necessary. 

 

FIRE ACTION AND SIGNS 
 

The office manager (company secretary) is required to assess the requirements for fire action notices, 
emergency exit notices and other general safety signage. All notices and signs must comply with the Health 
and Safety (Safety Signs and Signals) Regulations. 
 

The office manager must arrange for the testing of the arrangements in place for emergency 
evacuation of the buildings.  The risks to personnel from the work environment will need to be 
considered when deciding the appropriate time for testing the arrangements. 

 

OFFICE EMERGENCY PROCEDURE 

In the event of a fire the person who discovers it should: 
1. Raise the alarm at one of the designated fire points located at various positions around the 

office buildings and arrange for all personnel to be informed immediately. 
2. Call the emergency services. 
3. Attack a fire with the available firefighting equipment, if you feel safe to do so. 
4. Follow instructions issued by management and the emergency services. 
 

On hearing the alarm: 
1. All persons evacuating the buildings must report to the designated assembly point, which is 

situated: 
All employees should report to this area to enable an appropriate head count to be taken.   

2. Do not stop to collect personal belongings. 
3. On no account, should anyone re-enter the building unless authorised to do so by the company 

secretary, or his deputy. 
 



 

HS&W Document 

EHQMS 

 

Document Ref: HSW_POL 2019  Page 76 of 135 

 

 

SECTION 15: SAFE USE OF LIQUID PETROLEUM GAS (LPG) 
 
The use of LPG is covered by regulations, and all regulations will be adhered to.  
 
To meet this objective the following precautions should be observed: 
 

a) Cylinders will be used and stored in the open and in an upright position (valve uppermost). If the 
cylinder is butane and connected to an appropriate heating appliance, then it may be used within an 
accommodation unit (site hut or cabin) only if adequate ventilation is provided. 

b) Adequate room ventilation will be provided for site cabins. As a minimum, upper wall and floor vents 
(through to the outside) will be provided. Floor vents should be in the floor, not the lower wall. There 
may be a need to raise the cabin unit clear of the ground to ensure floor vents are not blocked by grass 
etc. 

c) All appliances will be fitted with their own "ON-OFF" tap, and not controlled by the cylinder valve. 
d) Hose connections will be by proprietary clamp or crimp, and flexible hoses should not exceed 3 metres 

in length. 
e) Properly maintained regulators (and gauges where fitted) will be used. 
f) A dry powder fire extinguisher will be readily to hand. 
g) Cylinders will be stored correctly and returned to the cylinder store when not being used. 
h) When transporting LPG cylinders in enclosed vans, the cylinder will be upright and secured. The driver 

will understand the dangers of LPG and be aware of the emergency action in the event of a leak, 
accident or fire. Windows should be slightly opened to provide through ventilation and driver and 
passengers WILL NOT smoke. Refer to the LPG safety information in the following pages for more 
detailed guidance on safety and transport requirements. Passengers will not be carried in the load 
compartment of the vehicle if LPG is also being carried.  

 
The Carriage by Road of LPG Cylinders in Closed Vans 
 
This guidance provides a summary of the duties of drivers, specific to the carriage of LPG cylinders in closed 
vans, in order to comply with the regulation.  
 

1. The vehicle used for carrying the cylinders will be of adequate strength, of good construction, properly 
maintained and suitable for the purpose. 

2. Cylinders in any type of vehicle will be loaded in a single layer and secured to prevent any movement 
or displacement during carriage, which may create a hazard. They will be carried upright with their 
valves uppermost. 

3. Closed vans will not be used for the carriage of more cylinders than is shown in the following table: 
 

Cylinder Size (LPG Content) Maximum Number to Be Carried 

Greater than 20 Kg 
5 to 20 Kg 

Less than 5 Kg 

4 
12 
23 

 
 The total number carried in any one load will be limited to the maximum number permitted for the 

largest sized cylinder in the load. 
 
4. Closed vans carrying LPG will display a 'flammable gas' hazard warning diamond on both sides and 

the rear. They will be kept clean and free from obstructions. 
5. Where more than four (4) cylinders are to be carried; the van and mode of carriage will conform to 

paragraph 6 to 8 below. 
6. The load compartment of closed vans will have permanent ventilation openings at the front and rear, 

or at positions recommended by the vehicle manufacturer, so as to ensure a flow of air through the 
load compartment. The rear opening should be as low as possible to ensure the release of a heavier 
than air gas. The total area of ventilation will not be less than 2% of the load compartment floor and 
this will be equally divided between the front and rear. 

7. Cylinders should be fitted with gas-tight plugs or caps to the valve outlets. Drivers should carry 
sufficient spare plugs or caps for use where they are missing. 

8. Cylinders will not remain in closed vans while stationary for more than two (2) hours. 
9. Drivers of all vehicles will be trained in accordance with the requirements of this guidance, particularly 

on action to take in the event of an emergency. 
10. The vehicle driver will carry written information about the hazards of the substance. This is to ensure 

he/she knows the identity of the substance carried the nature of the hazards and the action to take in 
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case of emergency. This information, which will generally be in the form of a "TREMCARD", (transport 
emergency card) will be kept readily available to provide the emergency services with reliable 
information if it is required. 

11. Care will be taken during loading and stowing the cylinders to ensure that no additional hazard is 
created. 

12. All necessary fire precautions will be taken. No smoking or naked flames are permitted. Suitable fire 
extinguishers will be carried and maintained in accordance with manufacturer's instructions. One 
extinguisher suitable to deal with engine fires will be carried in the front compartment; and one 
extinguisher suitable to deal with small fires in the load compartment will be carried (e.g. two dry 
powder extinguishers 2 & 6 Kgs capacity) 

13. If requested by a police officer or traffic examiner, the driver will produce the relevant documents, e.g. 
the "TREMCARD"; and give any other information that will enable the officer to know the identity of 
the substance being carried. 

 
SECTION 16: ELECTRICAL SAFETY 
 
The company recognises its duties under the Health and Safety at Work Act and the Electricity at Work 
Regulations to maintain systems, plant and equipment which are safe to use when used correctly. Many 
factors can influence and affect electrical installations and equipment. Therefore, it is vital to ensure they are 
adequately maintained by inspection and testing as necessary. 
 
All electrical work will be carried out in accordance with "The Electricity at Work Regulations" 

 
Permanent installations & portable electrical apparatus 
 
Fixed, permanent installations into offices will be inspected, and tested where necessary, at intervals of five 
years. Professionally qualified electricians will carry out the work and will issue inspection and test certificates, 
which will be retained in the company records. 
 
All installation, repair and maintenance work on permanent installations will be carried out by competent 
electricians and fully comply with the I.E.E. Wiring Code of Practice, which has now been adopted as a 
European Standard. 
 
A 'hand-over' certificate will be requested from the electricians on completion of testing of the 
installations in the company offices. 
 
All company owned equipment, including extension cables will be regularly inspected by the companies 
appointed electrical inspector for signs of wear and damage. Competent persons will carry out any necessary 
repairs. Where necessary portable equipment will undergo electrical testing to ensure it continues to be safe 
to use. 
 
Damaged or defective electrical equipment 
 
Employees will report faulty equipment as soon as the fault is noted. A tag or label, stating the suspected 
nature of the fault, should be attached to the power lead of the equipment, with the equipment immediately 
removed from use and sent for repair. 
 
The companies appointed electrical personnel, who will also inspect, and where necessary test, the repaired 
equipment before it is reissued for use, will carry out all repairs. 
 
The repairer of the electrical equipment will maintain the appropriate log/record of maintenance and make the 
records available to the company. 
 
The following checklist should be used as a guide for operative using portable electrical equipment. A visual 
inspection must to be carried out before use. 
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ELECTRICAL VISUAL INSPECTION CHECKLIST 

Visual inspection checklist  Y  N   
1. The plug   

Å Is the plug cracked or broken?  ................................................................................................. •  •   

Å Are the pins loose?  ................................................................................................................... •  •   

Å Are the pins bent?  .................................................................................................................... •  •   

Å Is a pin missing?  ....................................................................................................................... •  •   

Å Are there any signs of overheating, e.g. charring around the live or  

neutral pins?  ............................................................................................................................. •  •  

Å Is the correct fuse in the plug?  ................................................................................................. •  •   

Å Are the wires attached to the correct terminals?  ...................................................................... •  •   

Å Are the terminal screws tight?  .................................................................................................. •  •   

Å Is the inside of the plug free from dust and dirt?  ...................................................................... •  •   

2. Cable covering    

Å Are there any cuts or abrasions in the cable covering   

(apart from light scuffing)?  ........................................................................................................ •  •  

Å Is the cable free from contaminating materials that could  

degrade the protective coating?  ............................................................................................... •  •  

Å Is the cable grip properly tightened where the cable enters the plug    

(if it isnôt, the coloured insulation of the internal wires will show)?  ........................................... •  •  

3. Power tools/saws    

Å Is the casing cracked or broken? .............................................................................................. •  •   

Å Are the guards operating correctly on the saw?  ....................................................................... •  •   

4. Residual current devices (RCD)   

Å Is the case intact?  ..................................................................................................................... •  •   

Å Has the ñtestò button been checked to ensure that itôs working correctly?  ............................... •  •   

5. Casing   

Å Are any screws loose?  ............................................................................................................. •  •   

Å Is there any damage to the outer casing, e.g. cracks?  ............................................................ •  •   

Å Is there any evidence of burn marks?  ...................................................................................... •  •   

 
Temporary site installations 
 

Temporary installations into site cabins and offices will be carried out by competent electricians and will fully 
comply with the I.E.E. Wiring Code of Practice. The site supervisor/senior employee should request from 
the installer a completion hand over certificate on completion of the testing of the installation. Regular 
quarterly re-inspections and testing will be programmed if the cabin or office is still in use after the initial three-
month period, unless experience has shown that the re-inspection/testing can be performed at greater 
intervals. 
 

The use of reduced voltage supply operating at 110v through double wound transformers is generally accepted 
throughout the construction industry. Therefore, the company will continue to accept the best practices, and 
use only such equipment and supplies wherever possible. 
 

Other higher voltage equipment may be used where lower voltage equipment is not available. However, where 
this occurs, additional safety precautions will be taken, e.g. armoured cables, residual current circuit breakers 
(RCCB & RCD), more frequent inspection.  
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All company owned equipment, including extension cables will be regularly inspected (at three monthly 
intervals) by the appointed electrical inspector for signs of wear and damage, and competent persons will carry 
out any repairs necessary. Where necessary portable equipment will undergo electrical testing to verify it is 
safe to continue using. 
 

Damaged or defective portable electrical equipment 
 

Employees will report faulty equipment to the site supervisor/senior employee immediately. A tag or label, 
stating the suspected fault, should be attached to the power lead of the equipment and the equipment 
immediately returned for repair. 
 

Repairs will be carried out by the appointed electrical person, who will also inspect, and as necessary test, the 
repaired equipment before placing it in the tool/equipment store, where it may be re-issued for use. 
 

Equipment WILL NOT be removed from the "repair" area unless it is by competent electricians, who are to 
carry out repairs. 
 

The repairer of the electrical equipment will maintain the appropriate log/record of maintenance, and make the 
records available to management staff. 
 

SECTION 17: OVERHEAD ELECTRIC CABLES 
 

Overhead electric line conductors are normally un-insulated and if contact, or near contact, is made with them 
an electric current will discharge with the risk of fatal or severe shock and burns to any person in the immediate 
vicinity. 
 

During the contract preparation stage, the PM and site supervisor/senior employee will carefully note the 
position of all overhead lines in working areas, and regard every overhead conductor as being electrically 
charged. They should also: 
 

1. Check with the Electricity Authority to see whether they can: 
a) Re-route the lines. 
b) Put the lines underground. 
c) Have the lines made dead. 
d) Sheath the lines. 

 

Prior to commencement of roofing work, supervisors/senior employees will ensure that the following 
actions have been implemented as necessary: 
 

2 Material will not be stored beneath the overhead lines. 
3 Scaffold poles, metal-bound ladders and materials, which are wet or damp, will be kept at a safe 

distance from all overhead lines. In no circumstances, should such materials be stored below 
overhead lines. 
 

The PM and site supervisor/senior employee, prior to the commencement of the above works will draft 
a site-specific and detailed safety method statement. The safety method statement will follow the guidance 
set out in the HSE Guidance Note GS 6. The system of work and control measures will be strictly enforced 
and supervised by the site supervisor/senior employee, who will also induct all persons to be involved with the 
work. 
 

SECTION 18: UNDERGROUND SERVICES 
 

Before commencing work, either excavation or erection, the exact position of all underground services must 
be found and marked on the ground and on all relevant site drawings. Some services may be out of position 
from where they are shown on existing drawings therefore all service locations will need to be determined by 
the aid of locating devices and hand digging of trial holes to expose the services. 
 

Ensure that before any excavation work commences a safe system of work is developed and put into effect 
and rigidly adhered to, part of which may consist of contacting the area Utilities Authority and requesting them 
to either: 
 

 a) Re-route the services. 
 b) Make the services dead, if work is done in the immediate vicinity (this would mean a 

permit to work system). 
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 Check that all mechanical diggers, excavators, dozers etc., stop excavating at a safe distance from all 
underground services. This distance is usually 0.5m, but could be much further if instructed by the utility 
company. 
 

Points to be brought to the attention of Plant Operators/Drivers 
 

¶ Every cable must be regarded as being electrically charged. 

¶ No machine to be operated in the vicinity of known buried cables. Detailed use of cable avoidance 
tools (CAT and GENNY) should reduce the risk of making contact with services. 

¶ If a machine exposes a cable but does not remain in contact with it, the machine will be withdrawn 
from the area so that proper safeguards can be introduced. 

¶ Some older cable and gas services do not resemble modern services. Old ñlead pipe" could turn 
out to be electrical cable conduit. Consequently, treat all services as high-risk. 

 

Points to be brought to the attention of all personnel on site whether Drivers, Plant Operators or 
Operatives 
 

¶ Every cable must be regarded as being electrically charged. 

¶ Cables must not be used as stepping-stones. 

¶ Personnel must never prod with pointed implements near known cable routes while searching for 
other services. 

¶ Older services may not resemble modern services. Treat all services as potentially dangerous until 
made safe. 
 

SECTION 19: PERSONAL PROTECTIVE EQUIPMENT AND CLOTHING (PPE) 
 

The company will provide all direct employees with the necessary protective equipment and clothing as 
required by regulations, and as identified by risk assessments. Subcontract labour are required to provide 
their own PPE. Employees are reminded of their statutory duty to use the equipment and clothing in the 
correct manner, and to take care of it, reporting its loss or damage to it immediately. Disciplinary action may 
be taken against employees who fail to take care of the equipment and clothing, or fail to use the 
equipment/clothing once it is provided. 
 

Head Protection 
 

Safety helmets will be provided to all direct employees who work on or visit construction sites.  These will be 
worn in accordance with company policy.  
 

Eye Protection 

 
Eye protection will be provided as necessary or when identified by the risk assessment. 
The type provided will largely depend upon the work activity, but should be worn when filling bitumen boilers 
and using power tools such as grinding, cutting (angle grinders & Stihl saws). 
 

Hearing Protection 
 

Ear protection will be provided to employees who are exposed to levels of noise, which may cause hearing 
loss and which cannot be reduced by other means. Special attention will be given to young persons. A detailed 
risk assessment of noise exposure will be required where noise levels are likely to exceed the lower exposure 
action value of 80dB (A). 
Site supervisor/senior employees and employees will probably know when the noise levels are too high, but 
as a rough guide if you find it necessary to raise your voice to be heard when only 2 metres apart, then the 
noise level is above 80 dB (A) and protection should be worn. If you have to raise your voice to be heard when 
only one metre apart, then the noise level is above 85 dB (A) and protection WILL be provided by the site 
supervisor/senior employee and be worn by the employee. Refer to the equipment noise chart included with 
this policy for guidance. 
 

Hand Protection 
 
Gloves to protect the hands from either hazardous substances or during handling operations will be provided 
when identified during the COSHH or risk assessment. Typical activities where gloves will be worn are during 
the handling of heavy, sharp or rough objects. 
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Respiratory Protection 
 
In all but the simplest of operations requiring general dust protection masks, site supervisor/senior employees 
should consult with the company management, who will advise on the correct type of respirator to be provided 
and the training that may be required for the employee. However, as a general guide respirators (including 
disposable type) meeting the requirements of EN149 - FFP2 should be suitable for most outdoor activities 
where protection against dust and metal fume is required. However, if there is any doubt as to the suitability 
of the respirator contact Northern Counties Safety Group Ltd. 
 

All tight fitting RPE must be fit tested by a competent person to ensure an adequate seal around the mask. 
 

Footwear 
 

Safety footwear, including Wellington boots, will be provided free of charge to employees where it has clearly 
been identified as required in the risk assessment. Employees are again reminded that they will take care of 
the equipment provided. The company does not have an endless supply of funds to continually provide 
replacement equipment and clothing, which has been lost or damaged as a result of the employee's 
negligence. Where negligence is found, disciplinary action will be taken. 
 

Employees may select a better-quality style of safety footwear, but they may only do so if they agree that the 
difference in price between the company range and the employee selection will be deducted from their wages. 
 

Only safety boots providing ankle protection will be provided. The company will not purchase training safety 
shoes or other types of safety shoes as standard issue unless the nature of the work demands an alternative 
type. 
 

Wet Weather Clothing   
 

Where employees are expected to carry out work in inclement weather, protective clothing will be provided. 
 

Issue and Recording 
 

The company may utilise "Safety Clothing and Equipment Issue Registers" to record the issue, return and 
replacement of equipment and clothing to employees. Employees are expected to co-operate with the 
company to reduce wastage and misuse of such items that are issued. 
 

Harnesses and Lanyards 
 

If fall prevention measures (for example working platforms, guardrails etc) or collective fall arrest measures 
are not practical and alternative system of work will be employed. The system may require the use of safety 
harnesses and lanyards, but the company accept this will be a last resort as they only protect the user if the 
equipment is used correctly. 
 

Fall restraint lanyards will be worn when working in a MEWP (mobile elevated work platform) however energy 
absorbing fall arrest lanyards will be used in most other situations. 
 

All operatives will receive training on the selection, fitting, adjustment, maintenance and use of a safety 
harness. 
 

An inspection scheme will be in place which will be in two parts. Firstly the users must undertake visual 
inspections of the harness and lanyard before use. Secondly the harness and lanyard will be examined by a 
competent person at least once every 6 month and a record kept of the inspection. 
 

The lanyards and harnesses will be clearly marked with European Standard, name and trade mark of the 
manufacturer, the serial number and the year in which the equipment was manufactured. 
 

SECTION 20: RISK ASSESSMENTS AND SAFETY METHOD STATEMENTS 
 

Risk Assessment 
 

The Management of Health and Safety at Work Regulations requires all employers to assess the risks to 
workers and any others who may be affected by their undertaking. 
 

The risk assessment would normally involve identifying the hazards present in any operations and evaluating 
the extent of the risks involved with existing controls, precautions etc. being taken into account. 
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Risk assessments have been, or will be carried out for all company general activities, including manual 
handling. 
 

Where more specific risk assessments are required, the PM and site supervisor/senior employee will identify 
them. These assessments will be held with the Construction Phase Plan where one is produced or with the 
supervisor/senior employee where a Construction Phase Plan is not produced. 
 

Specific assessments for particular hazardous operations are drawn up as appropriate, before the operation 
begins. All persons affected, or likely to be affected, by the risks detailed in the assessment, are to be made 
aware of its requirements together with any necessary control measures. 
 

It is a condition of employment that control measures will be adhered to, including the wearing of all identified 
PPE. 
 

Any contravention of these instructions will result in disciplinary procedures being instigated. 
 

Contractor and subcontractor activities of a hazardous nature will require the risk assessments, COSHH 
assessments and safety method statements to be in the receipt of the company before the work commences. 
Failure to produce assessments etc. will be raised prior to any start of work and adequately dealt with to ensure 
all necessary information is provided. 
 

Safety Method Statements 
 

The natural progression from risk assessments for high-risk activities is for safety method statements to be 
developed. These method statements are to be developed by the PM, assisted by the respective site 
supervisor/senior employee, where the work activity is being undertaken by the company and by the 
appropriate contractor where they are undertaking the work activity. 
 

The method statement will form part of the overall safe system of work, which can be defined as a formal 
procedure which allows a specific task to be carried out safely, after a systematic examination of the task has 
identified and eliminated all the associated hazards, or at least minimised the risk to an acceptable level. There 
is a need for everyone concerned with the process to consider the following elements of the system of work: 

 Task Assessment 
 Hazard Identification 
 Safe Methods of Work Defined 
 System Implementation 
 System Monitoring and Review 

 

Each element will further sub-divide and expand, e.g. what? Who? Where? How? 
 

To ensure that where appropriate the work has been considered in detail, properly planned and properly 
thought out, ASKé 
 

 Who does this? 
 What do they do? 
 What hazards exist for them and others? 
 Is the risk significant? 
 What precautions will be taken? 
 Are there checks needed for precautions? 
 Who provides these? 
 Is training required? 
 

SECTION 21: MANUAL HANDLING OF LOADS 
 

Where ever possible, manual handling will be avoided by use of mechanical aids, or different work methods. 
 

Risk Assessment 
 

1. Except under special circumstances, manual-handling assessment will be required for all manual-

handling operations. 
2. For loads over 20kg and where there is a foreseeable risk of any injury to employees, the site 

supervisor/senior employee will carry out an assessment of any risk. Where the task involves handling 
material over 20 Kgs, the assessment will identify the control measures needed, which will usually 
involve two-man lifting and placing. Where possible the client and designer should try to avoid material 
of 20 Kgs and above. 
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3. Employees involved in the manual handling operation will be informed of the risk and of the control 
measures required to be taken by them. 

4. For work activities where weights may be variable, such as the unloading of vehicles, employees will 
be advised on how to assess the manual handling risks involved and the control measures to be 
adopted. The PM and site supervisor/senior employees are responsible for ensuring that 
employees have sufficient understanding of the risks of injury when handling loads of variable 
weight, or unpredictable loads. 

5. The following list of weights gives the suggested action required to enable manual handling operations 
to be carried out safely. 

6. Mechanical handling will always be considered BEFORE any manual handling operations are carried 
out. 

 

LOAD ACTION 

<20kg (56lbs) Within the capability of persons with no known medical condition 

20-34kg (56-75lbs) 
Training required in order to assess any lifting problems. May require 2 
person lifting 

34-50kg (75-112lbs) 
Training required on specific techniques - including shape and design 
criteria. May require 2 people lifting 

50-90kg (112-200lbs) Mechanical lifting desirable 

>90kg (200lbs) Mechanical handling usually required 

 
7. When carrying out manual handling assessments, the criteria shown below will be considered. 

 

Criteria to be considered: 
 
 THE TASKS      THE LOADS 
 Do they involve:     Are they: 
 

¶ Holding loads away from the trunk?   * Heavy? 
    

¶ Twisting?     * Bulky/unwieldy? 
 

¶ Stooping?     * Difficult to grasp? 
 

¶ Large vertical movements?    * Intrinsically harmful? 
        (Sharp/hot/cold) 

¶ Strenuous pushing or pulling? 
 

¶ Long distances? 
 

¶ Unpredictable movement of loads? 
 

¶ Repetitive handling? 
 

¶ Insufficient rest or recovery? 
 

¶ A work rate imposed by an activity? 
 
THE WORKING ENVIRONMENT    INDIVIDUAL CAPABILITY AND OTHER 
Are there:      FACTORS 
 

¶ Constraints on posture?    * Unusual capability 

¶ Poor floors/ground conditions?   * Requirements? 

¶ Variations in levels?    * Any health conditions, 

¶ Hot/cold/humid conditions?    back problems, etc 

¶ Strong air movements? 

¶ Poor visibility conditions? 
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Lifting Practice 

 

DO NOT RISK INJURY BY ATTEMPTING TO LIFT HEAVY LOADS.  ALWAYS SEEK ASSISTANCE. 
 
The following precautions WILL be taken when lifting: - 
 

1. Stand firmly - close to load.  Feet about 300mm (12") apart with one foot slightly ahead of the other 
2. With the back, straight - bend the knees. 
3. Obtain a firm diagonal grip. Keep load close to body. 
4. Lift up by straightening legs and move off. 
5. When lowering, load keep the back straight and bend the legs. 
6. Avoid trapping fingers by placing the load askew on suitable packing. Wear gloves  

 whenever possible. These will not prevent you trapping your fingers, but they do   
 reduce the severity of the injury if you do.  
 
SECTION 22: MANAGEMENT AND CONTROL OF WASTE 

 

¶ On construction sites the company may not only be a waste producer, but may also act as a broker of 
other contractorsô waste. Therefore, it is necessary to control all waste from the work operations on 
site, record it and ensure its correct transfer and disposal in accordance with the Environmental 
Protection Act 1990 (EPA 90) and regulations supporting it 

¶ The company will as required develop Site Waste Management Plans (SWMP) which will help 
resource management. The plans will identify waste streams and methods of controlling the waste in 
compliance with the hierarchy of waste control (eliminate, reduce, reuse, recycle, dispose) 

¶ Every permanent location and site will have appointed a waste controller (on construction sites, usually 
the PCôs site supervisor) The waste controller will be responsible for controlling and monitoring the 
waste produced by the company and from contractors, organising skips and other receptacles, 
ensuring the correct waste transfer notes stating the correct six-digit European waste catalogue code 
for carriage are issued and that records are kept. 

¶ All waste produced will be dealt with in accordance with the SWMP (where developed) and any 
appropriate Act and regulations. This may involve separating waste into categories, i.e. general 
builder's waste, timber (especially tanalised or other treated wood), cans, food waste, etc. Different 
waste products may require removal by different waste carriers. Generally, solid inert materials can 
be treated as general builder's waste and disposed of in a single load. However, liquids, semi-solids, 
powders etc., will be disposed of separately. 

¶ It is not permitted to bury or burn any waste on site, strict control is required by the site 
supervisor/senior employee to prevent the burning of rubbish and waste 

¶ Food waste will be separated from all other forms of waste. It will not be placed in bags or other 
containers, which can be easily broken into by vermin. 

¶ Skips should be covered to prevent accidental escape of waste during transport. 

¶ The waste controller's duties at permanent locations such as offices will be exactly similar to those 
contained above. 

¶ It will be necessary to obtain written confirmation that no contamination exists in the ground to be built 
on or any building or plant to be refurbished or demolished, which may be disturbed or released by 
normal construction operations and which may produce harmful pollutants. All such waste or 
contamination should be clearly identified and dealt with in the Construction Phase Plan.  

¶ When sending enquiries, and placing orders the company will ensure that all contractors are aware 
of the implications of the Environmental Protection Act and waste management requirements under 
SWMP. 

¶ Monitoring at all stages is essential. Therefore, the waste controller will generally: 
 

o Monitor all waste handling, containment, etc. 
o Notify contractors as to site requirements, including any segregation and separation 

requirements 
o Monitor contractors' response to waste control. 
o Ensure that any waste carrier collecting from site or permanent location is registered and a 

copy of the registration details is obtained and kept on site or at the permanent location. 
o Before using a carrier, check the details of his registration with the issuing authority. 
o Ensure that all parties concerned sign all transfer notes and that each waste load is subject 

to separate transfer notes unless multiple loads are permitted with one transfer note.  



 

HS&W Document 

EHQMS 

 

Document Ref: HSW_POL 2019  Page 85 of 135 

 

 

o Ensure that the correct six-digit European waste catalogue code is used to describe the 
waste. 

o Ensure that the carrier is disposing of waste to an authorised waste manager/disposer. 
o Ensure that return transfer notes are matched with their original copies thus ensuring the 

correct handling sequence is completed. 
o Report any inadequacies in the system or in carrier performance to the safety director. 

 

¶ Copies of all records of waste disposal shall be returned to the main office for retention for at least 
three years. 

 

SECTION 23: ALCOHOL AND DRUG ABUSE / MISUSE 
 

The company is committed to providing a safe and healthy working environment and recognises that 
those who misuse alcohol or drugs to such an extent that it may affect their health, performance, 
relationships at work and conduct, can put this at risk. The policy, which applies to all employees, 
aims to: 
 

¶ Promote the health and well-being of employees and to minimise problems at work arising from the 
effects of alcohol or drugs. 

¶ Identify employees with possible problems relating to the effects of alcohol or drugs at an early stage. 

¶ Offer employees, known to have alcohol or drug-related problems affecting their work, referral to an 
appropriate source for diagnosis and treatment if necessary. 

 
The policy does not apply to personnel who commit a clear breach of company site rules due to over 
indulgence of alcohol on one or more occasions. In these cases, action will be taken under the 
disciplinary procedure as appropriate. 
 
Personnel Must Not:  

  

¶ Report, or attempt to report, for work at any time when under the influence of alcohol or narcotic drug 
of abuse. 

¶ Consume any drug of abuse or alcohol whilst at work. 

¶ Be in possession of any drug of abuse whilst at work. 
 

Personnel Must: 
 

¶ Inform the company if you are charged by the police in connection with any alcohol or drug related 
offence. The company will treat any information supplied with the strictest confidence. 

¶ Attend any medical or drug related test required by the company. 

¶ Provide a biological sample (blood, urine, etc) when requested. 

¶ Co-operate fully with the company on the implementation of this policy. 
 

Arrangements for Securing the Health and Safety of Employees 
 

The company will, in consultation with employees and their representatives: 
 

¶ Advise all existing employees and new-starters of the risks to health from the effects of alcohol and 
drugs, including some prescribed medications. 

¶ Encourage employees, who may have alcohol or drug-related problems which affect their work, to 
take advantage of the company referral procedures for diagnosis and treatment. 

¶ Encourage supervisors and managers who identify job performance problems that may be attributed 
to the effects of alcohol or drugs, to consult with the company health specialist to determine whether 
there is sufficient concern to warrant a medical evaluation. 

¶ In cases where the effects on work due to alcohol or drugs misuse is confirmed or admitted, agree 
upon a programme of treatment in consultation with the company health specialist, employees GP 
and employee. 

¶ Instruct the company health specialist to co-ordinate, monitor and if necessary participate in the 
treatment activities as appropriate. 
 

The company has established policy rules relating to an employee who is found to have misused 
alcohol or drugs, or admits to the same. The policy rules may cover: 
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¶ Disciplinary action under the company disciplinary procedures for refusal to accept help from the 
company or medical advisers. 

¶ Conditions for accepting treatment. 

¶ Future employment if treatment is proves to be successful. 

¶ Observations of medical confidentiality. 

¶ Effects on employment benefits and employment rights 
 

Information and Training 
 

The company will provide sufficient information, instruction and training as is necessary to ensure 
all employees have the knowledge required: 
 

¶ To understand the dangers associated with the effects of alcohol or drugs at work and the company 
policy regarding this issue. 

¶ To understand the company procedures that will be adopted where there is found to be deterioration 
in work performance from these effects. 
 

To understand the legal consequences of their actions. 
 

Managers and supervisors will be given additional training, as necessary, to enable them to identify and deal 
with the problems that may arise as a result of the effects of alcohol or drugs upon work performance. 
 

Safe System of Work 
 

The effects of alcohol or drugs at work can create serious health and safety risks not only to those who 
misuse alcohol and drugs, but to other employees as well. Therefore, the following rules must be adhered to. 
 

1. Do not come to work under the influence of alcohol or drugs. 
2. Do not bring alcohol or non-prescribed drugs on to company premises. 
3. Check with your doctor or pharmacist about the side-effects of prescribed medications. 
4. Never drive or operate plant or machinery if you are affected by alcohol or drugs. 
5. Ask your doctor or the company for guidance on sensible limits of alcohol consumption. 
6. Offer support and advice to work colleagues who you suspect of suffering from alcohol or drug 
abuse. Do not óprotectô them by keeping quiet. 

7. Ask for assistance if you feel that matters are beyond your own control. 
 

Remember that your misuse of alcohol or drugs could seriously affect the health and safety of your 
work colleagues.  
 

SECTION 24: EMPLOYMENT OF YOUNG PERSONS 
 

The company may from time to time employ "young persons". These we define as persons under the age of 
18 years old. 
 

In recognising that such persons may not in general possess the same level of understanding of risk in the 
"workplace" as experienced employees, greater care will be exercised when allocating work tasks. Work tasks 
that present a particular risk to young persons, such as harmful exposure to toxic agents; physical activities 
which are beyond the capabilities of the young person; extremes of heat and cold; excessive noise and 
vibration, working at height on sloping roofs, are of particular relevance and cannot be allocated to young 
persons. Therefore, the PM and site supervisor/senior employees are to ensure a suitable and appropriate risk 
assessment is compiled before allocating any work tasks to employed young persons. A higher standard of 
supervision will also be required to ensure young persons cannot endanger themselves or others. 
 

To meet the requirements of "The Management of Health and Safety at Work Regulations" the company 
will, before employing young persons, review any existing risk assessments appropriate to the employment of 
young persons, together with developing new risk assessments as necessary. 
 

SECTION 25: DISABLED PERSONS 
 

Summary of Duties 
 

The Health and Safety at Work Act 1974, section 2, requires employers to exercise a general duty of care 
towards all their employees. Most disabled employees neither need nor seek safety systems beyond those in 
place for the work force generally.  
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The company will consult with the Employment Medical Advisory Service (EMAS) of the Health and Safety 
Executive for advice on health and safety concerns relating to individual employees where complex problems 
arise. Attention will also be given to possible corrective measures necessary to overcome any under 
representation, i.e. alterations required under the Equality Act 2010 
 

In practice, the companyôs duty of care extends to ensuring that disabled people are not exposed to workplace 
environments that are hazardous as a consequence of the particular disability (such as requiring a deaf person 
to work in a situation where reacting to sound is an important factor in personal safety). 
 

The company will therefore give special attention to the integration of a disabled employee within the overall 
work force. Although employing disabled people never compromises health and safety standards, there may 
be a requirement to provide information or instigate training for other staff to ensure that both routine and 
emergency procedures work effectively. 
 

Employees registered with the Employment Service as disabled are, where appropriate, entitled to personal 
equipment and/or workplace adaptations, which facilitate the work undertaken. 
 

Record Keeping 
The company will keep records of disabled persons in the work force and records of any special equipment 
provided or workplace adaptations made for the benefit of disabled persons under the Equality Act. Any training 
provided to disabled persons will also be recorded. 
 

SECTION 26: TRANSPORT, VEHICLES, PLANT AND EQUIPMENT 
 

General 
 

Company operations require a small range of vehicles, plant and equipment. In order to comply with the Health 
and Safety at Work Act 1974, The Construction (Design and Management) Regulations 2015, the 
Provision and Use of Work Equipment Regulations (PUWER) and the Lifting Operations and Lifting 
Equipment Regulations (LOLER) the following rules will be observed: 
 

1. No person under the age of 18 years is allowed to drive any vehicle unless under the direct supervision 
of a person competent to drive or operate that plant or vehicle. 

2. It is forbidden for any person, other than the driver, to ride on any vehicle not constructed for the 
carriage of passengers. A notice to this effect should be displayed on all such vehicles.  

3. Only trained, competent persons who are in possession of a current driving licence for that vehicle are 
allowed to drive site transport. 

4. All drivers or operators should carry out a daily inspection of their vehicle or item of plant. Essential 
checks should include brakes, steering, oil and water, tyre pressures, etc. Where the company uses 
inspection checklist these should be completed and returned for filing. All defects will be reported to 
the driver's/operator's supervisor immediately. 

5. If a serious defect renders the vehicle dangerous then that vehicle or item of plant will be removed 
from service immediately. The driver/operator is responsible for reporting the defect to the supervisor.  

6. Vehicle engines are not to be left running whilst unattended. 
7. Periodic maintenance and servicing will be carried out on a mileage or hours basis, in accordance with 

the manufacturer's/supplier's/company instructions. 
8. Whenever vehicles or plant are used to tip material into a pit or excavation or over the edge of an 

embankment etc. measures will be taken to prevent the plant/vehicle from running over the edge. This 
could include stop blocks or wheel chocks.  

9. Persons are not allowed to remain on any plant/vehicle whilst it is being mechanically loaded with 
loose materials. 

10. Persons are not permitted to mount or dismount moving vehicles. 
11. Where visibility is restricted, visibility aids and/or signallers will be considered. 
12. Systems designed to prevent the operator, driver or passengers from being ejected, or falling, from 

vehicles will be considered. Restraining systems, in the form of full body seat belts, designed systems 
or lap belts, will be used when they are fitted. 

13. The use of reduced voltage supplies operating at 110v through double wound transformers is generally 
accepted throughout the construction industry. Therefore, the company will continue to accept the best 
practices, and use only such equipment and supplies wherever possible. 

 

Company Vehicles 
 
All company vehicles will be used in compliance with the Health and Safety at Work etc Act 1974, Road 
Traffic legislation, the Highway Code and the requirements of this policy. 
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¶ Vehicles will be adequately maintained and serviced in accordance with the manufacturer's 
instructions. 

¶ Transportation of personnel, materials and equipment will be planned to ensure the vehicle and 
drivers are capable and competent to perform the task. 

¶ COSHH assessments will be available for any substances to be transported. 

¶ Transport routes will be established and traffic rules adhered to. 

¶ Materials and loads will be evenly distributed and adequately secured. 

¶ Only authorised, suitably insured drivers, holding a current licence for the type of vehicle to be 
driven, will be permitted to drive company vehicles. 

¶ Drivers will be issued with adequate information, instruction and training on all hazardous materials 
to be carried. 

¶ All accidents involving damage to vehicles, property or third parties will be reported immediately to 
the driver's supervisor.  

¶ Materials and equipment will not be transported in the rear passenger carrying section of a dual-
purpose vehicle unless the material or equipment is stowed away in purpose made lockers or boxes 
to prevent injury, or damage, in the event of an accident, or the driver having to brake sharply.  

 

Forklift Trucks (FLT) 
 

The company will ensure that when forklift trucks are used, all statutory requirements are complied with. 
 

In order to comply with the above the following will be observed: 
 

¶ No person under the age of 18 years is allowed to operate any FLT unless under the direct 
supervision of a person competent to operate the machine. 

¶ It is forbidden for any person, other than the operator, to ride on any FLT. A notice to this effect 
should be displayed on all such vehicles. 

¶ Only trained, competent persons, who are in possession of a current driving licence for that vehicle, 
are allowed to operate the FLT. 

¶ All operators should carry out a daily inspection of the vehicle. Essential checks should include 
brakes, steering, oil and water, tyre pressures, audible warning, etc. All defects will be reported to 
the operator's supervisor immediately.  

¶ If a serious defect renders the FLT dangerous then that vehicle will be removed from service 
immediately. The operator is responsible for reporting the defect to the site supervisor. 

¶ FLT engines are not to be left running whilst unattended 

¶ Periodic maintenance and servicing will be carried out on a mileage or hours basis, in accordance 
with the manufacturers / supplier's / company instructions. 

¶ Palletised loads will be checked for security before carriage. 

¶ The vehicle will not be driven at excessive speeds. 

¶ Persons are not permitted to mount or dismount moving vehicles. 

¶ The FLT will not be overloaded. 
 

Safe Use of Skips 
 

All relevant statutory requirements, including the Department of Transport Code of Practice, the 
Environmental Protection Act (Duty of Care) Regulations, local authority highways department guidance 
and the provisions of this policy will, so far as is reasonably practicable, be met. 
 

¶ All contractual arrangements will be clarified to ensure duties and responsibilities under the Duty of 
Care Regulations are understood and met. 

¶ Provision of skips will be planned to comply with the above requirements and a licence under the 
local authority highways  

¶ Skips will be clearly marked and provided with adequate lighting and signage where necessary e.g. 
sited on public highway. 

¶ Whenever possible skips will be sited on firm level ground, with safe access provided where 
necessary. 

¶ The siting of skips will not obstruct, or restrict traffic routes. Liaison with the local authority may be 
necessary where restrictions are imposed. 

¶ Fires in skips are prohibited. 

¶ All lugs and lifting equipment will be checked prior to lifting. 

¶ Safe working loads will not be exceeded. 
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¶ Close monitoring of transfer notes will be undertaken to ensure the provisions of the control of waste 
section of this policy is met and that accurate records are maintained. 
 

Traffic Routes 
 

¶ All sites and workplaces will be organised and planned to ensure, so far as is reasonably practicable, 
pedestrians and vehicles can move safely without risk to health or safety. 

¶ There will be an adequate number of routes with suitable dimensions (headroom & width) to allow 
safe movement of pedestrians and traffic. 

¶ Signs will suitably indicate traffic routes.  

¶ Restrictions (vehicular or pedestrian) will be clearly indicated, including speed restrictions, overhead 
electric cables, obstructions, etc. 

¶ All necessary steps will be taken to ensure all traffic routes are suitable for the personnel and 
vehicles intended to use them and that pedestrians and/or vehicles can use the routes without 
causing danger. 

¶ Sufficient clearance and separation will be maintained between pedestrians and vehicles where they 
use the same traffic routes 

¶ Provision will be made to ensure separation between vehicle routes and all pedestrian doors, gates 
etc. leading onto it. 

¶ Where separation of vehicles and pedestrians is not reasonably practicable, the company will ensure 
effective arrangements are provided for warning all pedestrians liable to be struck, crushed or 
trapped by any vehicle. 

¶ Steep gradients and sharp bends are avoided where practical 

¶ Minimise the need for reversing operations as far as possible, by utilising one-way systems and 
turning points. 

 

Abrasive Wheels 
 

¶ No person will operate these machines, or mount an abrasive wheel, unless they have been trained 
in accordance with the Provision and Use of Work Equipment Regulations and have been duly 
appointed by the company to undertake that duty.  

¶ No abrasive wheel is to be fitted other than to the correct spindle.  

¶ Dressing a wheel by any means, other than with a dressing tool is strictly forbidden (bench and 
pedestal machines). 

¶ When using abrasive wheels, especially on portable equipment, be careful not to damage or crack 
the wheel and make sure the guard is in position. 

¶ Always when using an abrasive wheel, wear suitable approved eye and hearing protection 
(respiratory protection will also be necessary when dust suppression measures are not utilised)  

¶ Use blotters (labels to both sides of the wheel or disc on portable machines) supplied with the 
wheels. 

¶ Make sure that the wheels or discs hole, threaded or plain, fits the machine spindle properly and that 
flanges are clean, flat and of the proper type for the wheel you are mounting. 

¶ Do not use excessive pressure when mounting the wheel between flanges. Tighten the nut only 
enough to hold the wheel firmly. 

¶ Do not mount more than one wheel on a single spindle unless the machine is designed specially to 
take more than one disc/wheel. 

¶ Do not use a grinding wheel that has a related speed less than the speed of the grinder. 
 

Lifting Equipment 
 

The Lifting Operations and Lifting Equipment Regulations (LOLER) applies to all types of lifting 
equipment and accessories (lifting gear). Lifting equipment is also work equipment and therefore will comply 
with the requirements of the Provision and Use of Work Equipment Regulations (PUWER) 

 

¶ Cranes and lifting equipment will be operated and maintained to comply with established and 
mandatory standards. 

¶ All cranes and lifting gear will have current examination and inspection records. 

¶ Only authorised and suitably trained persons shall act as slinger/signallers and shall use the signals 
prescribed in The Health and Safety (Safety Signs and Signals) Regulations. 

¶ Only lifting equipment and accessories that are within their respective inspection and thorough 
examination period may be used (lifting of persons 6months ï other lifting operations every 12 
months or thorough examination carried out as part of a maintenance scheme) 
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¶ Only authorised and trained persons are allowed to operate two-way radios. 

¶ Only trained, competent crane operators are allowed to operate cranes.  

¶ Hoist, travel and S.L.I. are to be tested at the start of every shift. 

¶ During lifts the crane operator will not allow anyone to ride the load, hook or chains. 

¶ Ensure correct rigging and know the correct weight of the load. 

¶ Loads will be correctly balanced prior to lifting. 

¶ All operators and slinger/signallers will be aware of all obstacles within the lifting radius and will 
check before each movement. 

¶ The point of a hook will never be used for lifting. 

¶ Ground conditions will be investigated to ensure they are capable of withstanding the imposed loads 
of the crane and the load to be lifted. 

 

Accessories for Lifting Loads 
 

Safety Check List 

¶ All hooks used for lifting will be fitted with a safety catch or be shaped to prevent the load coming off 
the hook.  

¶ The chains or slings will be the correct type and length for the required lift. 

¶ Do not attempt to shorten chains or slings by tying knots in them. 

¶ Timber or sacking "bights" will be used when slinging material, which is liable to slip (i.e. steel). 

¶ When using "brother" chains around the loads, the back of the hook will be facing the ring otherwise 
the chain can pull from the hook. 

¶ The weight of the material to be lifted will be ascertained and this will be within the safe working 
loads (SWL) marked on the chain. On some multi-leg chains the SWL is stated with all legs in use.  If 
only some of the legs are being used the SWL will be less than that stated on the equipment. 

¶ Do not stand under loads, and warn personnel when loads are being slewed. 
 

Hoists 
 

The safety requirements during the use of such equipment are extensive and in addition, operators will be 
adequately trained to operate, inspect and maintain the equipment unless these requirements are arranged 
with the hoist supplier. 

 

¶ The Lifting Operations and Lifting Equipment Regulations (LOLER) applies to the companyôs 
work activities with hoists at construction sites.  

¶ All hoists will be inspected by a competent person before use and after assembly at a new location; 
and at 6 monthly intervals if the hoist is a passenger-carrying hoist; 12 months if the hoist is used 
solely for lifting loads. The hoist supplier or installer, not the user, will carry out these inspections. 
Site supervisor/senior employees will ensure that the results are recorded in the appropriate 
inspection record. 

¶ An inspection of the hoist will also be carried out if conditions occur that are likely to affect the 
continued safe operation of the equipment. Someone who is competent will carry out this inspection, 
and again this would usually be the supplier or installer, unless specific training has been given to an 
individual working on the site. 

 

Safety Check List 
 

¶ The lifting rope should be in good condition and have at least two turns left on the winch drum when 
at the lowest point of the lift. 

¶ The over wind device should be fitted correctly and operating. 

¶ A notice forbidding riding on the platform will be displayed, and a notice stating the safe working load 
(SWL) should be fixed to the platform 

¶ The platform will be sound and capable of carrying the load. 

¶ The hoist tower will be enclosed with wire mesh, and the winch and rope screened to prevent 
access. Inclined hoists should be enclosed at ground level (solid barrier) to prevent unauthorised 
access, and take-off points should be protected so as not to endanger others using common parts of 
scaffold. 

¶ Gates will be fitted and workable on all landings and at the base 

¶ Gates will display notices re '' keep closed when platform not at level''. Interlocks that prevent the 
operation of the hoist when the gates are open will be fitted.  

¶ The hoist should be capable of being operated from one position only, and whenever possible a full-
time operator appointed. 
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¶ Hoist towers will be independently fixed to a building. The scaffold will also be tied into the building, 
using separate tying points to the hoist tower unless the ties have been specially designed 

¶ All access platform and barrow runs provided for a hoist where a person can fall, will be fully 
boarded out and have guard-rails, or guard-rails and barriers, and toe-boards, in order to comply 
with the Work at Height Regulations. 

¶ Ensure that all wheelbarrows, trolleys and materials are secured or wedged before they are carried 
on the hoist platform. 

 

Cartridge Operated Tools 
 

These tools are work equipment and therefore, the requirements of the Provision and Use of Work 
Equipment Regulations and company policy will be observed. 

 

¶ Persons trained in the use of the particular tool to be used will only operate cartridge tools. 

¶ Cartridge tools will be dismantled and examined for defects once in every seven days of use. 

¶ The tool should not be used unless it is fitted with a guard or shield suitable for the work 

¶ All unused cartridges will be returned to the site supervisor/senior employee, who is responsible 
for establishing a procedure for issue and return. 

¶ ALWAYS when operating a cartridge tool wear suitable eye and hearing protection. 

¶ A loaded tool will not be left unattended. 

¶ Remember - Risks in the use of cartridge tools are primarily to your work mates. 

¶ Tools and the number and type of cartridge should always be signed for when issued. 

¶ On issue always immediately check the tool is not loaded. 

¶ When loading a cartridge or strip, point the barrel in a safe direction - pointing away from 
yourself and any other person. 

¶ NEVER place your hand over the end of the barrel 

¶ NEVER walk around the workplace with a loaded tool - it should only be loaded at the work site. 

¶ Hold the tool at right angles to the job when firing. 

¶ When fixing through pre-drilled holes, ensure the adapter is used to make sure the nail or fixing 
is guided safely to its point of contact. 

¶ Always be aware of the possibility of the nail being fired through the material. Carry out tests to 
determine the correct power setting or correct cartridge strength. During testing, ensure no 
persons are allowed behind the material into which the tool is being fired. 

¶ Tools will not be fired where concentrations of flammable dust or vapour could give rise to an 
explosion. 

¶ In the event of a misfire, wait one minute before unloading. Extract the cartridge only in 
accordance with the manufacturer's instructions; under no circumstances will a screwdriver, nail 
or knife be used. 

¶ Misfired cartridges will be immersed in water to render them harmless. 

¶ After use ensure the tool is cleaned and oiled according to the manufacturer's instructions. 

¶ Only routine maintenance and the replacement of interchangeable parts are permitted, all major 
repairs will be carried out by the manufacturer. 

¶ Stocks of cartridges will be stored in damp-proof and flameproof boxes or cupboards, which can 
be securely locked. 

¶ Remember - cartridge tools can be dangerous if misused. Always ensure that they are never 
used in a careless manner. 

 

Mobile Elevating Work Platforms (MEWP's) 
 

The term Mobile Elevating Work Platform (MEWP) refers to several types of equipment including, pedestrian 
controlled self-propelled and power operated mobile elevating work and access platforms. The company will 
ensure that when MEWPs are used on site, the Health and Safety at Work etc. Act 1974; the Provision 
and Use of Work Equipment Regulations, LOLER, The Construction (Design and Management) 
Regulations 2015, and all other statutory requirements are complied with. 

 

In order to comply with the above the following will be observed: 
 

¶ No one is allowed to operate this equipment unless they have undertaken appropriate instruction and 
training (IPAF) in the specific type of equipment to be used. A competent person will also adequately 
supervise all operations carried out with MEWP's. Each operation will be individually assessed to 
ensure the equipment to be provided is of the correct type and suitable for the work to be undertaken. 




